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LOWER GRADE 6" FROM BASE OF WINDOW SILL. REGRADE LANDSCAPE BEDS FOR A EVEN TRANSITION
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MAINTENANCE OF MASONRY (REF. SPEC SECTION 04 01 00)

CLEAN AREA OF EFFLORESCENCE, BIOLOGICAL, ATMOSPHERIC AND/OR
RUST STAINING.

MASONRY CONTROL JOINT. CUT OUT EXISTING SEALANT JOINT AND 
BACKING MATERIAL. CLEAN AND PREPARE JOINT WALL SURFACES AS
REQUIRED FOR INSTALLATION OF NEW SEALANT AND BACKING MATERIAL.

REPAIR CRACKED / SPALLED CONCRETE.
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E1

PAINT  (REF. SPEC SECTION 09 90 00)

EXISTING SHEET METAL - STRIP EXISTING PAINT/FINISH;
APPLY PRIMER & PAINT SURFACE.

REMOVE OXIDATION AND RECOAT EXPOSED STEEL LINTEL.

PREPARE AND REPAINT METAL SOFFIT

ALUMINUM RESTORATION;
SEE SPEC SECTION 05 90 00
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ELECTRICALWINDOW SYSTEM KEY

WINDOW SYSTEM 1 : 1960 era

SPANDREL PANEL REPLACEMENT

WINDOW SYSTEM 2 : 1990 era

(BASE BID) SPANDREL PANEL REFINISH
or
(ALTERNATE NO. 1) REPLACEMENT
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REFER TO SHEET A2.1 FOR MORE INFORMATION ON REPLACEMENT STOREFRONT
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LOWER GRADE 6" FROM BASE OF
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FOR A EVEN TRANSITION
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RESTORATION OF
ARCH. ANODIZED
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MAINTENANCE OF MASONRY (REF. SPEC SECTION 04 01 00)

CLEAN AREA OF EFFLORESCENCE, BIOLOGICAL, ATMOSPHERIC AND/OR
RUST STAINING.

MASONRY CONTROL JOINT. CUT OUT EXISTING SEALANT JOINT AND 
BACKING MATERIAL. CLEAN AND PREPARE JOINT WALL SURFACES AS
REQUIRED FOR INSTALLATION OF NEW SEALANT AND BACKING MATERIAL.

REPAIR CRACKED / SPALLED CONCRETE.
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EXISTING SHEET METAL - STRIP EXISTING PAINT/FINISH;
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REMOVE OXIDATION AND RECOAT EXPOSED STEEL LINTEL.

PREPARE AND REPAINT METAL SOFFIT

ALUMINUM RESTORATION;
SEE SPEC SECTION 05 90 00
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REUSE EXISTING SOFFIT FRAMING.
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WINDOW WALL MULLION
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3/4"=1'-0"1 WALL SECTION
MEZZANINE STOREFRONT AT LINE D (BETWEEN LINES 6&7)3/4"=1'-0"2 WALL SECTION

MEZZANINE STOREFRONT AT OFFICES ALONG LINE D 1 1/2"=1'-0"3 WALL SECTION
MEZZANINE STOREFRONT AT MECHANICAL ROOM - LINE D 1 1/2"=1'-0"4 WALL SECTION

MEZZANINE STOREFRONT AT MECHANICAL ROOM DOOR

1/4"=1'-0"5 DETAIL ELEVATION -SOUTH
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3"=1'-0"2 SECTION DETAIL
STOREFRONT SILL AT MEZZANINE LEVEL OFFICE

3"=1'-0"1 PLAN DETAIL
STOREFRONT AT D&7

2

6

2

6

2

6

2

6

3"=1'-0"4 PLAN DETAIL
STOREFRONT AT COLUMN ENCLOSURE

3"=1'-0"9 PLAN DETAIL
STOREFRONT AT CORNER COLUMN 3"=1'-0"7 PLAN DETAIL

NEW STOREFRONT VERTICAL MULLION

3"=1'-0"3 SECTION DETAIL
STOREFRONT HEAD AT MEZZANINE LEVEL OFFICE

3"=1'-0"5 SECTION DETAIL
ROOF EXPANSION JOINT AND KNEE WALL3"=1'-0"8 SECTION DETAIL

BASE TIE-IN AT KNEEWALL3"=1'-0"10 SECTION DETAIL
EPDM TO  EXIST BU ROOF TRANSITION

6" 6"

EXIST. BU ROOF - REMOVE
EXIST. IRREGULARITIES

PRIOR TO TIE-IN.

3"=1'-0"6 SECTION DETAIL
METAL PANEL COLUM COVER AT SILL3"=1'-0"9 SECTION DETAIL

DOOR SILL @ KNEE WALL

D

2

05 40 00 - FURRING CHANNEL

06 16 00 -  SHEATHING

07 27 26 - AIR/VAPOR BARRIER

07 27 26 - FLEXIBLE FLASHING

07 42 63 - COMPOSITE METAL PANEL 07 90 05 - JOINT SEALANT - TYPE 1

07 62 00  - METAL TRIM , .064" ALUM

07 27 26 -AIR/VAPOR BARRIER

06 10 00 - 2X6 ROUGH CARPENTRY

08 43 13 - WINDOWS, ALUM. STOREFRONT

5 5
/8"

EXIST STRUCT. COLUMN

D

07 90 05 - JOINT SEALANT - TYPE 1

07 62 00  - METAL TRIM , .064" ALUM

07 27 26 -AIR/VAPOR BARRIER

06 10 00 - 2X6 ROUGH CARPENTRY

08 43 13 - WINDOWS, ALUM. STOREFRONT

05 40 00 - FURRING
CHANNEL

06 16 00 -  SHEATHING

07 27 26 - AIR/VAPOR BARRIER

07 27 26 - FLEXIBLE FLASHING

07 42 64  - COMP. MTL. PANEL

5 5
/8"

08 43 13 - WINDOWS,
ALUM. STOREFRONT

2"

4 1
/2"

7

D

5 5
/8"

D

COL.

07 90 05 - JOINT SEALANT - TYPE 1

07 62 00  - METAL TRIM , .064" ALUM

07 27 26 -AIR/VAPOR BARRIER

06 10 00 - 2X6 ROUGH CARPENTRY

08 43 13 - WINDOWS, ALUM. STOREFRONT 05 40 00 - FURRING CHANNEL

06 16 00 -  SHEATHING

07 27 26 - AIR/VAPOR BARRIER

07 27 26 - FLEXIBLE FLASHING

07 42 64  - COMP. MTL. PANEL

4 1
/2"

4 1
/2"

D
5 3/4"

24
"A

.F
.F

07 52 00 - MEMBRANE ROOF

06 16 00 -  SHEATHING

07 21 00  - INSULATION - SPRAY
APPLIED, 4" MIN.

05 40 00 - CF MTL FRAMING

07 62 00  - SILL PAN, .064" ALUM
WITH END DAM WITH LAPPED AND
SEALED CORNERS

07 62 00  - CONT. CLEAT

07 27 26 - MEMBRANE FLASHING

06 10 00 - 2X ROUGH CARPENTRY

08 43 13 - WINDOWS, ALUM.
STOREFRONT1"

3/8"

06 20 00  - FINISH
CARPENTRY (FIELD) -

SOLID SURFACE

D

5 3/4"

08 43 13 - WINDOWS, ALUM.
STOREFRONT
08 43 13  - SPANDREL PANEL

07 62 00 - METAL FLASHING,
.040" ALUM

07 27 26 - AIR/VAPOR BARRIER

06 10 00 - BLOCKING, AS REQ'D.

07 62 00  - METAL TRIM , .064" ALUM

06 16 00 -  SHEATHING

06 10 00 - BLOCKING, AS REQ'D.

07 21 00  - INSULATION -
SPRAY APPLIED

UNDERSIDE OF
FLASHING
+18'-10 1/2"
194'-10 1/2"

05 40 00 -  STL. PLATE WELDED TO
EXIST. STRUCTURE, OCCURING AT
EACH VERTICAL MULLION

EXISTING BLOCKING, V.I.F.

TOP OF
EXIST STEEL
+18'- 4"
186'- 4"

EXIST. STL. ANGLE

06 10 00 - 2X BLOCKING

EXIST. JOIST

06 16 00 -  SHEATHING

05 40 00 - 6" CF MTL FRAMING

1 1/2" EXIST.
METAL DECK

3" EXIST.
INSULATION

06 10 00 - 2X BLOCKING
07 52 00 - MEMBRANE ROOF
07 52 00 - MEMBRANE ROOF
07 52 00 - BATTEN STRIP

07 52 00 - COMPRESSIBLE TUBE
- 2x WIDTH OF OPENING

07 21 00  - INSULATION -
SPRAY APPLIED, 4" MIN.

EXIST.
COLUMN

07 62 00  - SILL PAN, .064" ALUM WITH END
DAM WITH LAPPED AND SEALED CORNERS

07 62 00  - CONT. CLEAT

07 52 00 - MEMBRANE FLASHING

06 10 00 - 2X ROUGH CARPENTRY

07 52 00 - MEMBRANE ROOF
06 16 00 -  SHEATHING
07 21 00  - INSULATION - SPRAY APPLIED, 4" MIN.
05 40 00 - CF MTL FRAMING

06 16 00 -  SHEATHING
07 27 26 - AIR/VAPOR BARRIER

07 42 64  - COMP. MTL. PANEL

06 10 00 - BLOCKING

EXTERIORINTERIOR

09 26 13 - GYP VNR
EXIST. STRUCT. COLUMN

06 10 00 - BLOCKING, AS REQ'D.
6

4 3/4" EXIST.
INSULATION

06 10 00 - 2X BLOCKING
07 52 00 - MEMBRANE ROOF

07 52 00 - MEMBRANE ROOF
07 52 00 - BATTEN STRIP

06 16 00 -  SHEATHING

07 21 00  - INSULATION -
SPRAY APPLIED, 4" MIN.

1 1/2" EXIST.
METAL DECK

TOP OF
EXIST BU ROOF
+18'- 6 1/4"
186'- 6 1/4"

CL
WINDOW

09 26 13 -
GYP VNR

EXIST. CONC DECK

CL
WINDOW

07 52 00 - MEMBRANE ROOF - LAP UP
KNEEWALL MINIMUM OF 8"

EXTERIORINTERIOR

CL
WINDOW

06 16 00 -  SHEATHING

07 21 00  - INSULATION - SPRAY APPLIED, 4" MIN.

07 62 00  - SILL PAN, .064" ALUM
07 62 00  - CONT. CLEAT
07 52 00 - MEMBRANE FLASHING

09 26 13 -
GYP VNR

08 43 13 - THRESHOLD

08 43 13 - EXTERIOR HOLLOW
METAL DOOR - INSULATED

EX
IS

T.
IN

SU
LA

TI
ON

1 1
/2"

EX
IS

T.
 D

EC
K

07 52 00 - MEMBRANE ROOF

07 52 00 - BONDING ADHESIVE

07 52 00 - BATTENSTRIP OR 2"
MTL. PLATE @ 12" O.C. MAX.

07 52 00 - REINFORCED PERIMETER
FASTENING STRIP

07 52 00 - NAILER - 200 LBS  PER.
LINEAR FT MIN. ANY DIRECTION

07 52 00 - MEMBRANE FLASHING
07 52 00 - SPLICE TAPE

07 52 00 - CONT. BEAD OF LAP SEALANT

DRILL HOLES 24"
O.C.THROUGH BOTTOM
FLUTE ON BOTH SIDES OF
NAILER FOR LEAK DETECTION

07 52 00 - SMOOTH SURFACED APP
MODIFIED BITUMEN MEMBRANE

05 90 00 - EXTERIOR ALUMINUM
RESTORATION - EXISTING SHEET
METAL FASCIA
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1
WINDOW SYSTEM 1 - RESTORATION WORK
ISOMETRIC DIAGRAM

NTS

EXISTING INSULATED GLAZING UNITS
TO REMAIN IN PLACE.  EXISTING METAL GLAZING
BEAD, RUBBER GASKET AND GLAZING TAPE SHALL
REMAIN AT GLAZED UNITS.

07 42 64.00 - METAL COMPOSITE WALL PANEL
INSTALL NEW OPAQUE SPANDREL PANELS
AND PERIMETER RUBBER GASKET.

07 90 05.00 - JOINT SEALANT
INSTALL NEW SILICONE CAP BEAD AT
ALL WINDOW WALL UNIT PERIMETERS

2
WINDOW SYSTEM 2 - RESTORATION WORK
ISOMETRIC DIAGRAM

NTS

09 96 00.00 - HIGH PERFORMANCE COATING
INSTALL NEW FINISH SYSTEM OVER EXISTING
OPAQUE SPANDREL PANELS.  TEMPORARILY
REMOVE DRY GASKETING PRIOR TO INSTALLATION
OF FINISH.  REINSTALL EXISTING GASKETING AND
INSTALL NEW GASKETING WHERE SECTIONS OF
GASKETING ARE MISSING OR INCOMPLETE.

ADD ALTERNATE NO.1:
07 42 64.00 - METAL COMPOSITE WALL PANEL
NEW OPAQUE SPANDREL PANELS &
PERIMETER RUBBER GASKET.

05 90 00 - CLEANING AND RESTORATION
CLEAN & SEAL ALL EXPOSED HORIZONTAL AND VERTICAL
ANODIZED ALUMINUM WINDOW WALL
FRAMING MEMBERS

07 90 05.00 - JOINT SEALANT
INSTALL NEW SILICONE CAP BEAD AT ALL
WINDOW WALL UNIT PERIMETERS

EXISTING INSULATED GLAZING UNITS
TO REMAIN IN PLACE.

07 90 05.00 - JOINT SEALANT
INSTALL NEW TYPE 1  SEALANT JOINT AT HORIZONTAL
JOINT AT BASE OF WINDOW WALL AND AT ALL VERTICAL
JOINTS BETWEEN WINDOW WALL AND BRICK.

05 90 00 - CLEANING AND RESTORATION
CLEAN & SEAL ALL EXPOSED HORIZONTAL AND VERTICAL
ANODIZED ALUMINUM WINDOW WALL
FRAMING MEMBERS

EXISTING METAL GLAZING BEAD, RUBBER GASKET
AND GLAZING TAPE SHALL REMAIN AT GLAZED UNITS.

EXISTING RUBBER GASKETS SHALL REMAIN IN PLACE.
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