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PROPOSED CURB

EDGE OF PROPOSED PAVEMENT

REMOVE AND DISPOSE CURBRDC

REMOVE AND DISPOSE TREERDT

REMOVE AND DISPOSE PAVEMENTRDP

REMOVE AND DISPOSE SHRUBSRDS

REMOVE AND DISPOSERD ITEM

DS REMOVE AND DISPOSE SIGN

4" EPOXY RESIN PAVEMENT MARKINGS - WHITE4W

CURB SETTING DETAIL7.6.0 (MOD.)

4" LOAM AND SEEDLS

CLEARING AND GRUBBINGCG

REMOVE BRUSH, LEAVES & DEBRISRBD

SIGN POST SELECTION AND INSTALLATION DETAILS U-CHANNEL POST24.2.0

TREE PROTECTION DEVICE51.1.0

PARKING SIGN MOUNTING DETAIL24.6.0

REMOVE & STOCKPILE GRANITE SLABSRSGS

SET GRANITE SLABSSGS

REMOVE BURIED ASPHALTRBA

REMOVE & STOCKPILE GRANITE CURBRSGC

RESET GRANITE CURBRGC

RESET GRANITE CURB RETURNRCR

LEGEND

PAVEMENT MARKINGS - ARROWS AND ONLY20.1.0

NONE

2

EONP EDGE OF NEW PAVEMENT

MP MAINTAIN AND PROTECT

1. SPECIFICATIONS GOVERNING THIS PROJECT SHALL BE THE RIDOT "STANDARD
SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION", AMENDED AUGUST 2013,
INCLUDING ALL REVISIONS, ADDENDA AND SUPPLEMENTAL SPECIFICATIONS; AND RIDOT
1998 "STANDARD DETAILS" INCLUDING ALL REVISIONS.  ALL PROJECT SITE IMPROVEMENTS
SHALL CONFORM TO THESE REGULATIONS AND THE SUB-REFERENCES INCORPORATED
THEREIN.

2. EXISTING UTILITIES HAVE BEEN PLOTTED FROM BEST AVAILABLE DATA AND ARE
APPROXIMATE ONLY.  THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING
DRAINAGE AND UTILITIES BOTH UNDERGROUND AND OVERHEAD BEFORE EXCAVATION
BEGINS IN ACCORDANCE WITH THE "DIG SAFE LAW" ENACTED BY R.I. LEGISLATURE BILL NO.
79S-291, WHICH BECAME EFFECTIVE JULY 1, 1979 AND BY CONTACTING THE INDIVIDUAL
UTILITY COMPANIES.  EXCAVATION SHALL BE IN ACCORDANCE WITH ALL STATUTES,
ORDINANCES, RULES AND REGULATIONS OF ANY APPLICABLE CITY, TOWN, STATE OR
FEDERAL AGENCY, THE CONTRACTOR SHOULD UNDERSTAND THAT NOT ALL UTILITIES
SUBSCRIBE TO THE DIG SAFE PROGRAM.  IT IS THE CONTRACTORS RESPONSIBILITY TO
NOTIFY ALL UTILITY COMPANIES AND ENSURE THAT ALL UTILITIES HAVE BEEN MARKED
PRIOR TO COMMENCING THEIR WORK.  ANY DAMAGE TO EXISTING UTILITIES MARKED IN THE
FIELD, OR AS A RESULT OF FAILING TO CONTACT THE APPROPRIATE UTILITY COMPANY,
SHALL BE REPAIRED OR REPLACED AT NO COST TO THE OWNER.

3. CONTRACTOR SHALL RECOGNIZE THAT WORK UNDER EXISTING OVERHEAD UTILITIES IS
REQUIRED AND THAT MINIMUM CLEARANCE SHALL CONFORM TO UTILITY COMPANY
REQUIREMENTS AND SHALL BE MAINTAINED AT ALL TIMES.  THIS MAY  REQUIRE SPECIAL
CONSTRUCTION TECHNIQUES.  SHOULD THE CONTRACTOR ELECT TO RELOCATE THE
EXISTING OVERHEAD UTILITIES, THEN THE CONTRACTOR SHALL COORDINATE AND BEAR ALL
ASSOCIATED COSTS.

4. THE CONTRACTOR SHALL MAINTAIN ALL EXCAVATION IN A DRY CONDITION.  NO SEPARATE
PAYMENT OR ALLOWANCE SHALL BE MADE FOR DEWATERING.

5. FILL NEEDED FOR THE EMBANKMENTS SHALL MEET SECTION M.01.01 COMMON BORROW OF
THE RIDOT STANDARDS AND SPECIFICATIONS, 2004 EDITION UNLESS OTHERWISE NOTED.

6. ALL GRASSED AREAS DISTURBED BY THE CONTRACTOR SHALL BE LOAMED AND SEEDED OR
SODDED IF SO DIRECTED BY THE ENGINEER AND RETURNED TO THEIR ORIGINAL CONDITION.
ALL OTHER VEGETATED OR WOODED AREAS DISTURBED SHALL BE LOAMED AND SEEDED.

7. ALL EXISTING CURBING, SIDEWALK, AND OTHER PAVEMENT DISTURBED BY THE
CONTRACTOR SHALL BE REPLACED AND RESTORED, IN KIND AT NO ADDITIONAL COST TO
THE OWNER.

8. ALL EXISTING PIPE, SUBSURFACE STRUCTURES, PAVEMENTS, EXCESS EXCAVATED
MATERIALS AND MISCELLANEOUS MATERIALS REMOVED DURING THE COURSE OF WORK OF
INSTALLING DRAINAGE, WATER AND SEWER PIPING SHALL BE LEGALLY DISPOSED OF OFF
THE PROJECT SITE BY THE CONTRACTOR.

9. CONTINUOUS DUST CONTROL, USING CALCIUM CHLORIDE OR OTHER APPROVED METHODS,
SHALL BE PROVIDED BY THE CONTRACTOR FOR ALL EARTH STOCKPILES, EARTH PILED
ALONG EXCAVATIONS AND SURFACES OF BACK FILLED TRENCHES, AS DIRECTED AND
SPECIFIED BY THE ENGINEER.

10. THE CONTRACTOR SHALL GIVE NOTICES AND COMPLY WITH ALL PERMITS, LAWS,
ORDINANCES, RULES AND REGULATIONS BEARING ON THE CONDUCT OF THE WORK AS
DRAWN AND SPECIFIED.

11. ALL SOIL EROSION CONTROL MEASURES TO BE USED ON THE PROJECT ARE INDICATED ON
THE PLANS.  EROSION CONTROL MEASURES SHALL BE IN CONFORMANCE WITH THE
PROVISIONS OF THE RHODE ISLAND SOIL EROSION & SEDIMENT CONTROL HANDBOOK AND
THE EROSION AND SEDIMENT CONTROL PLAN IN THE SPECIFICATIONS.

12. PRIOR TO COMMENCEMENT OF CONSTRUCTION ACTIVITIES, A CONTINUOUS
UNINTERRUPTED LINE OF STAKED COMPOST FILTER SOCK OR SILT FENCING SHALL BE
INSTALLED IN LOCATIONS SHOWN ON THE PLANS AND MAINTAINED IN EFFECTIVE CONDITION
UNTIL DISTURBED AREAS HAVE BEEN STABILIZED WITH VEGETATION.  FOLLOWING
SUCCESSFUL STABILIZATION OF DISTURBED AREAS, ALL SILT FENCING AND COMPOST
FILTER SOCK SHALL BE REMOVED.  PRIOR TO REMOVAL OF THE SILT FENCING AND
COMPOST FILTER SOCK, ALL ACCUMULATED TRAPPED SEDIMENT MUST BE REMOVED TO A
SUITABLE UPLAND SITE.

13. UNTIL VEGETATIVE COVER IS ESTABLISHED AND DISTURBED AREAS ARE STABILIZED,
ACCUMULATED SEDIMENTS SHALL BE REMOVED AS SOON AS SEDIMENTS HAVE
ACCUMULATED TO A DEPTH OF SIX (6) INCHES.

14. THE LIMITS OF ALL CLEARING, GRADING AND DISTURBANCE SHALL BE KEPT TO A MINIMUM
WITHIN THE PROPOSED AREA OF CONSTRUCTION.  ALL AREAS OUTSIDE THE LIMITS OF
DISTURBANCE SHALL BE TOTALLY UNDISTURBED.

15. SOIL STOCKPILES AND DEPOSITION AREA FOR CONSTRUCTION MATERIALS SHALL BE
LOCATED WITHIN THE LIMIT OF WORK AND SHALL BE SURROUNDED BY STAKED COMPOST
FILTER SOCK.

16. PLANTING OF GRASS SHALL BE ACCOMPLISHED BY THE CONTRACTOR AS EARLY AS
POSSIBLE UPON COMPLETION OF GRADING AND CONSTRUCTION.

17. CONTRACTOR SHALL OBTAIN A RIGHT-OF-WAY PHYSICAL ALTERNTION PERMIT FROM THE
TOWN OF SOUTH KINGSTOWN. NO ADDITIONAL PAYMENT WILL BE MADE FRO THE PERMIT
FEE.

GENERAL NOTES

LIMIT OF DISTURBANCELOD

EXR EXCAVATE AS REQUIRED FOR NEW PAVEMENT STRUCTURE
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4PAINTED HANDICAP SYMBOL

4'
-0

"

4"4"

1'-0"

1'-
0"

R

4"
4"

4"

4"

1'
-0

"

4"

4"

22°-30'

4"R

5°

1'
-0

"

1'-0" 4"

2'-0" MIN.

1'-0" TYP.

BLUE BACKROUND WITH WHITE
SYMBOL

4" WHITE BORDER

NOT TO SCALE

HANDICAP PARKING STALL

9'
-0

"

18'-0"

9'
-0

"

VAN ACCESSIBLE
NOTE:
ALL PARKING AREA STRIPING
SHALL BE 4" WIDE WHITE UNLESS
LABLED OTHERWISE.

R7-8
12"x18"
R7-8P
18"x9"
24.6.0

VAN
ACCESSIBLE

V
A

R
IE

S
S

E
E

 P
LA

N
S

NOT TO SCALE

PAVEMENT STRUCTURE
NOT TO SCALE

6" GRAVEL BORROW SUBBASE COURSE

2" 12.5 HMA

1 1/2" 9.5 HMA

9'-0"

18
'-0

"

(TYP.)

(T
Y

P
.)

TYPICAL 90° PARKING SPACE DETAIL
NOT TO SCALE

4" YELLOW STRIPE (TYP.)

(MOD.)

CONCRETE PAD DETAIL
NOT TO SCALE

#4@12" EACH WAY

2" CL.

6"
5"

8' X 8'

6" GRAVEL FILL
2"1'-0"

3/4" CHAMFER
ALL TOP EDGES

BITUMINOUS
PAVEMENT

DUMPSTER SCREEN RESIDENTIAL AREAS
NOT TO SCALE

UTILITY BOLLARD
NOT TO SCALE

AS NOTED
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