
It is the Vendor's responsibility to check and download any and all addenda from the RIVIP. This offer may not be considered unless a signed
RIVIP generated Bidder Certification Cover Form is attached and the Unit Price column is completed. The signed Certification Cover Form must
be attached to the front of the offer

Request for Quote Page 1 of 4

STATE OF RHODE ISLAND AND PROVIDENCE PLANTATIONS
ONE CAPITOL HILL
PROVIDENCE RI 02908

CREATION DATE :     01-FEB-12

BID NUMBER:     7449447
TITLE:       RHODE ISLAND VEHICLE PURCHASE - 2012

BUYER:
PHONE #:

Hill, Lisa 
401-574-8118 BID CLOSING DATE AND TIME:24-FEB-2012 10:30:00

B
I
L
L

T
O

DOA-CS STATE FLEET
ONE CAPITOL HILL, 2ND FLOOR
SMITH ST
PROVIDENCE, RI 02908
US

S
H
I
P

T
O

DOA-CS STATE FLEET
ONE CAPITOL HILL, 2ND FLOOR
SMITH ST
PROVIDENCE, RI 02908
US

Note to Bidders: ALL QUESTIONS CONCERNING THIS SOLICITATION SHOULD BE DIRECTED TO LISA HILL AT THE DIVISION OF PURCHASES 
- LISA.HILL@PURCHASING.RI.GOV

Line Description Quantity Unit Unit 
Price

Total

1 Req# 1255232 - Van - Cargo-PER ATTACHED SPECS
YEAR____________

MAKE____________

MODEL___________

DELIVERY_________

1.00 Each

2 Req. SR1254322 Pickup - 3/4 Ton 4X4 PER ATTACHED 
SPECS

YEAR____________

MAKE____________

MODEL___________

DELIVERY_________

1.00 Each

3 REQ 1255243 VAN - CARGO - UNLEADED
                                  PER ATTACHED SPECS 

YEAR____________

MAKE____________

MODEL___________

DELIVERY_________

1.00 Each

4 REQ. 1254964 - SUV - SMALL - UNLEADED
                                 PER ATTACHED SPECS 

YEAR____________

MAKE____________

MODEL___________

DELIVERY_________

1.00 Each

5 REQ. 1255112 - PICKUP - 3/4 TON 4X4
_PER ATTACHED SPECS

1.00 Each



It is the Vendor's responsibility to check and download any and all addenda from the RIVIP. This offer may not be considered unless a signed
RIVIP generated Bidder Certification Cover Form is attached and the Unit Price column is completed. The signed Certification Cover Form must
be attached to the front of the offer

Request for Quote Page 2 of 4

STATE OF RHODE ISLAND AND PROVIDENCE PLANTATIONS
ONE CAPITOL HILL
PROVIDENCE RI 02908

CREATION DATE :     01-FEB-12

BID NUMBER:     7449447
TITLE:       RHODE ISLAND VEHICLE PURCHASE - 2012

BUYER:
PHONE #:

Hill, Lisa 
401-574-8118 BID CLOSING DATE AND TIME:24-FEB-2012 10:30:00

B
I
L
L

T
O

DOA-CS STATE FLEET
ONE CAPITOL HILL, 2ND FLOOR
SMITH ST
PROVIDENCE, RI 02908
US

S
H
I
P

T
O

DOA-CS STATE FLEET
ONE CAPITOL HILL, 2ND FLOOR
SMITH ST
PROVIDENCE, RI 02908
US

Note to Bidders: ALL QUESTIONS CONCERNING THIS SOLICITATION SHOULD BE DIRECTED TO LISA HILL AT THE DIVISION OF PURCHASES 
- LISA.HILL@PURCHASING.RI.GOV

Line Description Quantity Unit Unit 
Price

Total

YEAR____________ 
MAKE____________

MODEL___________

DELIVERY_________

6 REQ. 1255139 - VAN - PASSENGER
                                  PER ATTACHED SPECS 

YEAR____________

MAKE____________

MODEL___________

DELIVERY_________

1.00 Each

7 REQ. 1255154 - SUV - SMALL 4WD
                                  PER ATTACHED SPECS 

YEAR____________

MAKE____________

MODEL___________

DELIVERY_________

3.00 Each

8 Req. 1255168 - Pickup - 3/4 Ton 4x4, Unleaded, with Snow 
Plow PER ATTACHED SPECS

YEAR____________

MAKE____________

MODEL___________

DELIVERY_________

2.00 Each

9 Req 1255217 - Van - Cargo Mini
                                 PER ATTACHED SPECS 

YEAR____________

2.00 Each



It is the Vendor's responsibility to check and download any and all addenda from the RIVIP. This offer may not be considered unless a signed
RIVIP generated Bidder Certification Cover Form is attached and the Unit Price column is completed. The signed Certification Cover Form must
be attached to the front of the offer

Request for Quote Page 3 of 4

STATE OF RHODE ISLAND AND PROVIDENCE PLANTATIONS
ONE CAPITOL HILL
PROVIDENCE RI 02908

CREATION DATE :     01-FEB-12

BID NUMBER:     7449447
TITLE:       RHODE ISLAND VEHICLE PURCHASE - 2012

BUYER:
PHONE #:

Hill, Lisa 
401-574-8118 BID CLOSING DATE AND TIME:24-FEB-2012 10:30:00

B
I
L
L

T
O

DOA-CS STATE FLEET
ONE CAPITOL HILL, 2ND FLOOR
SMITH ST
PROVIDENCE, RI 02908
US

S
H
I
P

T
O

DOA-CS STATE FLEET
ONE CAPITOL HILL, 2ND FLOOR
SMITH ST
PROVIDENCE, RI 02908
US

Note to Bidders: ALL QUESTIONS CONCERNING THIS SOLICITATION SHOULD BE DIRECTED TO LISA HILL AT THE DIVISION OF PURCHASES 
- LISA.HILL@PURCHASING.RI.GOV

Line Description Quantity Unit Unit 
Price

Total

MAKE____________ 
 
MODEL___________

DELIVERY_________
10 Req 1255245 - Van - 8 Passenger - Unleaded
                                  PER ATTACHED SPECS 

YEAR____________

MAKE____________

MODEL___________

DELIVERY_________

1.00 Each

11 Req 1255251 - Van - 12 Passenger Van - Unleaded
                                 PER ATTACHED SPECS 

YEAR____________

MAKE____________

MODEL___________

DELIVERY_________

1.00 Each

12 REQ# 1255407 - SUV - SMALL 4W - 6 CYLINDERS - 
UNLEADED - PER ATTACHED SPECS

YEAR____________

MAKE____________

MODEL___________

DELIVERY_________

1.00 Each

13 Req.1257181 - SUV - Small 4WD
                                 PER ATTACHED SPECS 

YEAR____________

MAKE____________

1.00 Each



Delivery: _______________________________________

Terms of Payment: _______________________________

It is the Vendor's responsibility to check and download any and all addenda from the RIVIP. This offer may not be considered unless a signed
RIVIP generated Bidder Certification Cover Form is attached and the Unit Price column is completed. The signed Certification Cover Form must
be attached to the front of the offer

Request for Quote Page 4 of 4

STATE OF RHODE ISLAND AND PROVIDENCE PLANTATIONS
ONE CAPITOL HILL
PROVIDENCE RI 02908

CREATION DATE :     01-FEB-12

BID NUMBER:     7449447
TITLE:       RHODE ISLAND VEHICLE PURCHASE - 2012

BUYER:
PHONE #:

Hill, Lisa 
401-574-8118 BID CLOSING DATE AND TIME:24-FEB-2012 10:30:00

B
I
L
L

T
O

DOA-CS STATE FLEET
ONE CAPITOL HILL, 2ND FLOOR
SMITH ST
PROVIDENCE, RI 02908
US

S
H
I
P

T
O

DOA-CS STATE FLEET
ONE CAPITOL HILL, 2ND FLOOR
SMITH ST
PROVIDENCE, RI 02908
US

Note to Bidders: ALL QUESTIONS CONCERNING THIS SOLICITATION SHOULD BE DIRECTED TO LISA HILL AT THE DIVISION OF PURCHASES 
- LISA.HILL@PURCHASING.RI.GOV

Line Description Quantity Unit Unit 
Price

Total

MODEL___________ 
 
DELIVERY_________
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11/29/11
1255232 2012SPEC Van Cargo

Description: VAN - CARGO - SPECIFICATIONS

All fields highlighted in gray are required.  Requisitions will be rejected if they are not complete.

Quantity: 1 Vendor Indicate 
Compliance 

Yes/No
Department: Rhode Island College Fuel Options: Ethanol 5.4L

*CNG ONLY:
Fuel Tank Capacity

Division: Facilities and Operations Color:
*if not offered may be 
changed at award

White

RI-FANS Requisition Number: 1255232

STANDARD FEATURES FOR VENDOR USE ONLY
TO INDICATE COMPLIANCE

�� �� ��
Yes/No Specify Alternative (if responding no)

ENGINE
Minimum of eight (8) cylinders
AIR CONDITIONING
Factory installed
ALTERNATOR
Largest standard alternator acceptable
BATTERY
Heavy duty, not standard.  Minimum of 600CCA
BRAKES
Power 4W Disc
BUMPERS
Satisfy Federal Highway Safety Standards
COOLING SYSTEM
To be fully protected with a permanent type anti-freeze. 
Protected to -20 degree F.
DOORS
Rear and side cargo to be double hinged unless otherwise 
specified
FLOOR 
Front and rear rubberized floor covering
FUEL TANK/ FUEL
Largest standard manufacturer size available.  Delivered with 
a full tank of fuel
GAUGES
Full factory gauge package
G.V.W.
Standard per vehicle seating requirement specified above
WINDOWS
Passenger and driver
HEATER/DEFROSTER
Standard issue
HUB CAPS
Standard Issue
INTERIOR
Headliner, sound insulation, full trim panels on doors
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1255232 2012SPEC Van Cargo

LIGHTS
Dome lights in driver’s section. Dome lights in cargo sections
MIRRORS
Standard manufacturer left hand and right hand mirrors.  
Inside windshield mounted.  Convex mirror on passenger side
PRE-DELIVERY
Vehicle shall be completely inspected, serviced and cleaned 
by the contractor in accordance with pre-delivery service 
standards.  The manufacturer’s warranty (minimum of 3 years 
or 36,000 miles), owner’s manual and related information shall 
be delivered with each unit.  Deliver window sticker with details 
of factory options with each vehicle.  No dealer identification 
on delivered vehicle.  Include front license plate bracket.  All 
fluids must be topped off.
RADIO
Standard AM/FM, factory installed
SAFETY
Vehicles shall be equipped with all safety standards as 
administered by the National Highway Traffic and Safety 
Administration.  This is to include ABS if available in model 
bid.  All vehicles will be required to have SRS on driver’s side.
SEATING
To accommodate driver and passenger, heavy duty vinyl, 
reclining bucket
STANDARD EQUIPMENT
Vehicles shall be equipped with all standard features and 
accessories as noted in the manufacturer’s literature for 
proposed model.  No deletion of standard equipment and 
accessories will be allowed without approval of State Fleet 
Operations.
STEERING
Power 
SUSPENSION SYSTEM
Heavy duty shocks- front and rear.  Stabilizer bar
TIRES
Five (5) wheels all seasoned radial tires
MIRRORS
Standard manufacturer left hand and right hand mirrors.  
Inside windshield mounted.  Convex mirror on passenger side
TRANSMISSION
Automatic, 4 speed with oil cooler
WHEEL BASE
Minimum of 130 inches
WHEEL WRENCH AND JACK
Factory issue
WINDSHIELD WIPERS
Dual wipers, intermittent speed and automatic washers
� Front License Plate Bracket
� Two (2) sets of keys required

SPECIAL EQUIPMENT REQUIREMENTS

1. Running Boards
2. Trailer towing package
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1255232 2012SPEC Van Cargo

3. Sliding side Cargo Door
4. Cloth Seating
5. Minimum of 90 AMP alternator
6. Console cover with tray and storage
7. GVWR Min of 9,400 lbs
8. Glass – Rear Fixed
9. Glass – Side Fixed – Driver Cargo
10. Glass – Swing Out
11. Glass – Side Fixed – Passenger Cargo
12. Glass – Full Perimeter Fixed

Other:

ITEM# Select DESCRIPTON
FOR VENDOR USE ONLY

TO INDICATE COMPLIANCE
� �� �
Yes/No Specify Alternative (if responding no)

13.
14.
15.
16.
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11/29/11 
SR1254322 Pickup 3-4 Ton 4x4.doc 

Description:  PICKUP – ¾ TON 4X4 - SPECIFICATIONS 
 

All fields highlighted in gray are required.  Requisitions will be rejected if they are not complete. 
 

Quantity: 1  Vendor Indicate 
Compliance 

Yes/No 
Department: OCEANOGRAPHY-URI Fuel Options: Unleaded  

Division: ACADEMIC Color: 
*if not offered may be 
changed at award 

White      

  Bed: Long  
  Cab: Super Crew  
RI-FANS Requisition Number: SR1254322 
 

STANDARD FEATURES FOR VENDOR USE ONLY 
TO INDICATE COMPLIANCE 

↓   ↓   ↓ 
 Yes/No Specify Alternative (if responding no) 

ENGINE 
Min 5.4L  No less than 8 cylinders 

  

ALTERNATOR 
Heavy Duty, largest standard manufacturer size available 

  

BATTERY 
12volt, heavy duty minimum of seventy (70) AMP, 600CCA 

  

BRAKES 
4W ABS 

  

HUB CAPS 
Standard Manufacturer’s issue 

  

BUMPERS 
Satisfy Federal Highway Safety Standards 

  

COOLING SYSTEM 
To be fully protected with at permanent type anti-freeze rated 
-20 degrees F 

  

FLOOR  
Vinyl/Rubber Flooring 

  

FUEL TANK 
Larges standard manufacturer’s size available.  Delivered with 
a full tank of fuel as specified above. 

  

GVW 
Minimum 8501lbs  

  

GAUGES 
Full cluster gauge package to include tachometer 

  

GLASS 
Manufacturer’s standard issue 

  

LIGHTS 
Standard package 

  

HEATER/DEFROSTER 
Fresh air intake, standard manufacturer’s issue 

  

MIRRORS 
Rear View, outside, right hand and left hand 

  

RADIO 
Standard AM/FM, factory installed 
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11/29/11 
SR1254322 Pickup 3-4 Ton 4x4.doc 

AIR CONDITIONING 
Factory Installed 
SEATING 
Standard manufacturer’s bench. 

  

WINDSHIELD WIPERS 
Dual wipers, intermittent speed with automatic washer 

  

HUB CAPS/WHEEL COVER 
Standard Issue 

  

STEERING 
Power 

  

SUSPENSION SYSTEM 
Heavy duty front axel and springs, 4500lbs.  Rear axel and 
springs 6000lbs (unless plow package specified below) 

  

TIRES 
/five (5) tires to be black wall, all season steel belted radial 
tires 

  

TRANSMISSION 
Four speed automatic with overdrive transmission 

  

WHEELBASE 
Approximately 130 inches to accommodate 8 foot fleet size  
type body 

  

WHEEL WRENCH AND JACK 
Factory issue 

  

STANDARD EQUIPMENT 
Vehicles shall be equipped with all standard features and 
accessories as noted in the manufacturer’s literature for 
proposed model.  No deletion of standard equipment and 
accessories will be allowed without approval of State Fleet 
Operations. 

  

SAFETY 
Vehicles shall be equipped with all safety standards as 
administered by the National Highway Traffic and Safety 
Administration.  This is to include ABS if available in model 
bid.  All vehicles will be required to have SRS on drivers side 

  

PRE-DELVIERY 
Vehicle shall be completely inspected, serviced and cleaned 
by the vendor in accordance with pre-delivery service 
standards.  The manufacturer’s warranty (minimum of 3 years 
of 36,000 miles), owner’s manual and related information shall 
be delivered with each unit.  Deliver window sticker with details 
of factory options with each vehicle.  No dealer identification 
on delivered vehicle.  Include front license plate bracket.  All 
fluids must be topped off. 

  

• Front License Plate Bracket 
• Two (2) sets of keys required 
 

SPECIAL EQUIPMENT REQUIREMENTS 
 

1.  Bed Liner   
2.  Running boards   
3.  Factory Class IV Tow Package 

To include 2” Receiver w/7 pin wiring 
harness 

  

4.  Front Mounted Tow hitch   
5.  Snow plow installed and completely 

operational (see specifications below) 
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11/29/11 
SR1254322 Pickup 3-4 Ton 4x4.doc 

6.     

Other: 
7.          
8.          
9.          
10.          
11.          
12.          

 
SPECIFICATIONS FOR SNOW PLOW OPTION FOR FULL SIZE PICKUP TRUCKS 
 
TO BID AS AN INSTALLED OPTION: 
•   Plow blade to be minimum 8 feet in length, minimum 26 inches in height 
•   Snow foil installed at top of blade to prevent snow from blowing over the top of the blade 
•   Electric powered hydraulics for lifting and turning at angles 
•   Plow lights 
•   In cab, toggle-style switch for raising, lowering and angling plow 
•  “Float” feature when plow is in lower position showing plow blade to follow contour of plowing              

surface 
•   Front axle rating 4500lbs or equivalent 
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11/29/11
1254964 

Description:  SUV - SMALL 4WD – SPECIFICATIONS
All fields highlighted in gray are required.  Requisitions will be rejected if they are not complete. 

Quantity: 1 Vendor Indicate 
Compliance Yes/No 

Department: TREASURY Fuel Options: Unleaded - Min

Division: GENERAL TREASURY Color:
*if not offered may be 
changed at award

Silver

RI-FANS Requisition Number: 1254964

STANDARD FEATURES FOR VENDOR USE ONLY 
TO INDICATE COMPLIANCE 

�   �   �
Yes/No Specify Alternative (if responding no) 

MODEL
Manufacturer’s latest model year 
ENGINE
To be no less than four (4) cylinders. No less than 2.3 liter 
ALTERNATOR 
Heavy Duty or largest size offered by manufacturer 
BATTERY 
Heavy duty and maintenance free 
BRAKES 
Manufacturer’s standard, unless otherwise specified 
HUB CAPS 
Standard Manufacturer’s issue 
BUMPERS 
Satisfy Federal Highway Safety Standards
COOLING SYSTEM 
To be fully protected with at permanent type anti-freeze rated 
-20 degrees F 
FLOOR MATS 
Front and Rear 
FUEL TANK 
Larges standard manufacturer’s size available.  Delivered with 
a full tank of fuel as specified above.
GVW
To be no less than 3900 lbs and not over 5000lbs 
GAUGES
Standard Package 
GLASS
Standard package 
LIGHTS
Standard package 
MIRRORS
Rear View, driver and passenger side door (dual) 
RADIO 
Standard AM/FM, factory installed 
AIR CONDITIONING 
Factory Installed
SEATING
Standard manufacturer’s seat per vehicle design. 



Page 2 of 2 
11/29/11 1254964

WINDSHIELD WIPERS 
Dual wipers, intermittent speed with automatic washer 
GAUGES
Standard Package 
WINDOWS/LOCKS 
Power
STEERING
Power
SUSPENSION SYSTEM 
Heavy duty suspension including springs and shock absorbers 
TIRES
Four (4) blackwall tires of steel belted radial all season design 
with standard spare unless otherwise specified. 
TRANSMISSION 
Automatic 
WHEELBASE
WHEEL WRENCH AND JACK 
Factory supplied jack and tool kit 
STANDARD EQUIPMENT
Vehicles shall be equipped with all standard features and 
accessories as noted in the manufacturer’s literature for 
proposed model.  No deletion of standard equipment and 
accessories will be allowed without approval of State Fleet 
Operations.
SAFETY
Vehicles shall be equipped with all safety standards as 
administered by the National Highway Traffic and Safety 
Administration.  This is to include ABS if available in model 
bid.  All vehicles will be required to have SRS on drivers side 
PRE-DELVIERY 
Vehicle shall be completely inspected, serviced and cleaned 
by the vendor in accordance with pre-delivery service 
standards.  The manufacturer’s warranty (minimum of 3 years 
of 36,000 miles), owner’s manual and related information shall 
be delivered with each unit.  Deliver window sticker with details 
of factory options with each vehicle.  No dealer identification 
on delivered vehicle.  Include front license plate bracket.  All 
fluids must be topped off. 
� Front License Plate Bracket 
� Two (2) sets of keys required 
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11/29/11 
R1255139 

Description:  VAN – PASSENGER - SPECIFICATIONS 
 

All fields highlighted in gray are required.  Requisitions will be rejected if they are not complete. 
 

Quantity: 1  Vendor Indicate 
Compliance 

Yes/No 
Department: Community College of  Fuel Options: Unleaded Min 8501GVW  

Division: Higher Education Color: 
*if not offered may be 
changed at award 

White      

  Doors: Double Hinged  

  Seating: Twelve  

RI-FANS Requisition Number: 1255139 
 

STANDARD FEATURES FOR VENDOR USE ONLY 
TO INDICATE COMPLIANCE 

��   ��   �� 
 Yes/No Specify Alternative (if responding no) 

ENGINE 
Minimum 6 cylinder 4.2L for 8 passenger, all others must be 8 
cylinder, minimum 5.3L 

  

AIR CONDITIONING 
Factory installed 

  

ALTERNATOR 
Largest standard alternator acceptable 

  

BATTERY 
Minimum capacity of 70 amps and 625 CCA rating and to be 
maintenance free 

  

BRAKES 
Power 4W Disc 

  

BUMPERS 
Satisfy Federal Highway Safety Standards 

  

COOLING SYSTEM 
Thermostatically controlled, protected to at least  -20 degree F. 
Radiator shall be heavy duty 

  

FLOOR  
Manufacturer’s standard issue 

  

FUEL TANK/ FUEL 
Largest standard manufacturer size available.  Delivered with 
a full tank of fuel 

  

G.V.W. 
Standard per vehicle seating requirement specified above 

  

GAUGES 
Instrument cluster consisting of speedometer, voltmeter, fuel 
gauge, oil pressure gauge, temperature gauge.  All gauges 
shall be illuminated. 

  

GLASS 
Standard Manufacturers 

  

HEATER/DEFROSTER 
Standard heater/defroster to include auxiliary rear heater/ac 

  

HUB CAPS 
Standard Issue 
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11/29/11 
R1255139 

LIGHTS 
Dome lights, front, rear and step wells.  Standard issue 

  

MIRRORS 
Two (2) outside rear view mirrors.  Non glare with adjustable 
brackets and hardware.  Mirror to be largest available on unit 
and factory installed 

  

PRE-DELIVERY 
Vehicle shall be completely inspected, serviced and cleaned 
by the contractor in accordance with pre-delivery service 
standards.  The manufacturer’s warranty (minimum of 3 years 
or 36,000 miles), owner’s manual and related information shall 
be delivered with each unit.  Deliver window sticker with details 
of factory options with each vehicle.  No dealer identification 
on delivered vehicle.  Include front license plate bracket.  All 
fluids must be topped off. 

  

RADIO 
Standard AM/FM, factory installed 

  

SAFETY 
Vehicles shall be equipped with all safety standards as 
administered by the National Highway Traffic and Safety 
Administration.  This is to include ABS if available in model 
bid.  All vehicles will be required to have SRS on driver’s side. 

  

SEATING 
Standard manufacturer’s seating per vehicle design based on 
indicated seating capacity specified. 

  

STANDARD EQUIPMENT 
Vehicles shall be equipped with all standard features and 
accessories as noted in the manufacturer’s literature for 
proposed model.  No deletion of standard equipment and 
accessories will be allowed without approval of State Fleet 
Operations. 

  

STEERING 
Power  

  

SUSPENSION SYSTEM 
Front and rear springs must be manufacturer’s heavy duty 
capacity.  Axles shall have a minimum rating as follows: 

1) 3500lb for front axle 
2) 5300lb for rear axle 

  

WINDOWS/DOORS/LOCKS 
Power window / power doors/ power locks 

  

TIRES 
Five (5) wheels to be heavy duty rims.  Tires are to be 
mounted black sidewall steel belted radials unless otherwise 
specified 

  

TRANSMISSION 
Four (4) speed over drive, automatic 

  

WHEEL BASE 
Minimum of 125 inches 

  

WHEEL WRENCH AND JACK 
Factory issue 
 

  

WINDSHIELD WIPERS 
Dual wipers, intermittent speed and automatic washers 

  

� Front License Plate Bracket 
� Two (2) sets of keys required 
 

SPECIAL EQUIPMENT REQUIREMENTS 
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R1255139

 
 

ITEM# 
 

Select 
 

DESCRIPTON 
FOR VENDOR USE ONLY 

TO INDICATE COMPLIANCE 
�� ��   �� 

   Yes/No Specify Alternative (if responding no) 
1.  Trailer towing package   
2.  Rear heat/air conditioning   
3.  Full Perimeter fixed windows   
4.  Side and rear door fixed   
5.  Side and rear door opening   
6.  Fold away right side access step   
7.  Running board   

 
Other: 

 
ITEM# 

 
Select 

 
DESCRIPTON 

FOR VENDOR USE ONLY 
TO INDICATE COMPLIANCE 

�� ��   �� 
   Yes/No Specify Alternative (if responding no) 

8.          
9.          
10.          
11.          
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Description:  SUV - SMALL 4WD – SPECIFICATIONS 
 

All fields highlighted in gray are required.  Requisitions will be rejected if they are not complete. 
 

Quantity: 3  Vendor Indicate 
Compliance Yes/No 

Department: Community College of R.I. Fuel Options: Unleaded - Min  

Division: Higher Education Color: 
*if not offered may be 
changed at award 

White      

RI-FANS Requisition Number: 1255154 
 

STANDARD FEATURES FOR VENDOR USE ONLY 
TO INDICATE COMPLIANCE 

��   ��   �� 
 Yes/No Specify Alternative (if responding no) 

MODEL  
Manufacturer’s latest model year 

  

ENGINE 
To be no less than four (4) cylinders. No less than 2.3 liter 

  

ALTERNATOR 
Heavy Duty or largest size offered by manufacturer 

  

BATTERY 
Heavy duty and maintenance free 

  

BRAKES 
Manufacturer’s standard, unless otherwise specified 

  

HUB CAPS 
Standard Manufacturer’s issue 

  

BUMPERS 
Satisfy Federal Highway Safety Standards 

  

COOLING SYSTEM 
To be fully protected with at permanent type anti-freeze rated 
-20 degrees F 

  

FLOOR MATS 
Front and Rear 

  

FUEL TANK 
Larges standard manufacturer’s size available.  Delivered with 
a full tank of fuel as specified above. 

  

GVW 
To be no less than 3900 lbs and not over 5000lbs 

  

GAUGES 
Standard Package 

  

GLASS 
Standard package 

  

LIGHTS 
Standard package 

  

MIRRORS 
Rear View, driver and passenger side door (dual) 

  

RADIO 
Standard AM/FM, factory installed 

  

AIR CONDITIONING 
Factory Installed 

  

SEATING 
Standard manufacturer’s seat per vehicle design. 
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S1255154  

WINDSHIELD WIPERS 
Dual wipers, intermittent speed with automatic washer 

  

GAUGES 
Standard Package 

  

WINDOWS/LOCKS 
Power 

  

STEERING 
Power 

  

SUSPENSION SYSTEM 
Heavy duty suspension including springs and shock absorbers 

  

TIRES 
Four (4) blackwall tires of steel belted radial all season design 
with standard spare unless otherwise specified. 

  

TRANSMISSION 
Automatic 

  

WHEELBASE   
WHEEL WRENCH AND JACK 
Factory supplied jack and tool kit 

  

STANDARD EQUIPMENT 
Vehicles shall be equipped with all standard features and 
accessories as noted in the manufacturer’s literature for 
proposed model.  No deletion of standard equipment and 
accessories will be allowed without approval of State Fleet 
Operations. 

  

SAFETY 
Vehicles shall be equipped with all safety standards as 
administered by the National Highway Traffic and Safety 
Administration.  This is to include ABS if available in model 
bid.  All vehicles will be required to have SRS on drivers side 

  

PRE-DELVIERY 
Vehicle shall be completely inspected, serviced and cleaned 
by the vendor in accordance with pre-delivery service 
standards.  The manufacturer’s warranty (minimum of 3 years 
of 36,000 miles), owner’s manual and related information shall 
be delivered with each unit.  Deliver window sticker with details 
of factory options with each vehicle.  No dealer identification 
on delivered vehicle.  Include front license plate bracket.  All 
fluids must be topped off. 

  

� Front License Plate Bracket 
� Two (2) sets of keys required 
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Description: PICKUP – ¾ TON 4X4 - SPECIFICATIONS

All fields highlighted in gray are required.  Requisitions will be rejected if they are not complete.

Quantity: 2 Vendor Indicate 
Compliance 

Yes/No
Department: Rhode Island College Fuel Options: Unleaded

Division: Facilities and Operations Color:
*if not offered may be 
changed at award

White

Bed: Long
Cab: Regular

RI-FANS Requisition Number: 1255168

STANDARD FEATURES FOR VENDOR USE ONLY
TO INDICATE COMPLIANCE

�� �� ��
Yes/No Specify Alternative (if responding no)

ENGINE
Min 5.4L No less than 8 cylinders
ALTERNATOR
Heavy Duty, largest standard manufacturer size available
BATTERY
12volt, heavy duty minimum of seventy (70) AMP, 600CCA
BRAKES
4W ABS
HUB CAPS
Standard Manufacturer’s issue
BUMPERS
Satisfy Federal Highway Safety Standards
COOLING SYSTEM
To be fully protected with at permanent type anti-freeze rated
-20 degrees F
FLOOR 
Vinyl/Rubber Flooring
FUEL TANK
Larges standard manufacturer’s size available.  Delivered with 
a full tank of fuel as specified above.
GVW
Minimum 8501lbs 
GAUGES
Full cluster gauge package to include tachometer
GLASS
Manufacturer’s standard issue
LIGHTS
Standard package
HEATER/DEFROSTER
Fresh air intake, standard manufacturer’s issue
MIRRORS
Rear View, outside, right hand and left hand
RADIO
Standard AM/FM, factory installed
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1255168 2012SPEC Pickup 3-4 Ton 4x4

RI-FANS Requisition Number: 1255168

STANDARD FEATURES FOR VENDOR USE ONLY
TO INDICATE COMPLIANCE

�� �� ��
Yes/No Specify Alternative (if responding no)

AIR CONDITIONING
Factory Installed
SEATING
Standard manufacturer’s bench.
WINDSHIELD WIPERS
Dual wipers, intermittent speed with automatic washer
HUB CAPS/WHEEL COVER
Standard Issue
STEERING
Power
SUSPENSION SYSTEM
Heavy duty front axel and springs, 4500lbs.  Rear axel and 
springs 6000lbs (unless plow package specified below)
TIRES
/five (5) tires to be black wall, all season steel belted radial 
tires
TRANSMISSION
Four speed automatic with overdrive transmission
WHEELBASE
Approximately 130 inches to accommodate 8 foot fleet size  
type body
WHEEL WRENCH AND JACK
Factory issue
STANDARD EQUIPMENT
Vehicles shall be equipped with all standard features and 
accessories as noted in the manufacturer’s literature for 
proposed model.  No deletion of standard equipment and 
accessories will be allowed without approval of State Fleet 
Operations.
SAFETY
Vehicles shall be equipped with all safety standards as 
administered by the National Highway Traffic and Safety 
Administration.  This is to include ABS if available in model 
bid.  All vehicles will be required to have SRS on drivers side
PRE-DELVIERY
Vehicle shall be completely inspected, serviced and cleaned 
by the vendor in accordance with pre-delivery service 
standards.  The manufacturer’s warranty (minimum of 3 years 
of 36,000 miles), owner’s manual and related information shall 
be delivered with each unit.  Deliver window sticker with details 
of factory options with each vehicle.  No dealer identification 
on delivered vehicle.  Include front license plate bracket. All 
fluids must be topped off.
� Front License Plate Bracket
� Two (2) sets of keys required

SPECIAL EQUIPMENT REQUIREMENTS
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1255168 2012SPEC Pickup 3-4 Ton 4x4

RI-FANS Requisition Number: 1255168

STANDARD FEATURES FOR VENDOR USE ONLY
TO INDICATE COMPLIANCE

�� �� ��
Yes/No Specify Alternative (if responding no)

1. Bed Liner
2. Running boards
3. Factory Class IV Tow Package

To include 2” Receiver w/7 pin wiring 
harness

4. Front Mounted Tow hitch
5. Snow plow installed and completely 

operational (see specifications below)
6.

Other:
7. ADDITIONAL 4 SETS OF KEYS
8. ROOF LIGHTBAR - SOUND OFF 

SIGNAL PINNACLE MIMI LIGHTBAR, 
ALL AMBER LIGHTS ONTO ROOF OF 
CAB OR EQUAL.

9.
10.
11.
12.

SPECIFICATIONS FOR SNOW PLOW OPTION FOR FULL SIZE PICKUP TRUCKS

TO BID AS AN INSTALLED OPTION:
• Plow blade to be minimum 8 feet in length, minimum 26 inches in height
• Snow foil installed at top of blade to prevent snow from blowing over the top of the blade
• Electric powered hydraulics for lifting and turning at angles
• Plow lights
• In cab, toggle-style switch for raising, lowering and angling plow
• “Float” feature when plow is in lower position showing plow blade to follow contour of plowing              

surface
• Front axle rating 4500lbs or equivalent
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1255245 2012SPEC Van Passenger

Description: VAN – PASSENGER - SPECIFICATIONS

All fields highlighted in gray are required.  Requisitions will be rejected if they are not complete.

Quantity: 1 Vendor Indicate 
Compliance 

Yes/No
Department: Rhode Island College Fuel Options: Unleaded Min 8501GVW

Division: Athletics Color:
*if not offered may be 
changed at award

Silver

Doors: Side Sliding
Seating: Eight

RI-FANS Requisition Number: 1255245

STANDARD FEATURES FOR VENDOR USE ONLY
TO INDICATE COMPLIANCE

�� �� ��
Yes/No Specify Alternative (if responding no)

ENGINE
Minimum 6 cylinder 4.2L for 8 passenger, all others must be 8 
cylinder, minimum 5.3L
AIR CONDITIONING
Factory installed
ALTERNATOR
Largest standard alternator acceptable
BATTERY
Minimum capacity of 70 amps and 625 CCA rating and to be 
maintenance free
BRAKES
Power 4W Disc
BUMPERS
Satisfy Federal Highway Safety Standards
COOLING SYSTEM
Thermostatically controlled, protected to at least  -20 degree F. 
Radiator shall be heavy duty
FLOOR 
Manufacturer’s standard issue
FUEL TANK/ FUEL
Largest standard manufacturer size available.  Delivered with 
a full tank of fuel
G.V.W.
Standard per vehicle seating requirement specified above
GAUGES
Instrument cluster consisting of speedometer, voltmeter, fuel 
gauge, oil pressure gauge, temperature gauge.  All gauges 
shall be illuminated.
GLASS
Standard Manufacturers
HEATER/DEFROSTER
Standard heater/defroster to include auxiliary rear heater/ac
HUB CAPS
Standard Issue
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1255245 2012SPEC Van Passenger

LIGHTS
Dome lights, front, rear and step wells. Standard issue
MIRRORS
Two (2) outside rear view mirrors.  Non glare with adjustable 
brackets and hardware.  Mirror to be largest available on unit 
and factory installed
PRE-DELIVERY
Vehicle shall be completely inspected, serviced and cleaned 
by the contractor in accordance with pre-delivery service 
standards.  The manufacturer’s warranty (minimum of 3 years 
or 36,000 miles), owner’s manual and related information shall 
be delivered with each unit.  Deliver window sticker with details 
of factory options with each vehicle.  No dealer identification 
on delivered vehicle.  Include front license plate bracket.  All 
fluids must be topped off.
RADIO
Standard AM/FM, factory installed
SAFETY
Vehicles shall be equipped with all safety standards as 
administered by the National Highway Traffic and Safety 
Administration.  This is to include ABS if available in model 
bid.  All vehicles will be required to have SRS on driver’s side.
SEATING
Standard manufacturer’s seating per vehicle design based on 
indicated seating capacity specified.
STANDARD EQUIPMENT
Vehicles shall be equipped with all standard features and 
accessories as noted in the manufacturer’s literature for 
proposed model.  No deletion of standard equipment and 
accessories will be allowed without approval of State Fleet 
Operations.
STEERING
Power 
SUSPENSION SYSTEM
Front and rear springs must be manufacturer’s heavy duty 
capacity.  Axles shall have a minimum rating as follows:

1) 3500lb for front axle
2) 5300lb for rear axle

WINDOWS/DOORS/LOCKS
Power window / power doors/ power locks
TIRES
Five (5) wheels to be heavy duty rims.  Tires are to be 
mounted black sidewall steel belted radials unless otherwise 
specified
TRANSMISSION
Four (4) speed over drive, automatic
WHEEL BASE
Minimum of 125 inches
WHEEL WRENCH AND JACK
Factory issue

WINDSHIELD WIPERS
Dual wipers, intermittent speed and automatic washers
� Front License Plate Bracket
� Two (2) sets of keys required
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1255245 2012SPEC Van Passenger

SPECIAL EQUIPMENT REQUIREMENTS

ITEM# Select DESCRIPTON
FOR VENDOR USE ONLY

TO INDICATE COMPLIANCE
�� �� ��
Yes/No Specify Alternative (if responding no)

1. Trailer towing package
2. Rear heat/air conditioning
3. Full Perimeter fixed windows
4. Side and rear door fixed
5. Side and rear door opening
6. Fold away right side access step
7. Running board

Other:

ITEM# Select DESCRIPTON
FOR VENDOR USE ONLY

TO INDICATE COMPLIANCE
� �� �
Yes/No Specify Alternative (if responding no)

8.
9.
10.
11.
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1255251 2012SPEC Van Passenger

Description: VAN – PASSENGER - SPECIFICATIONS

All fields highlighted in gray are required.  Requisitions will be rejected if they are not complete.

Quantity: 1 Vendor Indicate 
Compliance 

Yes/No
Department: Rhode Island College Fuel Options: Unleaded Min 8501GVW

Division: Athletics Color:
*if not offered may be 
changed at award

Silver

Doors: Double Hinged
Seating: Twelve

RI-FANS Requisition Number: 1255251

STANDARD FEATURES FOR VENDOR USE ONLY
TO INDICATE COMPLIANCE

�� �� ��
Yes/No Specify Alternative (if responding no)

ENGINE
Minimum 6 cylinder 4.2L for 8 passenger, all others must be 8 
cylinder, minimum 5.3L
AIR CONDITIONING
Factory installed
ALTERNATOR
Largest standard alternator acceptable
BATTERY
Minimum capacity of 70 amps and 625 CCA rating and to be 
maintenance free
BRAKES
Power 4W Disc
BUMPERS
Satisfy Federal Highway Safety Standards
COOLING SYSTEM
Thermostatically controlled, protected to at least  -20 degree F. 
Radiator shall be heavy duty
FLOOR 
Manufacturer’s standard issue
FUEL TANK/ FUEL
Largest standard manufacturer size available.  Delivered with 
a full tank of fuel
G.V.W.
Standard per vehicle seating requirement specified above
GAUGES
Instrument cluster consisting of speedometer, voltmeter, fuel 
gauge, oil pressure gauge, temperature gauge.  All gauges 
shall be illuminated.
GLASS
Standard Manufacturers
HEATER/DEFROSTER
Standard heater/defroster to include auxiliary rear heater/ac
HUB CAPS
Standard Issue
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1255251 2012SPEC Van Passenger

RI-FANS Requisition Number: 1255251

STANDARD FEATURES FOR VENDOR USE ONLY
TO INDICATE COMPLIANCE

�� �� ��
Yes/No Specify Alternative (if responding no)

LIGHTS
Dome lights, front, rear and step wells. Standard issue
MIRRORS
Two (2) outside rear view mirrors.  Non glare with adjustable 
brackets and hardware.  Mirror to be largest available on unit 
and factory installed
PRE-DELIVERY
Vehicle shall be completely inspected, serviced and cleaned 
by the contractor in accordance with pre-delivery service 
standards.  The manufacturer’s warranty (minimum of 3 years 
or 36,000 miles), owner’s manual and related information shall 
be delivered with each unit.  Deliver window sticker with details 
of factory options with each vehicle.  No dealer identification 
on delivered vehicle.  Include front license plate bracket.  All 
fluids must be topped off.
RADIO
Standard AM/FM, factory installed
SAFETY
Vehicles shall be equipped with all safety standards as 
administered by the National Highway Traffic and Safety 
Administration.  This is to include ABS if available in model 
bid.  All vehicles will be required to have SRS on driver’s side.
SEATING
Standard manufacturer’s seating per vehicle design based on 
indicated seating capacity specified.
STANDARD EQUIPMENT
Vehicles shall be equipped with all standard features and 
accessories as noted in the manufacturer’s literature for
proposed model.  No deletion of standard equipment and 
accessories will be allowed without approval of State Fleet 
Operations.
STEERING
Power 
SUSPENSION SYSTEM
Front and rear springs must be manufacturer’s heavy duty 
capacity.  Axles shall have a minimum rating as follows:

1) 3500lb for front axle
2) 5300lb for rear axle

WINDOWS/DOORS/LOCKS
Power window / power doors/ power locks
TIRES
Five (5) wheels to be heavy duty rims.  Tires are to be 
mounted black sidewall steel belted radials unless otherwise 
specified
TRANSMISSION
Four (4) speed over drive, automatic
WHEEL BASE
Minimum of 125 inches
WHEEL WRENCH AND JACK
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RI-FANS Requisition Number: 1255251

STANDARD FEATURES FOR VENDOR USE ONLY
TO INDICATE COMPLIANCE

�� �� ��
Yes/No Specify Alternative (if responding no)

Factory issue

WINDSHIELD WIPERS
Dual wipers, intermittent speed and automatic washers
� Front License Plate Bracket
� Two (2) sets of keys required

SPECIAL EQUIPMENT REQUIREMENTS

ITEM# Select DESCRIPTON
FOR VENDOR USE ONLY

TO INDICATE COMPLIANCE
�� �� ��
Yes/No Specify Alternative (if responding no)

1. Trailer towing package
2. Rear heat/air conditioning
3. Full Perimeter fixed windows
4. Side and rear door fixed
5. Side and rear door opening
6. Fold away right side access step
7. Running board

Other:

ITEM# Select DESCRIPTON
FOR VENDOR USE ONLY

TO INDICATE COMPLIANCE
� �� �
Yes/No Specify Alternative (if responding no)

8.
9.
10.
11.
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Description: SUV - SMALL 4WD – SPECIFICATIONS
All fields highlighted in gray are required.  Requisitions will be rejected if they are not complete.

Quantity: 1 Vendor Indicate 
Compliance Yes/No

Department: Rhode Island College Fuel Options: Unleaded - Min

Division: Security & Safety Color:
*if not offered may be 
changed at award

Silver

RI-FANS Requisition Number: 1255407

STANDARD FEATURES FOR VENDOR USE ONLY
TO INDICATE COMPLIANCE

�� �� ��
Yes/No Specify Alternative (if responding no)

MODEL 
Manufacturer’s latest model year
ENGINE
To be no less than four (4) cylinders. No less than 2.3 liter
ALTERNATOR
Heavy Duty or largest size offered by manufacturer
BATTERY
Heavy duty and maintenance free
BRAKES
Manufacturer’s standard, unless otherwise specified
HUB CAPS
Standard Manufacturer’s issue
BUMPERS
Satisfy Federal Highway Safety Standards
COOLING SYSTEM
To be fully protected with at permanent type anti-freeze rated
-20 degrees F
FLOOR MATS
Front and Rear
FUEL TANK
Larges standard manufacturer’s size available. Delivered with 
a full tank of fuel as specified above.
GVW
To be no less than 3900 lbs and not over 5000lbs
GAUGES
Standard Package
GLASS
Standard package
LIGHTS
Standard package
MIRRORS
Rear View, driver and passenger side door (dual)
RADIO
Standard AM/FM, factory installed
AIR CONDITIONING
Factory Installed
SEATING
Standard manufacturer’s seat per vehicle design.
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WINDSHIELD WIPERS
Dual wipers, intermittent speed with automatic washer
GAUGES
Standard Package
WINDOWS/LOCKS
Power
STEERING
Power
SUSPENSION SYSTEM
Heavy duty suspension including springs and shock absorbers
TIRES
Four (4) blackwall tires of steel belted radial all season design 
with standard spare unless otherwise specified.
TRANSMISSION
Automatic
WHEELBASE
WHEEL WRENCH AND JACK
Factory supplied jack and tool kit
STANDARD EQUIPMENT
Vehicles shall be equipped with all standard features and 
accessories as noted in the manufacturer’s literature for 
proposed model.  No deletion of standard equipment and 
accessories will be allowed without approval of State Fleet 
Operations.
SAFETY
Vehicles shall be equipped with all safety standards as 
administered by the National Highway Traffic and Safety 
Administration.  This is to include ABS if available in model 
bid.  All vehicles will be required to have SRS on drivers side
PRE-DELVIERY
Vehicle shall be completely inspected, serviced and cleaned 
by the vendor in accordance with pre-delivery service 
standards.  The manufacturer’s warranty (minimum of 3 years 
of 36,000 miles), owner’s manual and related information shall 
be delivered with each unit.  Deliver window sticker with details 
of factory options with each vehicle.  No dealer identification 
on delivered vehicle.  Include front license plate bracket. All 
fluids must be topped off.
� Front License Plate Bracket
� Two (2) sets of keys required








