
April 13, 2012

STATE OF RHODE ISLAND AND PROVIDENCE PLANTATION
DEPARTMENT OF TRANSPORTATION

RHODE ISLAND CONTRACT NO.2012-CB-046

FEDERAL-AID PROJECT NO. FAP Nos: BRO-0200(007)

Washington #200 - Pedestrian Bridge & Warren Avenue Bridge #464

Gano Street (providence) to Warren Avenue (East Providence)

CITY/TOWN OF East Providence, Providence

COUNTY OF PROVIDENCE

NOTICE TO PROSPECTIVE BIDDERS

ADDENDUM NO.9 Prospective bidders and all concerned are hereby notified of the following changes in the Plans,
Specifications, Proposal and Distribution of Quantities for this contract. These changes shall be
incorporated in the Plans, Specifications, Proposal and Distribution of Quantities, and shall
become an integral part of the Contract Documents.

A. Drawings/Plans - Change/Addition

1. SET 5 SHEET NO. 23 DECK PLAN

Modify the plan as shown on Sketch No. 6-1 attached to this Addendum No.9. The plan has been
revised.

It. General Provision-Contract Specific

1. ITEM 814.9901 DIAMOND GRINDING PORTLAND CEMENT CONCRETE BRIDGE DECK

Add Pages IS-148a and IS-148b attached to this Addendum No.9. The specification has been added.

~~ RI Department of Transportation
ChiefEngineer
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ADDENDUM NO. 9 JS-148a 
 

ITEM 814.9901 
 

DIAMOND GRINDING PORTLAND CEMENT CONCRETE BRIDGE DECK 
 
DESCRIPTION. This work shall consist of diamond grinding and texturing the Portland 
cement concrete bridge deck of Warren Avenue Bridge No. 464 longitudinally to establish 
proper riding characteristics to the deck surface. The work shall be accomplished in accordance 
with these specifications. The diamond grinding shall be completed prior to the installation of 
the asphaltic expansion joint system.  
 
MATERIALS. The grinding equipment shall be a power driven, self-propelled machine that is 
specifically designed to smooth and texture Portland cement concrete pavement with diamond 
blades or diamond impregnated cylinder rings. The blades or cylinder rings shall be mounted 
on an arbor head. The grinding head shall be a minimum of 3 feet wide. The equipment shall be 
capable of grinding the surface in the longitudinal direction without causing spalls or other 
damage at cracks, joints and other locations. It shall correct the bridge deck profile and provide 
proper cross slope on the concrete bridge deck. 
 
The effective wheelbase of the machine shall not be less than 12.0 feet. It shall have a set of 
pivoting tandem bogey wheels at the front of the machine and the rear wheels shall be arranged 
to travel in the track of the fresh cut bridge deck. The center of the grinding head shall be no 
further than 3.0 feet forward from the center of the back wheels.  It shall also be of a shape and 
dimension that does not encroach on traffic movement outside of the work area. 
 
CONSTRUCTION METHODS. The entire bridge deck area shall receive the diamond 
grinding.  No spot grinding will be allowed.  Grinding shall be accomplished in a manner that 
establishes proper riding characteristics to the deck surface while providing positive lateral 
drainage by maintaining a constant cross-slope between grinding extremities in each lane. The 
operation shall result in a bridge deck that conforms to the typical cross-section and the 
requirements specified for the final surface finish.  
 
The grinding process shall produce a pavement surface that is true to grade with the ground 
area consisting of a longitudinal corduroy-type texture. The grooves shall be between 0.10 and 
0.15 inches wide. The land area between the grooves shall be between 0.065 and 0.125 inches. 
The peaks of the ridges shall be approximately 1/16 inch higher than the grooves with 53 to 57 
evenly spaced grooves per foot. Adjusting the blade spacing may be necessary to achieve the 
specified texture.  
 
The Contractor shall establish a positive and immediate means for removal of grinding residue. 
Solid residue shall be removed and disposed from the pavement surfaces before it is blown by 
traffic action or wind. Residue shall not be permitted to flow across lanes used by the traveling 
public or into gutters or drainage facilities. 
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ADDENDUM NO. 9 JS-148b 

METHOD OF MEASUREMENT: This item of work does not require a measurement for 
payment. 
 
BASIS FOR PAYMENT: No separate payment will be made for this item. This item will be 
paid for under Item 808.9915 "Concrete Superstructure Class HP Bridge Decks" as listed in the 
Proposal. 
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