Department of Administrasion / Division of Purchases
One Capitol Hill, Providence, Rhode Island 62998-5855
Web Site: www.purchasing.ri.gov

Date: 4/4/12

Addendum # 7449573A1

BID# 7449573

TITLE: Anti-Graffiti Coatings & Graffiti Abatement I-195 East

Addendum 1 includes clarifications to the original documentation.
Additionally, a copy of the Attendance Sheet, the requirement checklist, Level
4 Transportation Management Plan (TMP), and revised pages (3) are attached.

Lisa Hill
Chief Buyer - DOT



STATE OF RHODE ISLAND AND PROVIDENCE PLANTATIONS
RIDOT Addendum Notification

ANTI-GRAFFITI COATINGS & GRAFFITI ABATEMENT 1-195 EAST, EAST

BID NO. 7449573

PROVIDENCE

Per the issuance of Department of Transportation ADDENDUM # 7449573A1 the following changes ate

noted:

On Tuesday March 27, 2012 RIDOT held a Pre-Bid Conference for the above referenced project. Based
on comments and questions received during the pre-bid conference RIDOT provides the following
clarifications:

>

As stated on page 9 of 16 of the Contract Specifications, all proposals are due by 1:00 PM
Wednesday April 11, 2012 and shall be delivered to the Rhode Island Department of
Administration — Division of Purchases. The bid closing date and time on the Request for
Quote is inaccurate.

As stated on page 3 of 16 of the Contract Specifications, the Muralist is responsible for the
site preparation work required before applying the mural.

Please be advised that the apparent low bidder, as identified after the bid opening, must
provide the name(s) of proposed subcontractor(s) and the phase and the extent of the work
which they will perform. If any have not performed similar wotk for this State, supply
experience records for similar types of work performed elsewhere.

All work must be performed by wotking up from the grassed area/slope below. No travel
Janes or shoulder closures are permitted.

Level 4 Transportation Management Plan is attached and details the required traffic control
set up for safety.

In accordance with Rhode Island General Law (RIGL) 37-2-40 the Respondent shall submit
a Price Proposal Deposit in the amount of 5% of the Total Proposal Price. The Price
Proposal Deposit must take the form of a bid bond furnished by a surety company
incorporated and authorized to do business in the State of Rhode Island.

T he Insurance Requirements for this project are stated in the State’s General Contract Terms
and Conditions which are attached to the Coniract Specifications. Accordingly, the required
amount of insurance for this project is $1 Million. The required Worker’s Compensation
Insurance details are also included in the General Contract Terms and Conditions.

RIDOT will consider any proposed Change Order Requests after award on a case by case
basis with no guaranty of approval.



» In accordance with the Types of Materials to Be Used section on page 3 of 16 of the
Contract Specifications, RIDOT will only accept proposals which use silicate based paints
for the top coat.

> In accordance with the Setup of Visible Barrier section on page 2 of 16 of the Contract
Specifications the Muralist shall submit a plan for a covering that will prevent motorists
from seeing the work in progress.

> The location of any storage pods or port-o-johns shall be in accordance with the Storage of
Construction Materials and/or Equipment section on page 7 of 16 of the Contract
Specifications.

> The State will revisit the idea of a maintenance contract after the Maintenance and Service
Warranty period as described on page 5 of 16 of the Contract Specifications expires.

» Please disregard the requirement of submitting the Price Proposal Form stated in the Cost
Proposal Section on page 8 of 16 of the Contract Specifications. Bidders are required to
enter their bid price on the Request for Quote in the Unit Price Box and Total Price
Box. The following Contract Specification pages have been revised to reflect the
elimination of the Price Proposal Form requirement and are attached:

1. Page 8 of 16 — Revision to Cost Proposal Section
2. Page 9 of 16 - Revision to Bid Opening
3. Page 10 of 16 — Revision to List of Aftachments

> For your use, attached is a submittal requirement checklist.
» For your information, attached is a copy of the sign in sheet from the Pre-Bid Conference.

> All prospective bidders are strongly encoutaged to visit/inspect the site prior to submitting
bids.

ATTACHMENTS: sign in sheet, requirement checklist, Level 4 Transportation Management Plan
(TMP), Revised Pages (3)

(/;_7;2:79 S A/ / 7.

Chief Engineer ear_ Date

ADDENDUM # 7449573A1
RI Department of Transportation
March 30, 2012
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DOCUMENTATION REQUIRED FOR BID SUBMITTAL
DOT - 2012-CE-053

Resume
Descriptions of Relevant past work
Six (8) images of past work at 300 dpi on disk

Applicable press and other relevant support materials

"Project Approach and Work Description" as detailed on page 2 of 16 of Contract
Specifications.

All required forms as listed on page_8 of 16 of Contract Specifications and included
in Contract Specification Attachments




LEVEL 4 Project Name: Anti-Graffiti Coatings & Graffiti Abatement

TRANSPORTATION| RI Design Coniract No(s):

MANAGEMENT RI Construction Contract No(s): 2012-CE-053
PLAN Bridge # 466
Submission: FINAL Date: 41312012

Brief The Siate of Rhode Istand seeks Proposals for a qualified outdoor Muralist to provide professional artistic services in the
Project painting of a mural to be placed on: Interstate 195 East, east side of the Wampanoagq Trailoverpass. The wall is made of concrete
Description: and its dimensions are detailed in the Scope of Work,

General The worl will take place on and in the vicinity of thesoutheast wingwall of Bridae No. XXXX adjacent fo |-195 Eastbound. Most
Work work is expected to take place beyond the I-195 Eastbound shoulder, but shoulder closures may be necessary at times to

I imits: accommodate work vehicle andfor equipment staging, as well as accessfegress to and from the work site.

General The work is expected to begin in Spring 2012 and is expected to be completed by Fall 2012.

Project

Schedule™;

*The information in thls section is not |nlended io and shall nci supersede the approved schedule and m||estonetcomplehon dates for the project.

General See attached fable for General Restrictions.
Restrictions:
Holiday No lane and/or shoulder closures allowed after {1:00 PM on the Friday preceding a holiday weekend
Restrictions:
EASTER SUNDAY

- No fane and/or shoulder closures allowed on Saturday and/or Sunday

NEW YEAR'S DAY, INDEPENDENCE DAY, VETERANS DAY, & CHRISTMAS DAY
- No lane andfor shoulder closures allowed after 1:00 PM on the day before the holiday
- No 1ane andior shoulder closures allowed on the holiday

DR. MARTIN LUTHER KING JR. DAY, MEMORIAL DAY, VICTORY DAY, EABOR DAY, & COLUMBUS DAY
- No lane andfor shoulder closures allowed on Saturday, Sunday, and/or Monday

THANKSGIVING DAY
- No lane and/or shoulder closures allowed after 1:00 PM on the Wednesday preceding Thanksgiving Day
- No lane and/or shoulder closures allowed on Thursday, Friday, Saturday, andfor Sunday

[-195 Mural Project - RIDOT Level 4 TMP 04-03-12 (2} Template Rev 11-08-09 Page 1 0of 3



These RIDOT- and/or Designer-Developed TTC Plans will be used during the work on this project
Included im

Plan

Mobile Operation

Solmim

Typical Short-Duration Shider. Work - FreewayJExpresswaﬁ X I

Included in:

EERis

Work Beyond the Shoulder

Shoulder Closure - Two Lane Road

1-Side Lane Shiff - Two Lane Road

2-Side Lane Shift - Two Lane Road

[T ]
(X1 ]
Shoulder Closure - Limited Access
L]

OOE0E0E

SRAED

[-195 Mural Project - RIDOT Level 4 TMP 04-03-12 (2)

Template Rev 11-06-09

Page 2 of 3



The Contractor's TMP implementation Manager (if identified below) is respensible for keeping the portion of the project being used by public
traffic in a condition that (1} safely and adeguately accommodates such traffic and {2) is in accordance with the Traffic-Related Work Restrictions,
the Temporary Trafiic Control Plans, and where appropriate, the other transportation management strategies identified above The RIDOT TMP
implementation Manager or histher respensible designee should (1) inspect the project work zones at initial setup at the stari of each
subsequent work day, and just prior to extended breaks in the work (e g, weekends) for conformance with the Temporary Traffic Control Plans,
the ATSSA Quality Guidelines for Temporary Traffic Control Devices and Features and where applicable, the other transportation managament
strategies identified above and (2) document ali work zone-related feadback and complaints that are received ffom the public

If at any time (1) a significant deviation from any of the strategies included in the TMP (e.g the use of an alternate Temporary Traffic Control
Plan) is desired by one or more members of the project implementation team, (2) field observations and/or data suggest that impacts to road
users are or will be unacceptable, or (3) one or more performance requirements established in the TMP are not being met in the field, the RIDOT
TMP Implementation Manager shall report the situation to his/her supervisor or Division/Section/Unit manager. The supervisor / manager will
coordinate with the State Traffic Engineer the Deputy Chief Engineer, the TMP Implementation Manager(s}, the Chief Engineer, and/or other
interested parties as appropriate andfor necessary to consider and determine whether revised and/or alternate strategies shouid be implemented
in an effort to lessen the adverse safety andfor mobility impacts of the project. [f the supervisor / manager deems that strategy changes should be
implemented, the changes shall be documented in a revised version of the TMP and the Deputy Chief Engineer, the State Traffic Engineer and
the Chief Engineer must approve of the revised TMP prior to their implementation

If a significant deviation from any of the strategies included in the TMP is requested by the Contractor, uniess directed otherwise by the RIDOT the
Contractor is responsible for preparing and submitting to the RIDOT TMP Implementation Manager appropriate documeniation (e g . design
calculations, analysis reports, Temporary Traffic Control Plans, etc } showing that the requested change(s) are (1) feasible and {2} expected to
result in safety and mobility impacts that are no more adverse than the impacts resulting from the strategies already incfuded in the latest
approved TMP. ‘The RIDOT will review and consider the submittal(s) as described in the preceding paragraph and will determine whether the
changes should be implemented. If the requested changes are approved by the RIDOT, unless otherwise directed by the RIDCT the Contractor
shall prepare and submit to the RIDOT TMP Implementation Manager a revised version of the latest approved TMP in both printed and electronic
(Microsoft® Excel} format that documents all of the approved changes Work to implement the changes shall not begin until the Deputy Chief
Engineer, the State Traffic Engineer and the Chief Engineer have approved of the revised TMP

Other
Reguirements:

Signaturﬁwﬂi Signature: \é«/)r_fa—wzé/'—‘“

Frank Corran I PE. 1#\ Robert Rocchio PE Kaze@honmand PE

Date: q ld{ /2 Date Sy frz Date: A S f\2

Rayizlon & intiialz Date Revision# | InRizis Date Ravision # Initials B

i

o

Project managers w:!h the primary respons;brhty & authonfy for :mplementat.von of this TMP

T = . CONIRRCICR(ICEONItAGER
Name Name:
Title: Title:
Unit: Company/Unit:
Office Phone: Office Phone:
Mobile Phone: Mobile Phone:
E-Mail: E-Maif:

I-195 Mural Project - RIDOT Level 4 TMP 04-03-12 (2) Template Rev 11-08-09 Page 3 of 3
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NOTES:

1. ALL TEMPORARY TRAFFIC CONTROL SET—UPS AND DEVICES AND THEIR
INSTALLATION, MAINTENANCE, AND REMOVAL SHALL CONFORM TO THE LATEST
EDITION OF THE “MAMUAL ON UNIFORM TRAFFIC CONTROL DEVICES® (MUTCD)
WITH ALL REVISIONS, AND THE LATEST EDMION OF THE "RIDOT STANDARD
smcmggnoNs FOR ROAD AND BRIDGE CONSTRUCTION® WITH ALL
REVISIONS.

2. ALL TEMPORARY TRAFFIC CONTROL DEVICES SHALL BE IN PLACE PRIOR TO
THE START CF WORK.

3, ALL TEMPORARY TRAFFIC CONTROL DEVICES SHALL BE REMOVED AS SCON
AS PRACTICAL WHEN THEY ARE NO LONGER NEEDED. WHEN WORK IS
SUSPENDED FOR SHORT PERIODS OF TIME, TEMPORARY TRAFFIC CONTROL
DEVICES THAT ARE NO LONGER APPROPRIATE SHALL BE REMOVED OR
COVERED.

4. DISTANCES ARE A GUIDE AND MAY BE ADJUSTED IN THE FIELD BY THE
ENGINEER.

5. MAXIMUM SPACING OF CHANNELIZATION DEVICES IN A TAPER 1S EQUAL IN
FEET TO THE SPEED LIMIT IN MPH. MAXIMUM SPACING OF CHANNELIZATION
DEVICES IN A TANGENT SECTION IS EQUAL IN FEET TO TWC TIMES THE
SPEED LIMIT IN MPH

6 MINIMUM LANE WIDTH IS TO BE 11 FEET UNLESS OTHERWISE SHOWN.
MINIMUM LANE WIDTH TO BE MEASURED FROM THE EDGE OF
CHANNELIZATION DEVICES OR TEMPORARY BARRIER

7 TEMPORARY TRAFFIC CONTROL SET-UP FOR A LEFT SHOULDER CLOSURE
SHALL Bf SIM{LAR TQ THE SET—UP SHOWN, WTH APPROPRIATE CHANGES TO
SIGNS AND OTHER DEVICES 7O INDICATE THE LEFT SHOULDER CLOSURE

8. THE SIZES OF ALL DIAMOND SHAPED ADVANCE WARNING SIGNS SHALL BE
48" X 48",

9. THE DISTANCE BETWEEN THE SHADOW VEHICLE AND THE WORK SPACE
SHOULD BE SELECTED BASED ON TRAFFIC AND SITE CONODITIONS AS WELL
AS THE CHARACTERISTICS OF THE SHADOW VEHICLE/ATTENUATOR AND ITS
MANUFACTURER'S RECOMMEMNDATIONS, BUT SHOULD BE NO GREATER THAN
THE MINIMUM DISTANCE SUFFICIENT TO ENSURE THAT THE SHADOW VEHICLE
WILL NOT ROLL INTO THE WORK SPACE WHEN HIT BY AN ERRANT VEHICLE

10 WHERE A SIDE STREET OR RAMP INTERSECTS THE WORK ZONE, ADDITIONAL

TEMPORARY TRAFFIC CONTROL DEVICES SHALL BE INSTALLED IN
ACCORDANCE WITH PART 6 CF THE MUTCD

TAPER AND BUFFER LENGTHS

Spead Lmit Taper lr._%r;%th‘ L Eu'ffurF e56;::::::9‘
40 MPH 320 180
45 MFH 540 220
S0 MPH 8co 280
56 MPH 660 340
60 MPH 720 420
65 MPH 780 490 _
* Required @_@

¥+ Suggested

TRAFFIC

(SEE STD. FOR SIZES FINES
ARD INSTALL LOGATION) $nyUt £

RIStd 2711

WORK
SPACE ® ®

it

/_FLASHING ARROW PANEL
IN CAUTION MODE

ge

L

4y

L ATTENUATOR
[ MOUNTED ON
SHADOW VEHICLE
BUFFER
SPACE
L/3
T 1000’
Worose AELIE]
TRAFFIC
FINES
DOUBLED
T 1500 RIStS 27.11

RHODE ISLAND
DEPARTMENT OF TRANSPORTATION

_ TEMPORARY
TRAFFIC CONTROL PLAN

TYPICAL SHOU!).NDER CLOSURE
FREEWAY OR EXPRESSWAY

NOT TO SCALE

DATE: 12-23-08




ANTI-GRAFFITI COATINGS &

GRAFFITTI ABATEMENT
March 21, 2012

Addendum No. 1 — Revision 1

Submittal Requirements

The Muralist shall submit as part of their bid the following:

Muralist Portfolio of Images, Resume and Applicable Work Experience
References

Required Forms (All Forms Included in REP Attachments)

Beside the RIVIP Bidder Certification Cover Sheet as required at the State level
and obtained through the RIVIP website, RIDOT also requires that the following
FIVE (5) FORMS be completed and included in your submission package in line
with federal regulations and departmental policy. These Forms will be reviewed
for completeness and will be made part of the contract documents.

° DEBARMENT FORM: Must be completed and signed by an
authorized agent of the Respondent.

o LOBBYING FORM: Enter known project information on Page 1
(Description, etc.); Respondent must complete Form and submit signed by an
authorized individual of the Respondent.

. CONFLICTS DISCLOSURE STATEMENT: In line with directions
stated, completed Form(s) must be signed and submitted accordingly.

o ANTI-COLLUSION CERTIFICATION:  Must be completed and
signed by an authorized agent of the Respondent.

. W-9 Form:  Must be completed and signed by an authorized agent of
the Respondent. Form may be downloaded at www.purchasing.ii.gov

Cost Proposal
Bidders are required to enter their bid price on the Requesi for Guote in the Unit

Price Box and Total Price Box. In accordance with Rhode Island General Law
(RIGL) 37-2-40 the Respondent shall also submit a Price Proposal Deposit in the
amount of 5% of the Total Proposal Price. The Price Proposal Deposit must take
the form of a bid bond furnished by a surety company incorporated and
authorized to do business in the State of Rhode Island.

Page 8 0f 16




ANTI-GRAFFITI COATINGS &

GRAFFITI ABATEMENT
March 21, 2012

Addendum No. 1 — Revision 1

All proposals are due by 1:00 PM Wednesday April 11, 2012 and shall be delivered
to the Rhode Island Department of Administration — Division of Purchases located
at:

Division of Purchases
1 Capitol Hill - 2" Floor
Providence, Rhode Island 02903

Bid Prices will be publicly opened and read on Wednesday April 11, 2012 at 1:00
PM in the Division of Purchases Bid Room.

Selection Criteria

e All responses will be evaluated in terms of the elements of the proposal and costs
as outlined in the solicitation

e Proposals not meeting the minimum submission requirements with regard to
background and experience will not be considered

¢ The State of Rhode Island reserves the right to accept or reject any and all
proposals, and to waive or modify minor irregularities or seek additional
information from the Muralists, and to make an award solely on cost

Schedule of Payments

The Muralist may submit an initial invoice for mobilization to the site which shall not
exceed 25% of the total bid price. The remaining payment will be made at the
completion of the project site. The Muralist shall submit their bids as lump sum,
inclusive of all personnel, equipment, materials, traffic control devices, and any
additional incidentals.

Location Plan

See attachments for specific locations and approximate dimensions of retaining wall
surfaces.

Page 9 0f' 16



ANTI-GRAFFITI COATINGS &

GRAFFTTT ABATEMENT
March 21, 2012

Addendam No. 1 — Revision 1

Attachments

Debarment Form
Lobbying Form
Conflicts Disclosure Statement
Anti-Collusion Certificate

Release of Art for Mural to the State of Rhode Island
Mural Location
Representation of Mural at Location
Mural Location Measurements
Mural Location Plan
Detail Views

Page 10 of 16



