
 
Solicitation Information 

 

BID #   7458272      TITLE: 2013-DF-028 HURRICANE SANDY  REPAIRS TO 
OCEAN DRIVE, NEWPORT, RI 

 

Submission Deadline:    THURSDAY 11/15/12 @ 11:00 a.m. 
Bidders are advised that, due to the emergency nature of the repairs identified in this solicitation, a general scope of 

work and description only is provided. The available documents are contained herein, and are the only available 

specifications that will be provided for this procurement. 

 

A total lump sum bid proposal is required, and will be the basis for award, however where there are multiple sites 

identified, a lump sum breakdown is required. 

 

BID PROPOSALS MUST BE DELIVERED TO THE DIVISION OF PURCHASES , ONE CAPITOL HILL, 

PROVIDENCE, RI AT THE DATE AND TIME NOTED ABOVE,  AND MUST INCLUDE THE FOLLOWING: 

• BID PROPOSAL FORM WITH TOTAL LUMP SUM PRICE 

• BID SURETY 

• LUMP SUM BREAKDOWN OF SITE, IF MULTIPLE SITES ARE IDENTIFIED 

• THREE-PAGE BIDDER CERTIFICATION COVER FORM 

• FEDERAL FORMS, COMPLETED (LOBBYING FORM, DISCLOSURE FORM, ANTI-

COLLUSION FORM) 

• LATE BIDS SHALL NOT BE ACCEPTED. PROPOSALS MISDIRECTED TO OTHER STATE 

LOCATIONS OR WHICH ARE OTHERWISE NOT SUBMITTED TO THE DIVISION OF 

PURCHASES PRIOR TO THE TIME OF THE OPENING FOR ANY CAUSE WILL BE 

DETERMINED TO BE LATE AND SHALL NOT BE CONSIDERED. THE ‘OFFICIAL’ TIME 

CLOCK IS IN THE RECEPTION AREA OF THE DIVISION OF PURCHASES. 

• PUBLIC COPY REQUIREMENT- DUE TO THE ANTICIPATED BID VALUE IN EXCESS 
OF $750,000 , BIDDERS ARE REQUIRED TO SUBMIT A “PUBLIC COPY” OF BIDS IN 
ACCORDANCE WITH R.I. GEN. LAWS 37-2-18(j). THIS PUBLIC COPY MAY BE 
SUBMITTED ON EITHER A READABLE CD OR HARD (PAPER) COPY FOR THIS 
EMERGENCY PROCUREMENT. 

 
SURETY REQUIRED:   YES 
BOND REQUIRED:        YES 
 
MANDATORY PRE-BID: 11/13/12 – 9:00 A.M. 

LOCATION: RIDOT, 2 CAPITOL HILL, ROOM 117, PROVIDENCE, RI 

 
 
Lisa Hill 
Chief Buyer 

 
Vendors must register on-line at the State Purchasing Website at www.purchasing.ri.gov 
 

Note to Vendors: Offers received without the completed RIVP Generated Bidder Certification 

Form may result in disqualification. 

















 
RI Contract No. 2013 DF-028 

 

Hurricane Sandy Damage Repairs to 
 

Ocean Avenue, Newport, RI  
(HRS’s # 014 and 015 attached) 

 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



RI Contract No. 2013-DF-028 
Hurricane Sandy Damage Repairs to 

OCEAN AVENUE IN NEWPORT 
(HRS-014 and HRS-015 attached) 

  
The Contractor shall not use private property to store equipment or materials without 
written approval of the property owner.  All work must be completed from the State 
Right-of-Way.  No areas shall be disturbed outside the limits of work. 
 
RIDOT will pay for police when they are used one for one with flaggers.  The contractor 
is required to include flaggers in their bid. 
 
All RIDOT Standard Specifications, latest Compilations and Material Testing 
requirements apply to this contract. 
 
All work associated with both HRS-014 and HRS-015 must be completed by December 
23, 2012. 
 
Payment of Lump Sum items will be based on the percentage of work completed.  The 
State will hold 10% of the Lump Sum item until Final Acceptance.  A 3% retainage will 
not be held. 
 
No additional payment will be made for material, equipment, labor or incidentals 
necessary to perform operations during cold or inclement weather. Any additional costs 
associated with cold or inclement weather work will be considered incidental to the 
respective items for which the costs incurred. 
 
The contractor should be aware that construction may be affected by the cycles of the 
ocean tides which are included as part of the site conditions. 
 
The contractor shall submit their temporary water diversion plan to the RIDOT for 
review. The approval process will not be required. RIDOT will review within 2 days of 
receipt. 
 
All Construction Layout and Survey will be incidental to this Contract. 
 
All pavement layer thickness shall as required in the project scope.  All areas where 
pavement is removed must by restored within 3 days or the end of the work week. 
 
All pavement markings will be paint. 
 
Performance Bonds and Insurance are required for all work over $50,000. 
 



The contractor shall certify with their bid that they have sufficient resources to complete 
the work without having an effect on any existing emergency repair contracts or other 
RIDOT contracts. 
 
Latest Federal Wage rates shall apply. 
 
Subcontractor agreements must be submitted and accepted by the Department. 
 
RIDOT Hurricane Sandy Guidelines are also attached for your information.  
 
 
 
 
 
MUNICIPAL CONTACT INFORMATION: 

 
 

NEWPORT DEPARTMENT OF 

PUBLIC SERVICES 

280 Spring St. 

Newport RI, 02840 

Eric Earls, P.E. 

City Engineer 

401‐845‐5842 

 

Newport Police Department 

845‐5776 

             Newport Fire Department 

845‐5911 

 

 







HURRICANE SANDY DAMAGE 
INVENTORY 

 
CITY OF NEWPORT 
NOVEMBER 5, 2012 

 
 
OCEAN AVENUE       HRS-014 & HRS-015 
Various locations 
 
Ocean waves have eroded the slope and damaged or undermined the Seawall. The ocean has deposited 
silt and debris along the shoulders, heaved and undermined the pavement, eroded shoulder treatments 
and left large amounts of vegetative debris behind. The damage extends over a two mile stretch which 
has been divided into three areas, Brenton Point, Harrison Avenue, and Goose Neck Cove. 
 
Brenton Point Area (HRS 014) 
 

The repair shall follow the attached Typical Sections and/or details as indicated on 
the Key Plan and will include:  
 Remove and dispose silt, sand and debris from grass areas, paved and unpaved 

shoulders and sidewalks at designated locations 
 Remove and dispose approximately 36 feet of concrete curbing that is damaged 

and/or out of alignment 
 Clean and flush all catch basins and drainage pipes 
 Replace drainage pipe with same type and size at two locations. Total is 

approximately 36 feet of pipe  
 Reconstruct corbel section of collapsed drain manhole and install new frame and 

cover 
 Catch basin corbel repairs (2 locations) 
 Sawcut  existing asphalt and/or concrete surfaces 
 Collect and stockpile existing large rip rap stones remaining from the eroded 

repair area for use as rip rap in the erosion repair 
 Excavation 
 Dewatering/Water protection  
 Common borrow 
 Rebuild eroded slope embankment to match adjacent topography. 
 Armor the embankment with placed armor stone rip rap, 2 cubic yard minimum 

to an elevation 2/3 the wall height. Provide rip rap protection the remaining 
height comprised of existing stockpiled stones and supplemented as needed with 
new rip rap, RI Standard R8. Treat 3 locations  

 Bedding for rip rap 
 Filter fabric for rip rap bedding, RI Standard FS-3 
 Gravel borrow subbase for shoulder and curb repairs 
 Approximately 36 feet of concrete curbing 
 Trim and fine grade 
 Hot mix asphalt pavement and cement concrete for curb placement in existing 

pavement 
 Remove and dispose existing concrete stairs from the indicated locations. Grind 

all connection to the remaining wall smooth  
 Remove and reset two existing interpretative signs 
 Loam and seed shoulders and landscaped areas as indicated 
 Extended term biodegradable erosion control blanket on seeded areas 



 Roadway closures in accordance with MUTCD 2009 
 Sign the road closure detour route as indicated on the plans 
 Remove detour route signs when they are no longer necessary  
 Clean and sweep Ocean Avenue for the entire area limits 

 
 

Harrison Avenue Area (HRS 014) 
 

Seawall repairs and other repairs will follow Typical Section, General Plans and/or 
details as indicated on the plans.  The work will include as a minimum:  
 Remove and dispose silt, sand and debris from grass areas, paved and unpaved 

shoulders and sidewalks at designated locations. Remove silt and debris from 
wetlands by hand. Silt and debris removal from the stream channel with 
equipment. 

 Clean and flush all pipes and catch basins 
 Remove and dispose catch basins as shown on the plans, 3 each 
 Remove and dispose approximately 12 feet of damaged or out of alignment 

concrete curbing 
 Sawcut  existing asphalt and/or concrete surfaces 
 Provide excavation protection temporary median barrier around excavation 
 Remove and dispose pavement from edge to centerline, for the indicated length, 

at wall replacement location 
 Remove and dispose bituminous shoulder at wall repair and replacement areas 
 Remove and dispose concrete curbing as needed at wall replacement excavation  
 Collect and stockpile existing large rip rap stones remaining from the eroded 

repair area for use as rip rap in the repair 
 New 6” PVC surface drains through  the proposed wall, spaced at 50 foot 

intervals at 180 foot length and 200 foot length of wall replacement 
 13 feet of 10” Ductile Iron pipe at the location indicated on the plans 
 Approximately 48 feet of drainage pipe, that matches the existing type and size, 

at three locations indicated on the plans 
 Three new catch basin structures, reset 2 existing frames and grates and provide 

1 new 8” cast iron frame and grate.  
 New granite apron stone 
 New granite inlet stone 
 Excavation 
 Dewatering/Water protection  
 Common borrow 
 Rebuild eroded slope embankment to match adjacent topography. 
 Armor the embankment with placed armor stone rip rap, 2 cubic yard minimum 

to an elevation 2/3 the wall height. Provide rip rap protection the remaining 
height comprised of existing stockpiled stones and supplemented as needed with 
new rip rap, RI Standard R8. Treat 1 location  

 Rebuild embankment and provide rip rap protection. Protection shall be 
comprised of existing stockpiled stones and supplemented as needed with new 
rip rap, RI Standard R8. Treat 2 location 

 Bedding for rip rap 
 Filter fabric for rip rap bedding, RI Standard FS-3 
 Pervious fill 
 Reinforcing steel 
 Temporary median barrier to be placed around excavation areas 
 Gravel borrow subbase for roadway, shoulder and sidewalk repairs 



 Trim and fine grade 
 Hot mix asphalt pavement – total thickness shall be 5 inches, ( 2” of  hot mix 

class 12.5 surface and 3” of hot mix class 19) 
 Hot mix asphalt pavement and cement concrete for curb placement in existing 

pavement 
 Hot mix asphalt shoulder, 3” hot mix asphalt class 9.5 over 8 inches gravel 

borrow subbbase 
 Remove and dispose existing concrete wall for the indicated length, at wall 

 replacement location  
 Sawcut and remove and dispose portions of the concrete seawall at wall cap 

repair locations 
 Remove and reset existing guardrail 
 Replace missing top block segment from segmental block retaining wall (SGR) 

and backfill behind the wall 
 Install new concrete wall in accordance with the plans and specifications 
 Survey and record existing ground elevations at face of wall for re-establishment 
 Repair the concrete wall cap in accordance with the plans and specifications 
 Install cement concrete bulkhead at undermined cement concrete seawall 
 Drill and grout bulkhead and/or wall repair dowels as indicated on the plan 

details 
 Concrete wall replacement and wall cap repair to have a rubbed concrete finish 

surface 
 Concrete curb 
 Pavement markings 
 Loam and seed shoulders 
 Provide processed gravel  for eroded parking areas and regrade to match 

adjacent topography  
 Extended term biodegradable erosion control blanket on seeded areas 
 Roadway closures in accordance with MUTCD 2009  
 Sign the road closure detour route as indicated on the plans 
 The two Harrison Area roadway closures shall not be completed concurrently 
 Remove detour route signs when they are no longer necessary  
 Clean and sweep Ocean Avenue for the entire area limits 

 
 
 

 Goose Neck Cove Area, Bridge #’s 1150 & 1151  (HRS 015) 
 

The repair shall follow the attached Typical Section and General Plan for the Goose 
Neck Cove area including Bridges #1150 and #1151 and will include:  
 Remove and dispose silt, sand and debris from grass areas, paved and unpaved 

shoulders and edge of Cove as indicated on the plans 
 Sawcut  existing asphalt and/or concrete surfaces 
 New cement concrete sidewalk 
 Low density concrete 
 Excavation 
 Dewatering/Water protection  
 Common borrow 
 Collect and stockpile existing large rip rap stones remaining from the repair area 

for use as rip rap in the repair 



 Armor the base of the embankment with placed rip rap comprised of existing 
stockpiled stones and supplemented as needed with new rip rap, RI Standard R8. 
Loam and seed the remaining slope.  

 Rebuild eroded roadway embankment to match adjacent topography. 
 Gravel borrow subbase for roadway and shoulder repairs 
 Trim and fine grade 
 Hot mix asphalt pavement – total thickness shall be 5 inches, ( 2” of  hot mix 

class 12.5 surface and 3” of hot mix class 19) 
 Remove and reset existing timber guardrail 
 Pavement markings 
 Loam and seed shoulders 
 Extended term biodegradable erosion control blanket on seeded areas 
 Roadway closures in accordance with MUTCD 2009 
 One lane alternating traffic at all times within Goose Neck Cove repair area 
 Clean and sweep Ocean Avenue for the entire area limits 

 
 

 
The limits of work are identified in the field and are intermittent over approximately two miles of Ocean 
Avenue.   



 
 

BRENTON POINT 
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Slope Erosion. 
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Collapsed Drainage Pipe. 
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Damaged Concrete Stairs (2 locations). 
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Debris, erosion, and damaged interpretive signs.  
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10 

Slope Erosion. 
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Slope Erosion. 



 
 

HARRISON AVENUE 
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14 

Damaged wall cap and damaged wall. 
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Damaged drainage structure. Damaged wall cap and damaged wall. 
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Damaged wall cap and damaged wall. 
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Debris. 
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Eroded shoulder. Debris and silt in waterway.  
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SGR block washed out area. 
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Washout beneath wall. 



 
 

 

GOOSE NECK COVE 
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Shoulder pavement damage and eroded slopes. 
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Timber guardrail damage. Washed out slope with silt. 
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Sidewalk damage on bridge. 
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Undermined sidewalk. 
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Riprap slope damage. 

 
 



LAYOUT PLAN
SCALE: 1" = 500'

CITY OF NEWPORT
NEWPORT COUNTY

TRAFFIC DESIGN DATA

INDEX
1. Cover Sheet
2. Standard Plan Symbols & Standard Legend
3. Standard Notes 1
4. Standard Notes 2
5. Key Plan No. 1 - Brenton Point

10. General Plan No. 1 

12. Structural Detail No. 2
13. Location Plan
14. Typical Section No. 2

DESIGN SPEED 25 M.P.H.

LOCATION  MAP
SCALE: 1"=4000'

NGVD 29

BASE OF LEVELS

SPECIFICATIONS TO GOVERN THIS PROJECT ARE THE R.I. STANDARD SPECIFICATIONS FOR
ROAD AND  BRIDGE CONSTRUCTION, AMENDED DECEMBER 2010 EDITION WITH ALL
REVISIONS, AND THE STATE AND FEDERAL  SPECIAL  PROVISIONS  INCLUDED  IN  THE
CONTRACT DOCUMENTS. STANDARD  DETAILS  FOR  THIS  PROJECT  ARE R.I. STANDARD
DETAILS, 1998 EDITION, WITH ALL REVISIONS.

R.I. STANDARD SPECIFICATIONS AND STANDARD DETAILS

HURRICANE  EVACUATION  ROUTE

This project includes work on a designated Hurricane
Evacuation and Diversionary Route as follows:
Ocean Avenue

19

2013-DF-028
SCALES   OF   DRAWINGS

R.I.  CONTRACT  NO.  2013-DF-028

15. General Plan No. 2
16. Detour Plan No. 1 - Brenton Point
17. Detour Plan No. 2 - West of Harrison Ave.

6. Key Plan No. 2 - Harrison Avenue

11. Structural Detail No. 1

7. Key Plan No. 3 - Goose Neck Cove
8. Repair Details
9. Typical Section No. 1

18. Detour Plan No. 3 - East of Harrison Ave.
19. Traffic Control Plan



STANDARD PLAN SYMBOLS &
STANDARD LEGEND

EXISTING NEW

DEPARTMENT OF TRANSPORTATION
RHODE ISLAND

NEWPORT,                                         RHODE ISLAND

REPAIRS TO OCEAN AVENUE
HURRICANE SANDY DAMAGE



DEPARTMENT OF TRANSPORTATION
RHODE ISLAND

NEWPORT,                                         RHODE ISLAND

REPAIRS TO OCEAN AVENUE
HURRICANE SANDY DAMAGE

UTILITY NOTES:

GENERAL NOTES: DRAINAGE AND EROSION CONTROL NOTES: DRAINAGE AND EROSION CONTROL NOTES (CONTINUED):

STANDARD NOTES 1



DEPARTMENT OF TRANSPORTATION
RHODE ISLAND

NEWPORT,                                         RHODE ISLAND

REPAIRS TO OCEAN AVENUE
HURRICANE SANDY DAMAGE

STRUCTURAL NOTES FOR HIGHWAY SIGNS, TRAFFIC SIGNAL NOTES:

MAINTENANCE AND PROTECTION OF TRAFFIC NOTES:

LANDSCAPE NOTES:
LUMINAIRES AND TRAFFIC SIGNALS:

STANDARD NOTES 2



KEY PLAN NO. 1
BRENTON POINT
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DEPARTMENT OF TRANSPORTATION
RHODE ISLAND

NEWPORT,                                         RHODE ISLAND

REPAIRS TO OCEAN AVENUE
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KEY PLAN NO. 2
HARRISON AVENUE



KEY PLAN NO. 3
GOOSE NECK COVE
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DEPARTMENT OF TRANSPORTATION
RHODE ISLAND
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REPAIRS TO OCEAN AVENUE
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REPAIR DETAILS



DEPARTMENT OF TRANSPORTATION
RHODE ISLAND

NEWPORT,                                         RHODE ISLAND

REPAIRS TO OCEAN AVENUE
HURRICANE SANDY DAMAGE

TYPICAL SECTION NO. 1

PAVEMENT COMPOSITION

FULL DEPTH PAVEMENT

BITUMINOUS SHOULDER

JOB SPECIFIC LEGEND

ABBREVIATIONS



DEPARTMENT OF TRANSPORTATION
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GENERAL PLAN NO. 1



DEPARTMENT OF TRANSPORTATION
RHODE ISLAND

NEWPORT,                                            RHODE ISLAND

REPAIRS TO OCEAN AVENUE
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STRUCTURAL DETAIL NO. 1



DEPARTMENT OF TRANSPORTATION
RHODE ISLAND

NEWPORT,                                            RHODE ISLAND

REPAIRS TO OCEAN AVENUE
HURRICANE SANDY DAMAGE

STRUCTURAL DETAIL NO. 2



LOCATION PLAN
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TYPICAL SECTION NO. 2
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GENERAL PLAN NO. 2
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OCEAN

OCEAN

BRENTON POINT PARK
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DETOUR PLAN NO. 1
BRENTON POINT



OCEAN

OCEAN

BRENTON POINT 
 PARK

DEPARTMENT OF TRANSPORTATION
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DETOUR PLAN NO. 2
WEST OF HARRISON AVE



OCEAN

OCEAN

DEPARTMENT OF TRANSPORTATION
RHODE ISLAND

NEWPORT,                                         RHODE ISLAND

REPAIRS TO OCEAN AVENUE
HURRICANE SANDY DAMAGE

DETOUR PLAN NO. 3
EAST OF HARRISON AVE



TRAFFIC CONTROL PLAN
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