
 
Solicitation Information 

 

BID #   7458287      TITLE: 2013-DF-038 HURRICANE SANDY  REPAIRS TO 
BEACH STREET (NARR), ROUTE 1@SALT POND ROAD, 
SUCCOTASH ROAD AND HIGH STREET (S. KINGSTOWN), 
AND CHARLESTOWN BEACH ROAD (CHARLESTOWN) 

 
Submission Deadline:    THURSDAY 11/21/12 @ 11:00 a.m. 
Bidders are advised that, due to the emergency nature of the repairs identified in this solicitation, a general scope of 

work and description only is provided. The available documents are contained herein, and are the only available 

specifications that will be provided for this procurement. 

 

A total lump sum bid proposal is required, and will be the basis for award, however where there are multiple sites 

identified, a lump sum breakdown is required. 

 

BID PROPOSALS MUST BE DELIVERED TO THE DIVISION OF PURCHASES , ONE CAPITOL HILL, 

PROVIDENCE, RI AT THE DATE AND TIME NOTED ABOVE,  AND MUST INCLUDE THE FOLLOWING: 

• BID PROPOSAL FORM WITH TOTAL LUMP SUM PRICE 

• BID SURETY 

• LUMP SUM BREAKDOWN OF SITE, IF MULTIPLE SITES ARE IDENTIFIED 

• THREE-PAGE BIDDER CERTIFICATION COVER FORM 

• FEDERAL FORMS, COMPLETED (LOBBYING FORM, DISCLOSURE FORM, ANTI-

COLLUSION FORM) 

• LATE BIDS SHALL NOT BE ACCEPTED. PROPOSALS MISDIRECTED TO OTHER STATE 

LOCATIONS OR WHICH ARE OTHERWISE NOT SUBMITTED TO THE DIVISION OF 

PURCHASES PRIOR TO THE TIME OF THE OPENING FOR ANY CAUSE WILL BE 

DETERMINED TO BE LATE AND SHALL NOT BE CONSIDERED. THE ‘OFFICIAL’ TIME 

CLOCK IS IN THE RECEPTION AREA OF THE DIVISION OF PURCHASES. 

• PUBLIC COPY REQUIREMENT- DUE TO THE ANTICIPATED BID VALUE IN EXCESS 
OF $750,000 , BIDDERS ARE REQUIRED TO SUBMIT A “PUBLIC COPY” OF BIDS IN 
ACCORDANCE WITH R.I. GEN. LAWS 37-2-18(j). THIS PUBLIC COPY MAY BE 
SUBMITTED ON EITHER A READABLE CD OR HARD (PAPER) COPY FOR THIS 
EMERGENCY PROCUREMENT. 

 
SURETY REQUIRED:   YES 
BOND REQUIRED:        YES 
 
 PRE-BID MEETING: NONE 

 
Lisa Hill 
Chief Buyer 

 
Vendors must register on-line at the State Purchasing Website at www.purchasing.ri.gov 
 

Note to Vendors: Offers received without the completed RIVP Generated Bidder Certification 

Form may result in disqualification. 
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PROJECT NO. 2013-DF-038 
 
BID A TOTAL PRICE TO FURNISH ALL LABOR, MATERIALS AND EQUIPMENT, AND 
INCIDENTALS WITH TRAFFIC CONTROL IN CONFORMANCE MUTCD (MANUAL ON 
UNIFORM TRAFFIC CONTROL DEVICES) REQUIREMENTS TO PERFORM REPAIRS AS 
DESCRIBED IN THE BID DOCUMENTS. 
 
The breakdown for each Hurricane ID is as follows: 
 
HRS-013 $___________________________  
 
HRS-017 $___________________________ 
 
HRS-018 $___________________________ 
 
HRS-019 $___________________________ 
 
HRS-021 $___________________________ 
 
 
 
 
 $____________________________________ 
   NUMERICAL 
 
 $_____________________________________________________________ 
   WRITTEN WORDS 
 
*NOTE: WORDS AND NUMBERS MUST MATCH. PROPOSALS OFFERING DIFFERENT 
AMOUNTS WILL BE REJECTED. 
 
BID PROPOSAL MUST BE ACCOMPANIED BY THE ATTACHED BIDDER 
CERTIFICATION FORM.   
 
 



RHODE ISLAND DIVISION OF PURCHASES 
HURRICANE SANDY BID PROPOSAL FORM 

 

Page 2 of 2 

 
 
SUCCESSFUL BIDDER WILL BE REQUIRED TO FURNISH AN INSURANCE 
CERTIFICATE IDENTIFYING THE STATE OF RHODE ISLAND DEPARTMENT OF 
TRANSPORATION AS THE ADDITIONAL INSURED. 
 
LIMITS OF LIABILITY ARE AS IDENTIFIED IN ITEM 31 STATE OF RHODE ISLAND 
CONDITIONS OF PURCHASE WHICH CAN BE VIEWED AT THE FOLLOWING 
WEBSITE:  
 

http://www.purchasing.ri.gov/RIVIP/publicdocuments/ATTA.pdf 
 
IF THE CONTRACTOR VALUE EXCEEDS $50,000 THE SUCCESSFUL BIDDER WILL BE 
REQUIRED TO FURNISH A PERFORMANCE AND PAYMENT BOND FOR 100% OF THE 
CONTRACT VALUE WITHIN THREE (3) DAYS OF REQUEST. FAILURE TO FURNISH 
SAID BOND WILL RESULT IN DISQUALIFICATION. 
 
ALL WORK PERFORMED IN CONJUNCTION WITH THIS PROJECT SHALL BE 
COMPLETED IN ACCORDANCE WITH THE RHODE ISLAND DEPARTMENT OF 
TRANSPORTATION STANDARDS AND SPECIFICATIONS FOR ROAD AND BRIDGE 
CONSTRUCTION, 2004 EDITION,  COMPILATIONS OF APPROVED 
SPECIFICATIONS,REQUIRED CONTRACT PROVISIONS FOR FEDERAL AID 
CONSTRUCTION CONTRACTS, GENERAL PROVISIONS, RHODE ISLAND STANDARD 
DETAILS, RHODE ISLAND BRIDGE STANDARD DETAILS, FEDERAL WAGE RATES, 
CONTRACT SPECIFIC GENERAL PROVISIONS, JOB-SPECIFIC SPECIFICATIONS, 
DISTRIBUTION OF QUANTITIES, APPENDICES (IF APPLICABLE). 
 
DATE: _________________________________________ 
 
CONTRACTOR:__________________________________ 
 
SIGNATURE: ____________________________________ 
 
NAME: _________________________________________ 
 
TITLE: _________________________________________ 















RI Contract No. 2013-DF-038 
Hurricane Sandy Repairs to 

BEACH STREET, NARRAGANSETT 
ROUTE 1 @ SALT POND ROAD, SUCCOTASH ROAD AND HIGH 
STREET, SOUTH KINGSTOWN AND CHARLESTOWN BEACH 

ROAD, CHARLESTOWN  
 

(HRS-013, HRS-017, HRS-018, HRS-019 and HRS-021 attached) 
  
The Contractor shall not use private property to store equipment or materials without 
written approval of the property owner.  All work must be completed from the State 
Right-of-Way.  No areas shall be disturbed outside the limits of work. 
 
RIDOT will pay for police when they are used.  The contractor is required to include 
flaggers in their bid. 
 
All RIDOT Standard Specifications, latest Compilations and Material Testing 
requirements apply to this contract. 
 
All work associated with HRS-013, HRS-017, HRS-018, HRS-019 and HRS-021 must be 
completed by December 23, 2012. 
 
Payment of Lump Sum items will be based on the percentage of work completed.  The 
State will hold 10% of the Lump Sum item until Final Acceptance.  A 3% retainage will 
not be held. 
 
All Construction Layout and Survey will be incidental to this Contract. 
 
All pavement layer thickness shall be as required in the project scope.  All areas where 
pavement is removed must be restored within 3 days of the end of the work week. 
 
All pavement markings will be paint. 
 
Performance Bonds and Insurance are required for all work over $50,000. 
 
The contractor shall certify with their bid that they have sufficient resources to complete 
the work without having an effect on any existing emergency repair contracts or other 
RIDOT contracts. 
 
Latest Federal Wage rates shall apply. 
 
Subcontractor agreements must be submitted and accepted by the Department. 
 
RIDOT Hurricane Sandy Guidelines are also attached for your information.  
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HURRICANE SANDY DAMAGE GUIDELINES 
 
 
Hurricane Sandy Damage Proposal Protocol   

 
1. Talk with Engineering to obtain photos or take your own for repair location. 
2. Verify scope with engineering and your supervisor.  
3. Meet with a minimum of two contractors together at the site to discuss the 

scope of restoration. Obtain proposal from the two contractors, within 24 
hours, and forward to the main office.  Proposal for work should be lump 
sum based on the estimated scope from discussions with you and 
engineering, and supervisor. The contractor’s proposal must include 
schedule for start and completion for work as well as a bond (for 
restoration/repair work over $50,000 only). 

4. Contract Administration office will provide a letter of approval to start work 
and Construction Management Office will authorize RE to start work 

5. Construction Management Office to give copies of proposal and projected 
completion date to Engineering Office to update spreadsheet. 

6.  Engineering will set up paperwork for FHWA funding 
7.  Resident Engineer/Inspector to document activity using daily activity   

reports and photos. 
8. Supervisor must be notified of completed work, perform final inspection 

with Office of Quality Compliance and Review to accept work and 
authorize payment. 

 
General Guidelines 
 

1. All work and materials must comply with RI Standards and Specifications. 
2. Stay within the original scope of work unless otherwise approved by 

Construction Management Office. 
3. Erosion controls are required, where appropriate 
4. All traffic controls must be installed per the MUTCD 
 

 
Construction Guidelines 
 

1. Repairs are to be kept to a minimum, but restored to original line and 
grade 

2. Materials section must be contacted accordingly for appropriate test as 
required 

3. Paved shoulder repairs/roadways should be leveled, backfilled with 
appropriate material, compacted, paved and striped 

4. All paved shoulder/roadway restoration, cut and match line, should be 
located on the roadway edge line.  If the washout is beyond the edge line 
the cut and match line should be the center of the travel lane. If greater  

 



   
 

Page 2 of 2 
 11/08/2012 

 
 
 
 
 
 

than ½ of the travel lane… cut and match at the centerline of the roadway.  
DO NOT LOCATE JOINTS IN THE WHEELPATH 
Roadway repairs should include, but not be limited to the following.     
Saw cut pavement, remove pavement, backfill with gravel borrow subbase 
and restore flexible pavement in-kind. 

5. Landscape shoulders must be restored and stabilized with appropriate 
materials such as jute mesh, fabric or just plantable soil and seed 

6. If the roadway/bridge is closed, this will be considered a priority and the 
contractor should base his proposal on working a minimum of 12 hours 
per day and work will take place six days per week, Monday thru 
Saturday. 

7. If the roadway/bridge is open to traffic, the contractor proposal should be 
based on a minimum 8 hours per day and work will take place six days per 
week, Monday thru Saturday 

8. We do not anticipate any overnight work at this time 
9. Holiday work is required except on Thanksgiving Day, Christmas Day and 

New Year’s Day 
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HURRICANE SANDY DAMAGE INVENTORY 
TOWN OF NARRAGANSETT 

NOVEMBER 10, 2012 
 

 
BEACH STREET (ROUTE 1A) – HRS-013   

Page 1 of 11 
 

Narragansett - Beach Street (Route 1A), across from the Narragansett Town Beach. Direction of 
Travel – Northbound/Southbound 
 
Damage:  Minor washout of sidewalk on east side of roadway.  Undermined guardrail with 
heavy sedimentation along grassed median.  All drainage structures, pipes and sidewalks full of 
debris and sediment.  Damaged pedestrian pole (missing electric cover). 
 
Description of work is: 

• Remove and dispose silt, sand and debris from paved sidewalks, paved roadway and 
grass median 

• Remove and dispose guardrail from grass median 
• Re-grade, loam and seed median area with sea grass 
• Remove and dispose sidewalk at isolated locations 
• Excavation 
• Trim and fine grade 
• Gravel borrow subbase for sidewalk repairs 
• Bituminous class 9.5 and/or concrete sidewalk. Match in kind 
• Full depth sawcut existing asphalt and/or concrete surfaces 
• Locate existing drainage structures from existing record plans 
• Clean and flush all drainage structures and drainage pipes 
• Catch basin corbel repairs 
• New frame and grates 
• New frame and covers 
• Roadway closures in accordance with MUTCD 2009 
• Clean and sweep Beach Street for the entire area limits 
• Install erosion controls including but not limited to hay bales, silt fence, compost filter 

socks, etc. 
• Locate, excavate and reestablish outfalls (Clean 10’ from existing outfall) 
• Video record existing drainage pipes after cleaning 
• Repair existing concrete wall cap (reset existing or provide new as required) 
• Replace electric cover on Pedestrian Pole 

 
 
The limits of work extend approximately from Ocean Road to the Dunes Club Entrance. 
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TOWN OF NARRAGANSETT 
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Photos of Site:  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 
 



HURRICANE SANDY DAMAGE INVENTORY 
TOWN OF NARRAGANSETT 
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Photos of Site:  

 

 
 
 
 

 
 



HURRICANE SANDY DAMAGE INVENTORY 
TOWN OF NARRAGANSETT 
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BEACH STREET (ROUTE 1A) – HRS-013   
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Photos of Site:  

 

 
 
 
 

 
 



HURRICANE SANDY DAMAGE INVENTORY 
TOWN OF NARRAGANSETT 
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HURRICANE SANDY DAMAGE INVENTORY 
TOWN OF NARRAGANSETT 
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BEACH STREET (ROUTE 1A) – HRS-013   
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Existing Plans from R.I. Contract No. 4001 
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TOWN OF NARRAGANSETT 
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Existing Plans from R.I. Contract No. 4001 
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TOWN OF NARRAGANSETT 
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Existing Plans from R.I. Contract No. 4001 
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Existing Plans from R.I. Contract No. 4001 
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Existing Plans from R.I. Contract No. 4001 
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Existing Plans from R.I. Contract No. 4001 
 



HURRICANE SANDY DAMAGE INVENTORY 
TOWN OF SOUTH KINGSTOWN 

NOVEMBER 10, 2012 
 

 
ROUTE 1 @ SALT POND ROAD – HRS-017  

Page 1 of 4 
 

South Kingstown – Cmdr. Oliver Hazard Perry Memorial Highway (Route 1) at the intersection 
of Salt Pond Road.  
 
Damage: Ground mounted sign has broken away from the supports and has fallen to the ground.  
 
Description of work is: 

• Replace bottom portion of sign posts (W6x12) from breakaway couplings to hinge plates. 
• Replace hinge plates and bolts 
• Replace breakaway couplings and hardware. 
• Replace two bottom 12-inch extruded aluminum sign panels (24” x 168”). 

o Background – Avery Dennison High Intensity White (T-6507) 
o Text – “Hospital”, 10-inch Series E (Modified), Avery Dennison High Intensity 

White (T-6500), Text spaced 10 inches from bottom and 33.4 inches from the left 
panel edge. 

• Replace 1.25-inch trim on sign panel along both sides and bottom.  Corner radius: 9 
inches.  Sheeting: Avery Dennison High Intensity White (T-6500) 

• Remove and reinstall panel end trim on both sides. 
• Reinstall sign on existing foundations. 
• Remove and dispose all excess materials 
• Roadway closures in accordance with MUTCD 2009 

 
 

Note: It is the Contractor’s responsibility to verify all dimensions prior to ordering sign posts and 
panel sections.  The Contractor shall also verify the foundation elevations to determine if there is 
a difference in post length. 
 
 
 
 
 
The limits of work are at the intersection of Route 1 and Salt Pond Road.  
 
 
 
 
 
 
 
 
 
 
 
 



HURRICANE SANDY DAMAGE INVENTORY 
TOWN OF SOUTH KINGSTOWN 

NOVEMBER 10, 2012 
 

 
ROUTE 1 @ SALT POND ROAD – HRS-017  

Page 2 of 4 
 

 
Photos of Site:  
 

 
 

 



HURRICANE SANDY DAMAGE INVENTORY 
TOWN OF SOUTH KINGSTOWN 

NOVEMBER 10, 2012 
 

 
ROUTE 1 @ SALT POND ROAD – HRS-017  

Page 3 of 4 
 

 
Photos of Site:  
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TOWN OF SOUTH KINGSTOWN 
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ROUTE 1 @ SALT POND ROAD – HRS-017  
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Shop Drawing 
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SUCCOTASH ROAD – HRS-018  
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South Kingstown – Succotash Road, from Utility Pole 46-84 to Utility Pole 48.  Direction of 
Travel – Northbound/Southbound 
 
Damage:  Erosion of bituminous shoulder and loam and seed area adjacent to the edge of 
pavement. 
 
Description of work is: 

• Full depth saw-cut of bituminous pavement at shoulder pavement marking 
• Remove and dispose flexible pavement 
• Excavation 
• Trim and fine grade 
• Gravel borrow subbase for shoulder repairs 
• Hot mix bituminous pavement – total thickness shall be 5 inches or match existing 

roadway depth, (2” of hot mix class 12.5 surface and 3” of hot mix class 19) 
• Remove and dispose trees 
• Loam and seed side of road 
• Extended term biodegradable erosion control blanket on seeded areas. 
• Pavement markings (replace white shoulder markings) 
• Roadway closures in accordance with MUTCD 2009 
• Install erosion controls including but not limited to hay bales, silt fence, compost filter 

socks, etc. 
 
 
 
 
The limits of work extend approximately from Utility Pole 46 to Utility Pole 48. 
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TOWN OF SOUTH KINGSTOWN 
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HIGH STREET – HRS-019  
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South Kingstown – High Street, located off Main Street in the downtown area at the intersection 
of High Street and Highland Avenue. 
 
Damage: Uprooted tree has damaged the existing concrete sidewalk.   
 
Description of work is: 

• Remove and dispose sidewalk 
• Excavation 
• Trim and fine grade 
• Gravel borrow subbase for sidewalk repairs 
• Concrete sidewalk 
• Concrete driveway 
• Full depth sawcut of existing concrete surfaces 
• Load and seed 
• Roadway closures in accordance with MUTCD 2009 
• Install erosion controls including but not limited to hay bales, silt fence, compost filter 

socks, etc. 
 
   
 
 
 
The limits of work extend approximately from Highland Avenue to the stone wall in front of 
House No. 68 on High Street. 
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TOWN OF CHARLESTOWN 

NOVEMBER 10, 2012 
 

 
CHARLESTOWN BEACH ROAD – HRS-021  
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F-Charlestown – Beach Road Bridge No. 376 
 
Damage:  Undermining of sidewalks with slope erosion.  Heavily rusted guardrails with rotted 
wooden posts. 
 
Description of work is: 

• Remove and dispose all existing guardrail  
• Steel beam RI standard guardrail –metalized and painted brown including posts  
• Guardrail approach end treatments – RI Std. 34.3.1 (TL-3) 
• Steel beam bridge connection approach ends (w/o nested trail) RI Bridge Std. 9.2.0 
• Steel beam bridge connection trailing ends (w/ nested trail) RI Std. 9.2.0 
• Remove and dispose undermined sidewalks 
• Rebuild existing slopes with dumped R-5 rip rap 
• Place FS-2 filter stone and filter fabric under rip rap areas 
• Excavation 
• Gravel borrow subbase for new sidewalk 
• Cement concrete sidewalk in areas where undermined sidewalk has been removed 
• Loam and seed 
• Trim and fine grade 
• Erosion controls including but not limited to hay bales, silt fence, compost filter socks, 

etc. 
• Roadway closures in accordance with MUTCD 2009 

 
   
 
 
The limits of work extend approximately from the end of the northbound guardrail to the end of 
the southbound guardrail on Charlestown Beach Road Bridge No. 376. 
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GUARDRAIL STEEL BEAM SINGLE FACE EARTH AND ASPHALT METALIZED 

AND PAINTED 
 

DESCRIPTION: 
 

The item covered under this Special Provision consists of performing all operations necessary to 
furnish and install all components for the replacement of GUARDRAIL STEEL BEAM SINGLE 
FACE EARTH AND ASPHALT METALIZED AND PAINTED. 

 
MATERlALS: 

 
Materials shall conform to the applicable requirements of subsection M of the Rhode Island 
Standard Specifications for Road and Bridge Construction, Amended December 2010 with all 
revisions.  Metalizing shall comply with Section 827 of the Rhode Island Standard Specifications 
for Road and Bridge Construction, Amended December 2010 with all revisions. Painting shall 
comply with Section 825 of the Rhode Island Standard Specifications for Road and Bridge 
Construction, Amended December 2010 with all revisions. The paint colors include but are not 
limited to brown. The paint color will be as directed by the Engineer. 

 
  BASIS OF PAYMENT: 

 
GUARDRAIL STEEL BEAM SINGLE FACE EARTH AND ASPHALT METALIZED AND 
PAINTED will be included with the Lump Sum bid for HRS-021. 
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