State of Rhode Island
Department of Administration / Division of Purchases
One Capitol Hill, Providence, Rhode Island 02908-5855
Tel: (401) 574-8100 Fax: (401) 574-8387

ADDENDUM #1

REP # 7548382 TITLE: D.O.T. MIDSTATE FACILITY LIGHTING UPGRADE

SUBMISSION DEADLINE: 1/28/14 — 11:00 A.M.

Prospective bidders and all concerned are hereby advised of the attached changes/modifications
for the above referenced RFQ and are hereby requested to change their copies accordingly.

Lighting Upgrade Plan and product cut sheets are attached.

LISA HILL
CHIEF BUYER

Bidders must include a signed copy of this addendum with their proposal submission as
acknowledgment.

Company Name (Print) Signature of Authorized Representative

Page 1 of 1
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SPECIFICATIONS:

TYPE A

HB80 SERIES

Linear HO-T5 Fluorescent
High Bay Luminaire

Fixture Type:

Joh Infarmation:

The HB8O fluorescent high bay luminaire offers-an alternative
to the traditionat HID high bay source and is now becoming
the preferred method for high mounting height applications.
Linear HO-T5 lamp and batlast technologies, advanced optics
and uttra-high reflective materials, are built into a full hous-
ing tuminaire design.

Designed for warehouses, manufacturing facilities, big-box
retail environments, and school gymnasiums that have high
ceilings and wide open spaces. Use in new installations or as
a direct replacement for older inefficient HID tuminaires.

Provides a high lumen energy saving package with the reli-
ability and benefits of a fluorescent source and none of the
disadvantages of an HID source.

Ultra high efficiency: Over 98%, industrial style luminaire
delivers 5000 initiat lumens per each 54W-HO-T5 lamp used.
Specify 2-, 3-, 4-, 5-, or 6-lamnps.

Energy consumption: A 4-lamp HO-TS luminaire consumes
about one-half the energy of a typical 400W metal halide
high bay fixture while maintaining comparable light levels.
Replaces an HID high bay on a one-to-one basis with dra-
matic energy savings.

Lamp and ballast technology features: Up to 35,000-hour
lamp life, highest energy savings, zero degree F starting
temps, instant on/instant re-strike, sound rating a quiet “A”,
93% lumen maintenance, 3000K, 3500K, and 4100K color
temperatures, 85 CRI.

Reflector: Luminaire design features a precision-formed
milii-beveled Miro-4 enhanced aluminum reflector with a
reflectivity of 95%. CAD designed to the corresponding num-
ber of lamps for maximum optics and performance. Other
materials on request.

4-Lamp Unit
[See HBBO/FR Series)

L]

L]

Optional Door FraAssembly OpnonalW:reard Assembly ]

Ballasts HO-T5; Full electronic, normal light output, high
power factor. Programimed start, THD less than 10%, end-
of-lamp life safety shut down feature. Up to 4-lamps per ballast
is standard. Six-lamp tuminaires to have one 4-lamp and one
2-lamp combination. Multi-volt 120V-277V/50HZ-60HZ is stan-
dard. Dedicated 120V/60HZ, 277V/60HZ, and 480V/60HZ are
available. Multi-circuit wiring upon request.

Emergency battery back up: Integrated packs range from
825 lumens up to 1600 lumens. Varies with tamp type.

Housings: Die formed code gauge cold rolled steel permanently
assembled with rivets and screws. Vented top for optimum bal-
last performance. Ample knockouts are provided. Quick wiring
access plate provided. White enarnel finish on all parts. Post
painted powder coating on request. An alt-aluminum housing
is optional.

Sockets: Miniature T5 bi-pin rotary tocking type. Constructed
from UV and heat resistant breakage-free polycarbonate.

Occupancy sensors: Self-contained sensor mounts directly
to luminaire. Provides occupancy control to individual tumi-
naire with passive infrared technology. Reliable coverage
up to 40Ft. height. Interchangeable lenses for 360 degree or
aisle way pattern.

Optional accessories: Ship separately; Wireguards, V hangers,
stem sets, cable sets, Pre-installed; Y-shaped cable/paddle
hangers. Wired-in; GLR ar GMF fusing, 120V 18/3-SJT cord
sets, 120V 16/3-SJT cord and NEMA L5-15P twist-lock plug
set, 277V 16/3-SJT cord and NEMA L7-15P twist-lock plug
set, flex-sets.

UL and CUL listed 1598 and bears their label. Suitable for dry
locations or optional ‘damp locations with UL Damp Label.
Union made and labeled;

. MERGURY
” LIGHTING

FRODUCTS CO, INC,

20 Audrey Place  Fairfield, NJ 07004 » Tel: 973.244.9444 o Fax: 973.244.9522

www.mercltg.com




Tyre A
e —T—LT———

Linear HO-T5 Fluorescent High Bay Luminaire

Fixture Type:

Job Informatien:

A Fill in boxes below with corresponding bold options.
Example- HBBO 654-H0-T5-ELB-UNI-2B/42-EMPK/1320-05

LI I | | IEEE [ I |
Series No.of Lamps Cross/ Lamp Wattage/Ea./ Lamp Type Ballast Type Voltage Number N
Fixture Width Fixture Length P e Y ¥ of Ballasts Wired-In Options
HB8O 2 54 HO-T5 ELB UNI 1B EMPK/ISL54
HBSD Rixemcent Lamps/13-13/16” S4W-H0-T5-48"L Linear High HO-15 Electronic Universat Valtage, }-Ballast /Standard ISL-54 of Equal 82% Limens.
High Bay Datput T Programmed Start, Multi-Volt 320V-277v || forall 2-, 3-, or One HO-T5 Lamp.
Luminaie 3 . <1{J‘IJHD, Upte 5QHZ-60HZ. 4-Lamp Luminaires. EMPK/I320
tamps/13-13/16" Otber Lamps — 4-Lzmps pei
HBBOAL / / As Specified, Other Lamps Fulti-Volt Ballast, 120V ZB/ 32 ¥:320 of Equal 1150 Lumens.
HBeD 4 As Specified. Eg&]‘\?;»l'im;ps per 120Y-60HZ/ 2-Ballasts/Standard for | One HO-T5 [amp.
All-Alume) tamps/13-13/16° WY Ballast, Dedicated Yaltzge all 5-Lamp Luminaires,
Hlm‘gx‘g‘ﬂigh s/ / far Dimming, 3-Lamp/2-Lamp. EMPK/ISlelO
Bay Luminaive 5 Cord Sets, Fax, 3B/42 ISL-540 ot Equal 1300
Lamps/18-15/16" 277V / Lumens. Gne BO-T5 Lamp.
2-Baltasts/Standard for
6 Z77V~GDP;Z/ all §- la;np Luminaires. EMPK/I&BO
: 15716 Dedicated Valtage for 4-lamp/2-Lamp. 1-880 or Equal 1600 Lumens,
Latps/18-15/16G Pimming, One HO-T5 Laip.
Catd Sets, Flex. 23/11, 21, 22 0s
P 2-Ballasts/Optional
(Order Separatelyl /482\'06‘15}12 [D{L 3,LGd Leviton OSFHU of Equal
. K 480V . 4-Lamp Luninaires, {Oceupancy Sensor, 360
Examp[e' EX: WG'HBBO"§54'1 16-WHT 1-Lamp/1-Gmp, chrge L(c}ryns In;h\lcd
All Wire Guards Include é6-Mounting Clips & Screws 2-Lamp/1-Lamp, Aisle Way Pattern Tncluded.
2-Lamp/e-lamp. Others s Specified.
3B/222 18/3CP
!WG-HBSO| l ! I | | 3-Ballasts/Optional 120Y 18/3 SIT.Coud
for 6-Lamp Luminaises., & Plug Sel/Oihess on
Series Lamp Wattage/ Wire Gauge Finish 2-Lamp/2-Lamp/2-Lomp. || Reguest.
Wire Guard Width
_ 16/3CTP
T - < T gthscr Cotllnl:{illaﬁuns 1209 1L6/3 ST Cord &
X s Sparified. HEMA [5-15P Twist-Lock
WG-HB80 454 R 96 ! WHT Plug Set/Others on
Wire Guand 4-lamp Width 9 Gauge Wire CHR Tequest.
654 116 277-16/3CTP
6-lamp Vidth 11 Gauge Wire 277V 1673 SIF Cord &
146 HEMA L7-15P Twist-Lock
) Plug Set/Others on
14 Gauge Wire Request,
FLX
(Order Separately) GET 120¥ of 277V Flex.
FLX/2
6FY 120V or 277V
I | I I 2-Circuit Mex.
GLR/Fusin
Cat. # Bescription / . g
GMF/Fusing
CH
VH V Hanger (2) ¥ Shaped Cale/
R Paddle Hangers
V Hanger w/48" Chain
VH-48 &5 Hook Pee-Tnstalled.
Single Stem Set* PP
~ v ingle Stem Sef Past painted powder
St *Add Lenglh coafed finish. On request.

CH

Y-Shaped Cable/
Paddle Hanger

Qs
Sensor Detail

5., fi-Lamp
~ . 3 R [}
P ] ~ - I
. S N s "
2 ‘(3 \\ / C‘ S , o) o &N o \// ;) \ , \ / 5 ~ ¥ O\\ 3344
i i ‘ é 1
t i i H | ; I Y
H H { i !
| Lfs-x/xs'—»l: 3 ;
13-13/16 i ! . o
I 19-15/16 :

@\ MERGURY 7
> LIGHTING

PRODULTS €O, YNC.

SPECIFICATIONS SUBJECT TO CHANGE,
CONSULT FACTORY WHEN CRITICAL.

20 Audrey Place  Fairfield, NJ 87004 = Tel: 973.244.9444 « Fax: 973.244.9522 8/10

www.mercltg.com




TYPE'R’

Gitalod
LITHONIA LIGHTING' |~
Hotes
FEATURES & SPECIFICATIONS
INTENDED USE Type
tdeat for mounting above entryways and loading docks,
CONSTRUCTION

Rugged, comosion-resistant die-cast aluminum back housing and hinged door fraime. Castings are sealed
with a one-piece gasket to fnhibit the entrance of external centaminants. Finishis bronze polyester povsder
paint forlasting durability.

ELECTRICAL

Ballast is constant wattage autotransformer, Ballast &s 100% factory-tested.

Metal balide: super (WA pulse start baltasls, 8805 efficient and £ISA compliant, are required for 250-400W
{must oider SCWA option) .@.«ﬁiﬁg @' for US shipments only. CSA required for pulse start ship-
ents to Canada, 2508 and 400M do not (omply with California Title 20 regulations,

Socket: Magul-base socket, nickel-plated screw shell and center contact,

OPTICS

Refractor is prismatic biorosificate glass, Reflector is die-foimed anodized stippled alumipum.

TWR2 250W

Hogul-base famp induded in carton.
INSTALLAYION

Housing is configured for mounting directly over a standard 4” sutlet box or for sutface wiring via any of
three convenient 1/2" threaded conduit entry hubs.

LISTING

TWR2 400W

Wall Packs

TWR2

METAL HALIDE: 250-400W
HIGH PRESSURE SODIUM: 250-400W

UL Listed to US and Canadian safety standards (see Options). Suitable for wet locations (25°C maximum
ambient temperature).
Hole: Specificalions subject fo changé without fintice.

W2 250W
Specifications

l— W —|
TWRZ400W
Spedifications

Height: 9-1/4(B3.5)
Width: 17-7/8 (45.4)
Depth:9-3/8(23.8)
*Weight: 26 Ibs/ 11.8 kg

Atdi shownin incies

Height: 9-1/4(23.5)
Width: 17-7/8 (45.4)
Depth: 12:1/2 (31.8)
*Weight=311bs/ 14.07 kg

) unless otherwise noted.

*WYeight as configured in example below.

Example: TWR2 400M TB SCWA LPI

Catalog . ;'l,amp
Hurber - ° :included

Hetal halide . :

TYR2 2508 120 PELPICSA 50 120 ¥ ¥

 IWR2I50M L0SCYAPELPI %0 m. ¥ ¥

TUIR2 2504 277 SCYAPELP) 250 P ¥ ¥

TWRZ 2504 1201347 LPICSA %0 120047 i ¥

""""" TWRISOMTBSOWALN 250 " uenesMnT "2 T

TWR2 3200 120 SCWAPELP) 30 10 v Y

TWR2 320M 277 SCWA PELP) Y 1 ¥ ¥
T IWRIZOITBSCWALPI 2 ] ¥ i
TUR2AGOM 120 SCUIA PELP) 0 120 ¥ ¥ t
TVIR2 40004 277 SCWAPELPY 400 m ¥ v y
TWR2400M 1201347 IPICSA 40 120047 i ¥ ¥
TWR2400MTBSCWALP) “w 10/iGs2401277 i ¥ R

Higl pressure sodium I S
T2 250S TR04TLPICSA 50 120347 i Y Y
TWR Z501BLA 2% nosinTT 0 Y N }

TWR2 4005 120/347 191 (SA a0 20347 i ¥ v
TVR2 4005 TBLFI 0 120/2081240/277 N Y N

Ac(essmies' rdér as separnte mlalog number.
e - Shipped separately -

TWR2WGU Wirequard

auroon

TWRZ-M-S




TyPe ' B

TWR2 High Pressure Sodium/Metal Halide Wall Pack

TestNo. LTL10411 | TWR2 400S Test No. LTL10376
COEFFICIENT OF UTILIZATION

TWR2 2505

COEFFICIENT OF UTILIZATION

.4\1 2 3 A4 s 8§ 4 2 3 4 5 s,
1k N -

& N <

N . N i

) £ A\ N £

5 1 é /} 1 é
Ny s | P IIN g
16 2 7V N 2
05 ;// h , z' 10 -/// }\ , é
25}e=] /\ A g L el / \J 4 §
u.1// \ a .2.5—"’/ DA s

0 1 2 3 4 S 6 0 { 2 a 4 5 6

250W High Pressure Sodium lamp, 29000 rated
lumens. Footcandle values based on 20'
mounling height, Distribution.

400W High Pressure Sodium lamp, 50000 rated
lumens. Footcandie values based on 20
mounting helght, Distributlon,

TWR2 250M Test No. LTL10414

COEFFICIENT OF UTILIZATION

. A2 3 4 5 8,
“L tE
]
s
M .
=
NN £
257 ) L=}
IO‘/ y 2 &
b [%2)
c.5// E
pa=1
25 / \ P2
S
< <<
4 =

g

6.3 \ a

) 1 2 3 4 5 6
250W Metal Halide famp, 20000 rated
lumens. Footcandie values based on 20¢
mounting helght, Distribution.

2 LITHONIA LIGHTING® TS

An“FauitySrands Campany

OUTROOR:  Oae Ulhonia Way Lomyers, GRO60IZ Phenys SCOT0-8531  Fae TTO-URRG00 wewltuiagsn € 50032010 Aoy Beonds Lighling, Ine. A9 siglis sbsevvadl, Ruv, 1071072012




TP E "C” & "’:bﬂ
LITHONIA LIGHTING® |

Hates

FEATURES & SPECIFICATIONS

INTEHDED USE — Ideal vihere high brightness and good illumination levels are required such as retail, Type
light industrial and warehouses.

Atteibutes: Availablein ape lamp or Lo lamp configuration.

CONSTRUCTION - Heavy-duty channel, die-formed from code-gauge steeh.

Sturdy channel cover secured by aptiva quarter-tun latch for casy aecess to wireway.
Combination endplate/channel connector fumished with zach fixture. i =Au c

General-Purpose Strip

Finish: Five-stage irgn phosphate pretreaiment ensures superior palnt adhesion and rust resistance, Painted
parts finished with high-gloss, baked white enamel,

ELECTRICAL — Thermally protected, tesetting, Class % UL Listed and CSh Cartified hatlast is standard.

Sound rating depends on lamp/ballast combination. R
AWM, TR, THHM wite thioughout, Tated for requived Temperatures, o 2,3,4,6'and 8'length
INSTALLATION — For unit or rav installations, surface or suspended mounting. S Tor2 lamps
LISTINGS — UL fisted to US and Cenadian safety standards. Optionai: Mexico HOM. -
Damp location fisted. '—M - _ . -
Listed for 25 degree Cambieat tempzrature. tengt %é«m} @ l 2(5”;,6 I—YQ 2(';{2])8
WARRAKTY — f-year limited waranty, Complete wananty terms focated at 48: (1219 -~ TR -
. aritybrands.on/Customeesoces! lerms_and_conditions,aspx, 72" (1829 (“'“/ ‘(D @
Hote: Spedifications subject to change without notice. ! B | 4-3/8 ,,_,j L 438 __ |
Actual performange may differ as a result of end-user environment and application. Vf'u"h: N ],) o Pomd
Fixture Depth: 2-1/167(5.2)
All ditnensions are indhies {centimeters) unless olhes wise spedified.
Lead times viifl vary depending on aptions selected. Consult with your sales representative: Example: (232 MVOLT GEB101S
C
Sertes o o | Humber of lamps Lamplype - 00 0 o : : - voleage
C General-purpose strip 1 I8 T12 Stimfine HO MvoLt?
for tandem double length unit, 2 17 17WI8(247) 36 30Wslimline (36") 24H0 I5WT12 800mA (A7) 120
add prefix T. Exampie: TC fampnotinduded 25 25WTB(3¢67) 48 38¥slimline (487} 36H0 458 T12800mA (367)" 77
3 32W T8 (487) 72 55Wshimline (727) 4800 604 800mA (487) 347
9618 59W T3 slimline (967) 96 75\ slimline (967} 72HG B5W 800mA (72°) Othirs availaple
: 96H0 110% 800mA (367
S6T6HO  66W380mA (96”)
Qptions - . ; : ;
GEB Electronic baliasts, <20%THD* EL Emergency hattery pack (pominal 300 lumens)
GEBIOIS  Electronic ballasts, <10%6THD, instant start? GLR tntesnal (ast-hlow fuse (add X for extarnal)®
GEBIORS  Electronic baflast, <1095THD, fapid start® GHF Internal slove-blow fuse {add X for external)*
GERTOPS  Electronic bailast, <10%THD, pragrammed start PLR_ Plug-in wiring; specify 1, 2, or 3 branch circuits and hot viires (& = Black, B=Red, (= Blue, AB o7 AQ)
Bitp High-cfficiency baltast, .78bf (low), instant start Ity Tandém in-line wiring
BIP T8 high-performance ballast; .86bf (nonnal), instantstatt A CSA Certified (only required for 347Y)
BiHP 18 high-performance ballast, 1.20bf (high), instant start HOR NOM Certified
4 One fonr-famp baltast® A Alunstnum housing; white enamal finish
Notes
 Aecassaries: g,-dm’,mpmm calologtumber, T =1 1. Oolyavalalhle with AL optian.
: C g ’ " 2. MVOLT standad for 120-277V applications, 30-60 mhz operation.
so. Sviivel stem hanger {specifylength in 2"increments)  HR(T® Hooker T-har hanger (1-1/2"from cailing) Some options requile voltage specified.
18 Ceiling spacer {adjusts from 1-1/2°10 2-1/2"frain celling)  WGCSMRAZ  Wireguard, 4°wihite fot symmetsic reflector” 3. 37 siline faraps only.
CORLGC 12" screvr-on chiannel connector WGCASR48  Wireguard, 4'vuhite for asymmetric feflector’” ; 3::':?;32?::31;::ﬁ;:"'y ‘
WGCUN ST Wireguard, 4’ white MR8 Symmetricreflector, 4'white, 7° aperture’ 6: pecifyvoltage. ”
HG6 Chain hangers (1 pair, 36™lang} CASR48  Asymumetricyefloctar, 4" white, 5-3/4"vide’ 7. Ordertwofor 8 fixtures;
HRC* Hooker T-bar hanger {flush to ceiling}

IANUSTRIAL ¢




C General-Purpose Strip

Type ¢ 4 ©

MOUNTING DATA

For unit orvow installation, surface or suspended mounting.
Unit instaffation — Minimum of two hangers required.

flow installation — Tiwa hangers per channel required one per fixture plus ane per row of CONLGC instalted.

Hooker® (HRC) and {HC) Hangers - minimum two per channtel (unit and row).

See ACCESSORIES below for hanging devices.

DIMENSIONS

Al dimenstens in inches

teis) unless

48%72" and 96" have anly two 7/8"K.0% 6*from each end.
24" and 36” have only two 7/8”K.0'5 3-1/4 from each end.

pecified. Subject to chiange vithout notice,

i 35 :
b P (91.4} 3.1/4
— (610} Tusa Wyl -
a8 [, ol l] 4 I,Q B B 1.10_1
g [ ToE {a® ma [%7° W R
k3w 5 _| eyl 16 | 16 ]
SQ HC386 4_,,4[ 83) l”us,z) o rsz isar
{10.8}
48
{121.8)
L& 10 (U
1152) I 4 18.3)
N 3 =TI DN - WY T
i 0 QEb o -0[.) F‘,-g;_

i I T 3-1/4 6
29716 ® zie | @, f1o (152
(5.2) £ j2ms (52 2-15/16

L (75) i {7.5) 2

(1219
_J_ |6 4 314 -
(152 1 18.3}
) 212 B o, JE F_ B Moy L, .cy.dB
— (4“3/18) — 64 LTV 7S o o} FYES
) . &8 L6
438 “’" h -
B T 121y 1152
. (10.0}
| ai
F 5 _ {243.8) 1
{1521 8:3)
D=11/1617) Dia.K.0. 438 | 0 _E Heps
E=7/8(22) Dia.K.0. L P"*ég"“““"‘"“‘r"“'“‘"‘"'"‘"“+‘"‘"“""'“““‘r““‘""“‘éﬁ*@a‘ A
F=1-1/4 (32) Dia X 0. P 4 }; [ .{
H=2(51}Dia.K0. 11219} (53}
(10.8}
Calcutated using the zanal casity methiod in accordante vith ESHA L1 procedure, Bloss teflectances ase 20%, Laing confiquiations shvin ate typleal
All dsta based e 25°C, Fuk pholometric ¢ata on these and other configurations avaflable upan tequest.
G232 €296
TEST NO; LTL 5181 TEST NO: LTL, 18340
LUMENS PER LAMP; 2900 LUMENS PER LAMP: 5300
Coelficients of Utifizalion Coefiicients of Uiilizaiion

of 20% of 20%

pc 80% 70% 50% [l 80% 70% 50%

pY 50% 30% 10% 50% 30% 10% 50% 30% 10% P 50% 30% 10% 50% 30% 10% 50% 30% 10%

[] 106 106 106 102 102 102 93 93 93 [] 103 103 193 9 98 98 90 90 9o

1 89 84 79 85 80 76 T 74 71 1 86 82 78 82 78 74 75 712 @9

2 76 6B 62 72 66 60 g8 61 56 2 74 67 Gt 70 64 59 64 59 5§

3 65 57 50 62 &5 49 57 51 45 3 64 56 49 61 54 48 56 49 44
n=4 57 48 42 55 47 40 50 43 38 xt 56 47 41 53 46 40 49 42 37
gS 51 42 35 46 40 34 44 37 32 35 49 41 35 4T 39 M 43 37 AN

6 45 36 30 43 35 29 40 33 28 [} 44 36 30 42 34 29 39 a2 27

7 41 32 26 9 3 25 36 29 24 7 40 32 26 38 30 25 35 28 24

B 37 29 23 35 28 22 33 26 24 ] 36 28 23 35 27 22 3z 25 21

8 34 26 20 32 25 20 30 23 19 9 33 2% 20 3z 25 2 22 23 19

10 31 23 18 30 23 18 28 21 147 10 3 23 18 29 22 18 27 2t 17

Zonat Lumun Summary
Zone Luimens % Lamp % Fixlure

0°-30° 8421 145 15.6
0°-40° 14358 248 26,7
0°-60° 28101 484 522
0°-90° 43625 75.2 81.0
90° - 180°1021.0 17.6 19.0
0°- 180° §303.6 928 100.0

Zonal Lumen Summary
Zone _Yumens % Lamp % Fixture

0°-30° 17858 4.2 8.7
0" -40° 30424 24.1 26.8
0%-60" 5944.0 47.2 523
0%-90° 90275 T71.6 79.4
90*.-180°23418 18.6 206
0°-180°113694 90.2 100.0

: En'gigy((ai:ula;edinacmdame;mhN'Em's'(a'n’da'rdms;

Energy (Calculated [p,ggép(d@@cé\-iit,I')'HE!-jAst'andard LES)
AHNUAL

ANKUAL '

IAMP LAMP  BALLST ORDERING LAMP  BALLAST
LERFL  EMERCY  piscRiPTiON LUMENS FACTOR WATTS wrorwanion  [EMFL BHERGY peccqipmion - wumens  Facror WATTS
%62 379 WsEBL 290 8 5 (23IWOITGEBIOS 776 $09  Baems w00 8 %
*(omparative yearly lighting energy cost per 1000 lumens. (232 MVOLTBILP 93.6 $2.56 F3218/835/HT8 3100 78 48

*{omparative yearly lighting energy cost per 1000 lumens.
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VA L/THONIA LIGHTING'
FEATURES & SPECIFICATIONS

INTENDED USE

For wall mount — vertical or horizontal, Ideal for stairwells, corridors, lavato-
ries or any utility application. Certsiin airhorne contaminants can diminish
integrity of aciylic. Click here for Acrylic Environmental Compatibility
1able tor suitable uses,

ATTRIBUTES

Detachable, hinged service tray for ease of installation and maintenance.
Night-light options available. Consull factory.

CONSTRUCTION

Housing is precision die-formed from 20 gauge cold-rolled steel. Diffuser is
high-impact 50% DR acrylic.

FINISH

Five-stage, iron-phosphate pretreatment assures superior paint adhesion
and rust resistance:

Painted parts linished with high-gloss, high-reflectivity baked white polyester
paint after fabrication {PAF). Optional architectural black 40% gloss finish.
OPTICAL SYSTEM

High-impact acrylic lower diffuser. Optically engineered for superior light
distribution and tinted to- mask lamp image and control glare. Easy snap-in
installation.

ELECTRICAL SYSTEM

Thermally-protected, resetting, Class P, HPF, nor-PCB, UL Listed, CSA Centified
ballast is standard. Luminaire is suitable for damp focations, AWM, TFN or
THHN wire used tiroughout, rated fer required temperatures.

UL/CSA listed ballast disconnect w/strain relief and leads provided standard.
LISTING

UL Listed to US and Canadian safety standards. Optional: Mexico NOM.
WARRANTY

Guaranteed for one year against mechanical defects in manufacture.

Catalog Number

Notes Type

Premium Wall Bracket

T WP

T5 and T8
2,3 or 4 Lengths
1 or2Llamps

Specifications

Length: 24 (60.96), 36
(91,44} or 48
{121.92)

Width; 7-3/16 {18.26)
Depth: 3-1/4 (8.26)

subject to change without notice,

All dimensions are inches {

ers). Specili

ORDERING INFORMATION

For shortest lead times, configure product using standard options {shown in bold).

Example; WP 2 32 MVOLT GEB10IS

wp
l Series | ! Lamp type 1 I Up-light shielding type I ; Voitage l i Options
WP Wall 17 TW T8 (207) (blank} #1Zpattern » 120 211 Two 1-lamp ballasts?
bracket 25 25W T8 {367) ;m’;{lﬁ']i‘?é‘lﬁe"s 271 GEB10IS Electronic hallasts, < 10% THD, instant start
32 PWTa{48") Pl iy 347 GEB10PS Electronic hallasts, < 10% THD, program start
w “t ACF125 Matte white 0.125 R
Number 14 14W T5 (247} thick flat acrylic MvoLrY EL Emergency battery pack (nominal 300 lumensl; see
of lamps 21 BIW TS (367 uplight lens Othars Life Safety section
1 28 28W TS (48°)° PCLIZIZ5V #12 pattern, available. GLR Internal fast-blow fuse
) 24 24W T5HO {247 inyerted 0.125" GMF Internal slow-blow fuse
. 39 30W TSHO {36 thick polycarbon- TPS Tamperproof attachment of lower diffuser
Not included. ; ate uplight lens p Lo 9
54 54W THHO (487)' MB  Architectural biack finish, 40% gloss

DO Downlight only.
Standard high-
impact acrylic
lower diffuser,
solid metal
housing

NOTES:

I AllTS lamp types use GEB10PS ballast only.

2 Must be speeificd with §2, 84 or BF options.

3 BF option must be specified if separation of up and down light is desired.

4 Requires 2/1 option:

§ For opfional locations, consult factory.

G Supplied with standard high-impacl acrylic lower diffuser.

7 Appli flush with both cejling and wall, require DD option.

requiring

BF Internal baffle for up/down light separation?

C0 Convenierice outlet; installed bottom right (120V
only)®

St Pull-chain switch; installed bottom left; onfoff
operation, of ali lamps only {128V only)®

$2 Pull-chain switch; on/off operation of forward
{down) tamp, rear {up) tamp remote-switched {120V
only)*®

$4 Puil-chain swiltch; four pesition — front only, rear

only, alf an, all off; instalied bottom left {120V only)*s

Rocker switch; om/off operation of all lamps only;

installed bottom right (120V onlyl®

Listed -and labeled to comply with Canadian

Standards

SWR

CSA

Accessories

" Order as separate catalag number.

14220 Hex base driver bit, Torx TX20, for tamper-resistant serews with
center pin.

Fluorescent

Sheet # WP WALL-140




WP Wall Bracket, Premium

MOUNTING DATA Kayhole slot
32
(0.55) DIA
T 38
8 : s (P—t-(0.95)
(1:1',?{9?) & (ﬂg) & '(®7 D16 ((%55) DIA
4/// ) “‘- v
2(508 DIAKO,
WITH 718 (2.20) DIA. K.0. INSIDE i
c - c
DIMENSIONS

Inches {canlimeters). Subject 1o change without nelice.

A B c D
20916 6207) | 8 (037) | 10-0501& (27.98)]  ----
36-7/16° (92.55) | 16" (40.64) | 16-15/16" (13.02) | 413716 {12.22)
187116 (123.03) | 16" (4064} | 22-15/16° (58.26) | 4-1316" (12.22)
PHOTOMETRICS

Photometry derived in accordance with IESNA LM4) procedure, Vertical and horizoatal
illnminance is calcutated with fixture mountad 7' above floor, Reftactarices 80/50/20 %.

Full photometric data available upon . fequest.

WP 232
Report LTL 6508

Initial Point Hluminance on wall and horizontal work surface. {fc)

X and Y coordinates are on 12* centers,

% A B _C E F 6 K I 4 K
Y
8 3 4 4 6 6 6 5 4 4 3
8 3 4 4 8 8 8 6 4 4 3
7 4 4 5[ ] 5 4 1
6 4 4 4 17 22 B/ 22 17 4 4 4
Vert. § § 4 4 7 7 71 5 4 4 4
4 4 4 4 4 4 4 4 4 4 4
3 4 4 3 3 3 3 3 3 4 4
2 4 3 3 4 4 4 3 3 3 &
1 3 3 3 4 4 4 3 3 3 3
1 10 12 15 18 19 18 17 15 12
2 11 13 15 19 19 19 17 15 13
301 13 15 18 18 18 16 15 13
4 10 12 13 6 16 16 15 13 12
5 9 11 a2 o144 13 12 118
& 8 § 10 12 12 12 11 10 & 8
Horiz. 7 8 9 0w 1L 9 § 8 7
3 8 7 7 8 8 B B 7 1 6
g 5 6 B 7 1 71 1 5 6 B
% 5 5 6 6 6 6 6 & 5 5
1 & 5§ 5 5 § 5 5 § 5 4
12 4 4 5 5 5 5% 5 §5 4 4
1 4 4 4 £ 4 4 4 4 4 1
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