State of Rhode Island
Department of Administration / Division of Purchases
One Capitol Hill, Providence, Rhode Island 02908-5855
Tel: (401) 574-8100 Fax: (401) 574-8387

ADDENDUM # 3

11/17/2015

Solicitation RFQ #7549990

Title: Construction of New DOT Portsmouth Maintenance Facility

Submission Deadline: November 24, 2015 @ 11:30 am

Per the issuance of ADDENDUM #3 the following are noted:

(See attached)

Interested Parties should monitor this website on a regular basis, for any additional
information that may be posted.

Lisa Hill
Chief Buyer
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l. Bid Documents

1. No modification.

II. Specifications

1. Section 08 45 20 TRANSLUCENT WALL PANELS

Add: Part 2 — 2.1 MANUFACTURES A.: Kalwall 2 %" wall system for windborne debris

Add: Part 2 - 2.1 MANUFACTURES B.: Quadwall shall comply with windborne debris

per ASTM 1996 and ASTM 1886.

Add: Part 2 - 2.1 MANUFACTURES D.(added by Addendum #2): Thermal Sky 275

shall comply with windborne debris per ASTM 1996 and ASTM 1886.

Delete: Part 2 — 2.2 H. IMPACT RESISTANCE: for hand-held pencil test

Add : Part 2 — 2.2 H. IMPACT RESISTANCE: Windbome Debris Impact Resistance

Performance.

1. Translucent panels must be impact-resistant meeting the requirements of an

approved impact-resisting standard: ASTM E 1996 and ASTM E 1886 or TAS 201,
202 and 203.

2. Panel System designed to meet Large Missile per ASTM E 1996.

mo O w>

2. Section 08 37 30 HIGH SPEED ROLLING DOORS ALTERNATE #5
A. Add Part 1 — 1.7 PERFORMANCES REQUIREMENTS, B: Impact resistant testing for

flying debris. Complying with large missile ASTM 1996 & ASTM 1886 class D or
equivalent testing standers.

3. Section 08 51 10 ALUMINUM WINDOWS '
A. Delete: Part 2 — 2.1 A. Basis-of-designh Product; 1. Trifab 451UT
B. Add: Part2 - 2.1 A, Basis-of-design Product: 1.; Aluminum storefront window system
Kawneer Trifab™ 601UT (Ultra Thermal) 6” (152.4mm) frame depth with head, jamb
and sill receptors, to compile with ASTM E 1996 and ASTM E 1886.
C. Add Part 2 — 2.2 A. General Performance: c.: Frame & Glazing system to comply with

ASTM E 1996 and ASTM E 1886 or equivalent Florida building code testing for large
missile test.

4. Section 08 80 00 GLASS AND GLAZING
~ A. Add Part 1 - 1.8 QUALITY ASSURANCE, L.: Impact resistant glazing to comply with
ASTM 1996 and ASTM 1886 Large missile test, level D.

B. Add Part 2 — 2.1 MATERIALS: L: Insulated Impact Resistant Glazing. Manufacturer's
standard units of two sheets of glazing as required; permanently and hermetically
sealed together at edges with spacers, sealant and desiccant, etc.; to provide a
dehydrated air space 1/2" thick with 60 degrees F. dew point; fabricated to the sizes
and shapes indicated. Permanently label all sealed insulating units through the IGCC.
Provide units with large missile ASTM 1996 and ASTM 1886 label.

1. Guarantee: Provide manufacture's ten (10) yea guarantee.
a. Glass in fixed, in operable windows, and any exterior doors with glass.
1) Provide 5/16 min clear tempered glass unit with interlayer of polyvinyl butyral
plastic min. 0.060" as required, with solar coating no. 4 surface color to be

selected, %2 argon filled air space, % clear heat strengthened (ASTM C 1048)
glass.

a) Maximum thickness: 1 1/8"
by VLT -60-70%

¢) SHGC-0.27-0.39

d) U-Value - 0.24-0.34

5. Section 08 91 20 LOUVERS AND VENTS
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A. Delete: Section: Part 2 Products, 2.1 Manufacturer, A: Airolite SCH401
B. Add: Section: Part 2 Products, 2.1 Manufacturer, A: Basis of Impact Testing Greenheck
Product EHH-601D as specified; or approved equal.
1. Material: Extruded Aluminum, Alloy 6063-T5
2. Louver Depth: 6"
3. Test Standard: AMCA Standard 500-L & AMCA 504 or Florida product approved for
Miami-Dade
4. Water Penetration Test: Wind-Driven Rain
a. Free Area -4 ft. x 4 ft. unit: 7.58 ft?
b. Percent Free Area: 47%
c. Beginning Point of Water Penetration: 1,250 fpm (6.35 m/s)

[[B Drawings

1. Sheet A903 Window Details & Schedule ‘
A. Add: Window Notes 7.: All exterior glazing & building opening systems shall be impact
resistant, meeting the requirements of an approved impact resistant standard or ASTM
E 1996 and ASTM E1886. All Building openings shall meet the requirements of the
large missile test of ASTM E1996 class D.
2. Sheet M101 HVAC First Floor Plan
A. Clarification any and all notes that indicate “Exhaust Louver - Greenheck Model EHH-
601..." will be replaced with “Exhaust Louver - Greenheck Model EHH-601D..."
3. Sheet M102 HVAC First Floor Part Plan
A. Clarification any and all notes that indicate "Exhaust Louver - Greenheck Model EHH-
601..." will be replaced with “Exhaust Louver - Greenheck Model EHH-601D..."

Iv. Miscellaneous
1. In accordance with RISBC-1 State of Rhode Island Building Code, protection of all exterior
openings must comply with impact resistant for wind borne debris based on the RISBC-1.

This building is a risk category Il (2) per Table 1604.5 located in Portsmouth with a 138 mph
V-ult basic wind speed per Table 1608.1.

V. Attachments
1. No attachments
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