
Bldg 45

Bldg 199

Bldg 43

Bldg 42

Bldg 41

Bldg 38

Bldg 15

Bldg 155

Bldg 12

Bldg 23

Bldg 144

Bldg 47

Bldg 48

Bldg 49

Bldg 36

Bldg 153

Bldg 164

Bldg 154

Bldg 109

Bldg 34

Bldg 34

Bldg 35

Bldg 29

Bldg 31

Bldg 62

Bldg 63

Bldg 111

Bldg 64

Bldg 180

Bldg 59

Bldg 194

Bldg 73

Bldg 72

Bldg 69

Bldg 68

Bldg 61

Bldg 78

Bldg 74

Bldg 84

Bldg 75

Bldg 152

Bldg 76

Bldg 81

Bldg 70

Bldg 205

Bldg 87

Bldg 86

Bldg 89

Bldg 94

Bldg 95

Bldg 96

Bldg 97

Bldg 166

Bldg 167

Bldg 145

Bldg 58

Bldg 53

Bldg 54

Bldg 52

Bldg 50

Bldg 138

Bldg 57

Bldg 56

Bldg 55

Bldg 60

Bldg 51

Demo.

Demo.

5

24

3

7

Key

This audit of lighting fixtures is based
upon observations and best practices
from the ground. Due to variable
installation and field conditions outside
of our control exact lighting results may
vary. No representation about electric,
physical, or structural condition are
being made.

Note: Consult photometric maps for
aiming of fixtures.

A1
A2

B1 B2 B3 B4

C1
C2

C3
C4

D1
D2

D3

E1

Quant: 1

AL1 - Area Light Retro

Quant: 1

AL2 - Area Light

Quant: 1

CLR6 - Can Light Recessed 6"

Quant:
1

CLR8 - Can Light Recessed 8"

Quant:

1

CSR - Canopy Soffit Recessed

Quant: 1

CSS - Canopy Soffit Surface

Quant: 1

CSS1 - Canopy Surface - Gas

Quant: 1

FL1 - Flood Light Small

Quant:
1

FL2 - Flood Light Normal

Quant:
1

FL3 - Flood Light (Fence)

Quant: 1

HM - Hiigh Mast Lighting

Quant: 1

LAMP - Lamp Replacement

Quant: 1

LAN - Lantern

Quant: 1

NC - No Change

Quant:

PL - LED PL Lamp

Quant: 1

PT - Post Top 

Quant: 1

SPI - Spider Light

Quant: 1

WPC - Wall Pack Cutoff

Quant: 1

WPF - Wall Pack Flood

Quant: 1

WPS - Wall Pack Small

Quant: 1

CH - Cobra Head

Outdoor Lighting Upgrade

at Pastore Center in

Cranston, RI

Attachment 2 - Pastore

Fixture Locations

 File viewing instructions:

*Note – This file represents a

continuous geographic map tiled

into sheets that give an approximate

location of the lighting fixtures. This

map serves as a guide to indicate

where a one for one replacement,

and new fixture installs are located.

If difficulty arises in reading fixtures

that are on the edge of the tiled

sheets, complete information may be

found on an adjacent sheet using

the map index as a location guide.

There is a 5% -15% overlap of each

sheet as indicated by the green line

border. It is advisable to expand the

view size when questions arise from

readability of a specific fixture.



Bldg 38

Bldg 155

Quant: 1

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 1

WPC-40W- MH:6

Quant: 4

CSS-72W- MH:25

Quant: 1

WPC-40W- MH:6

Quant: 1

AL1-80W-N18 MH:25

Quant: 1

AL1-120W-N18 MH:25

Quant: 3

NC-0W- MH:10

Quant: 1

WPC-40W- MH:8

Quant: 8

HM-480W-D90 MH:80

Quant: 6

HM-480W-D90 MH:80

Quant: 6

HM-480W-D90 MH:90

Quant: 6

HM-480W-D90 MH:90

A-1

This audit of lighting fixtures is based
upon observations and best practices
from the ground. Due to variable
installation and field conditions outside
of our control exact lighting results may
vary. No representation about electric,
physical, or structural condition are
being made.

Note: Consult photometric maps for
aiming of fixtures.

Quant: 1

AL1 - Area Light Retro

Quant: 1

AL2 - Area Light

Quant: 1

CLR6 - Can Light Recessed 6"

Quant:
1

CLR8 - Can Light Recessed 8"

Quant:

1

CSR - Canopy Soffit Recessed

Quant: 1

CSS - Canopy Soffit Surface

Quant: 1

CSS1 - Canopy Surface - Gas

Quant: 1

FL1 - Flood Light Small

Quant:
1

FL2 - Flood Light Normal

Quant:
1

FL3 - Flood Light (Fence)

Quant: 1

HM - Hiigh Mast Lighting

Quant: 1

LAMP - Lamp Replacement

Quant: 1

LAN - Lantern

Quant: 1

NC - No Change

Quant:

PL - LED PL Lamp

Quant: 1

PT - Post Top 

Quant: 1

SPI - Spider Light

Quant: 1

WPC - Wall Pack Cutoff

Quant: 1

WPF - Wall Pack Flood

Quant: 1

WPS - Wall Pack Small

Quant: 1

CH - Cobra Head

Outdoor Lighting Upgrade

at Pastore Center in

Cranston, RI

Attachment 2 - Pastore

Fixture Locations



Bldg 12

Bldg 23

Quant:
2

FL2-165W-K10 MH:20

Quant:
2

FL2-165W-K10 MH:20

Quant: 2

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 2

AL2-125W-K30 MH:30

Quant: 2

AL2-125W-K30 MH:30

Quant: 2

AL2-125W-K30 MH:30

Quant: 2

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 2

WPC-80W- MH:12

Quant: 6

HM-480W-D90 MH:90

Quant: 6

HM-480W-D90 MH:90

Quant:
1

FL2-165W-K10 MH:28

Quant:
1

FL2-165W-K10 MH:28

Quant:
4

FL2-165W-K10 MH:30

Quant: 6

HM-480W-D90 MH:90

Quant: 6

HM-480W-D90 MH:90

Quant: 0

CH-40W-K24 MH:20

Quant:
1

FL2-250W-K10 MH:25

Quant:
1

FL2-250W-K10 MH:25

Quant:
1

FL2-250W-K10 MH:25

Quant: 1

AL2-125W-K30 MH:25

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

Quant:
1

FL2-250W-K10 MH:30

A-2

This audit of lighting fixtures is based
upon observations and best practices
from the ground. Due to variable
installation and field conditions outside
of our control exact lighting results may
vary. No representation about electric,
physical, or structural condition are
being made.

Note: Consult photometric maps for
aiming of fixtures.

Quant: 1

AL1 - Area Light Retro

Quant: 1

AL2 - Area Light

Quant: 1

CLR6 - Can Light Recessed 6"

Quant:
1

CLR8 - Can Light Recessed 8"

Quant:

1

CSR - Canopy Soffit Recessed

Quant: 1

CSS - Canopy Soffit Surface

Quant: 1

CSS1 - Canopy Surface - Gas

Quant: 1

FL1 - Flood Light Small

Quant:
1

FL2 - Flood Light Normal

Quant:
1

FL3 - Flood Light (Fence)

Quant: 1

HM - Hiigh Mast Lighting

Quant: 1

LAMP - Lamp Replacement

Quant: 1

LAN - Lantern

Quant: 1

NC - No Change

Quant:

PL - LED PL Lamp

Quant: 1

PT - Post Top 

Quant: 1

SPI - Spider Light

Quant: 1

WPC - Wall Pack Cutoff

Quant: 1

WPF - Wall Pack Flood

Quant: 1

WPS - Wall Pack Small

Quant: 1

CH - Cobra Head

Outdoor Lighting Upgrade

at Pastore Center in

Cranston, RI

Attachment 2 - Pastore

Fixture Locations



Bldg 199

Bldg 50

Quant: 1

AL1-120W-N18 MH:25

Quant: 1

AL1-120W-N18 MH:25

Quant: 1

AL1-120W-N18 MH:25

Quant: 1

AL1-50W-N18 MH:12

Quant: 1

AL1-50W-N18 MH:12

Quant: 1

AL1-50W-N18 MH:12

Quant:

AL1-50W-N18 MH:12

Quant:

AL1-120W-N27 MH:25
Quant: 1

AL1-120W-N27 MH:25

Quant:

AL1-80W-N18 MH:25

Quant:
1

FL2-410W-K10 MH:40

Quant: 1

WPS-12W- MH:8

Quant: 1

WPS-12W- MH:8

Quant: 1

WPS-12W- MH:8

Quant: 1

WPC-60W- MH:8

Quant: 2

WPS-12W- MH:8

Quant:

WPS-12W- MH:8

Quant:

WPS-12W- MH:8

Quant: 2

WPS-12W- MH:8

Quant:
1

FL2-165W-K10 MH:20

Quant:
1

FL2-165W-K10 MH:20

Quant: 2

WPS-12W- MH:8

Quant: 2

WPS-12W- MH:8

FL2-165W-K10 MH:20

Quant: 2

AL2-125W-K30 MH:30

Quant: 2

AL2-125W-K30 MH:30

Quant: 16

PL-12W- MH:8

Quant: 19

CLR6-6W- MH:12

Quant: 2

PL-24W- MH:8

Quant: 1

PL-24W- MH:8

Quant: 2

PL-24W- MH:5

Quant:

24

CSR-25W- MH:12

Quant: 3

CSR-25W- MH:12

Quant: 4

WPC-80W- MH:15

Quant:

7

CSR-25W- MH:12

Quant: 1

AL1-120W-N27 MH:18

Quant: 1

AL1-120W-N27 MH:18

Quant: 1

AL1-120W-N27 MH:18

Quant: 1

AL1-120W-N27 MH:18

B-1

This audit of lighting fixtures is based
upon observations and best practices
from the ground. Due to variable
installation and field conditions outside
of our control exact lighting results may
vary. No representation about electric,
physical, or structural condition are
being made.

Note: Consult photometric maps for
aiming of fixtures.

Quant: 1

AL1 - Area Light Retro

Quant: 1

AL2 - Area Light

Quant: 1

CLR6 - Can Light Recessed 6"

Quant:
1

CLR8 - Can Light Recessed 8"

Quant:

1

CSR - Canopy Soffit Recessed

Quant: 1

CSS - Canopy Soffit Surface

Quant: 1

CSS1 - Canopy Surface - Gas

Quant: 1

FL1 - Flood Light Small

Quant:
1

FL2 - Flood Light Normal

Quant:
1

FL3 - Flood Light (Fence)

Quant: 1

HM - Hiigh Mast Lighting

Quant: 1

LAMP - Lamp Replacement

Quant: 1

LAN - Lantern

Quant: 1

NC - No Change

Quant:

PL - LED PL Lamp

Quant: 1

PT - Post Top 

Quant: 1

SPI - Spider Light

Quant: 1

WPC - Wall Pack Cutoff

Quant: 1

WPF - Wall Pack Flood

Quant: 1

WPS - Wall Pack Small

Quant: 1

CH - Cobra Head

Outdoor Lighting Upgrade

at Pastore Center in

Cranston, RI

Attachment 2 - Pastore

Fixture Locations



Bldg 45

Bldg 199

Bldg 43

Bldg 42

Bldg 41

Bldg 38

Bldg 15

Bldg 155

Bldg 50

Demo.

Quant: 1

AL1-80W-N18 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 1

WPC-40W- MH:6

Quant: 4

CSS-72W- MH:25

Quant: 1

WPC-40W- MH:6

Quant: 1

WPC-40W- MH:6

Quant: 2

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 1

AL1-120W-N18 MH:25

Quant: 1

AL1-120W-N18 MH:25

Quant: 1

AL1-120W-N18 MH:25

Quant: 1

AL1-50W-N18 MH:12

Quant: 1

AL1-50W-N18 MH:12

Quant: 1

AL1-50W-N18 MH:12

Quant: 1

AL1-50W-N18 MH:12

Quant: 1

AL1-50W-N18 MH:12

Quant: 1

AL1-50W-N18 MH:12

Quant: 1

AL1-50W-N18 MH:12

Quant: 1

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 1

AL1-120W-N27 MH:25

Quant: 1

AL1-80W-N18 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 1

AL1-120W-N27 MH:25

Quant: 1

AL1-120W-N27 MH:25
Quant: 1

AL1-120W-N27 MH:25

Quant: 2

AL1-80W-N18 MH:25

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant: 2

AL2-125W-K30 MH:20

Quant: 2

AL2-125W-K30 MH:20

Quant:
1

FL2-410W-K10 MH:40

Quant:
1

FL2-165W-K10 MH:40

Quant:
1

FL2-165W-K10 MH:40

Quant: 2

WPS-12W- MH:8

Quant: 2

WPS-12W- MH:8

Quant: 2

WPS-12W- MH:8

Quant:
1

FL2-410W-K10 MH:40

Quant:
1

FL2-165W-K10 MH:40

Quant:
1

FL2-165W-K10 MH:20

Quant: 1

WPS-12W- MH:8

Quant: 1

WPS-12W- MH:8

Quant: 1

WPS-12W- MH:8

Quant: 1

WPC-60W- MH:8

Quant: 1

WPF-120W- MH:40

Quant: 1

WPF-120W- MH:40

Quant: 1

WPS-12W- MH:8

Quant: 1

WPS-12W- MH:8

Quant: 2

WPS-12W- MH:8

Quant: 2

WPS-12W- MH:8

Quant: 1

PT-25W- MH:7

Quant: 2

WPS-12W- MH:8

Quant: 1

WPS-12W- MH:8

Quant: 1

WPS-12W- MH:8

Quant: 2

WPS-12W- MH:8

Quant:
1

FL2-165W-K10 MH:20

Quant:
1

FL2-165W-K10 MH:20

Quant: 2

WPS-12W- MH:8

Quant: 2

WPS-12W- MH:8

Quant:
1

FL2-165W-K10 MH:20

Quant: 1

WPF-120W- MH:40

Quant: 1

WPF-120W- MH:40

Quant: 2

AL2-125W-K30 MH:30

Quant: 2

AL2-125W-K30 MH:30

Quant: 3

NC-0W- MH:10

Quant: 1

WPC-40W- MH:8

Quant: 1

NC-0W- MH:8

Quant: 1

NC-0W- MH:8 Quant: 1

NC-0W- MH:8

Quant: 1

FL1-45W-M MH:8

Quant: 1

FL1-45W-M MH:10

Quant: 1

NC-0W- MH:8

Quant: 1

NC-0W- MH:8

Quant: 16

PL-12W- MH:8

Quant: 19

CLR6-6W- MH:12

Quant: 1

NC-0W- MH:8

Quant: 1

NC-0W- MH:8

Quant: 1

CSS-12W- MH:8

Quant: 1

AL1-80W-N18 MH:25

Quant:

5

CSR-25W- MH:12

Quant: 2

PL-24W- MH:8

Quant: 1

PL-24W- MH:8

Quant: 2

PL-24W- MH:5

Quant:

24

CSR-25W- MH:12

Quant: 3

CSR-25W- MH:12

Quant: 4

WPC-80W- MH:15

Quant:

7

CSR-25W- MH:12

Quant: 1

AL1-120W-N27 MH:18

Quant: 1

AL1-120W-N27 MH:18

Quant: 1

AL1-120W-N27 MH:18

Quant: 1

AL1-120W-N27 MH:18

Quant: 6

CLR6-21W- MH:12

Quant: 2

NC-0W- MH:2

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant:
2

FL2-85W-K10 MH:28

Quant: 6

HM-480W-D90 MH:80

Quant: 6

Quant: 6

HM-480W-D90 MH:90

B-2

This audit of lighting fixtures is based
upon observations and best practices
from the ground. Due to variable
installation and field conditions outside
of our control exact lighting results may
vary. No representation about electric,
physical, or structural condition are
being made

Note: Consult photometric maps for
aiming of fixtures.
.

Quant: 1

AL1 - Area Light Retro

Quant: 1

AL2 - Area Light

Quant: 1

CLR6 - Can Light Recessed 6"

Quant:
1

CLR8 - Can Light Recessed 8"

Quant:

1

CSR - Canopy Soffit Recessed

Quant: 1

CSS - Canopy Soffit Surface

Quant: 1

CSS1 - Canopy Surface - Gas

Quant: 1

FL1 - Flood Light Small

Quant:
1

FL2 - Flood Light Normal

Quant:
1

FL3 - Flood Light (Fence)

Quant: 1

HM - Hiigh Mast Lighting

Quant: 1

LAMP - Lamp Replacement

Quant: 1

LAN - Lantern

Quant: 1

NC - No Change

Quant:

PL - LED PL Lamp

Quant: 1

PT - Post Top 

Quant: 1

SPI - Spider Light

Quant: 1

WPC - Wall Pack Cutoff

Quant: 1

WPF - Wall Pack Flood

Quant: 1

WPS - Wall Pack Small

Quant: 1

CH - Cobra Head

Outdoor Lighting Upgrade

at Pastore Center in

Cranston, RI

Attachment 2 - Pastore

Fixture Locations



Bldg 144

Bldg 47

Bldg 48

Bldg 36

Bldg 153

Bldg 164

Bldg 154

Quant: 3

CSS-24W- MH:10

Quant: 2

WPS-12W- MH:10

Quant:
1

FL2-165W-K10 MH:10

Quant: 1

AL2-125W-K30 MH:30

Quant: 3

CLR6-13W- MH:10

Quant: 3

WPF-120W- MH:20

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

WPS-12W- MH:7

Quant: 1

WPC-40W- MH:8

Quant:
1

FL2-85W-K10 MH:15

Quant: 2

CSS-24W- MH:8

Quant:
1

FL2-85W-K10 MH:20

Quant: 1

WPF-120W- MH:20

Quant: 1

WPF-120W- MH:20

Quant: 1

WPF-120W- MH:20

Quant: 1

WPF-120W- MH:20

Quant: 1

WPF-120W- MH:20

Quant: 1

WPF-120W- MH:20

Quant: 1

WPF-120W- MH:20

Quant: 2

WPF-120W- MH:20

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

WPC-60W- MH:10

Quant:
1

FL2-410W-K10 MH:25

Quant: 2

WPC-60W- MH:15

Quant:
1

FL2-410W-K10 MH:25

Quant:
1

FL2-410W-K10 MH:40

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

WPC-80W- MH:15

Quant: 2

WPC-40W- MH:8

Quant:
2

FL2-85W-K10 MH:20

Quant:
3

FL2-165W-K10 MH:20

Quant: 6

HM-480W-D90 MH:90

Quant: 6

HM-480W-D90 MH:90

Quant:
2

FL2-250W-K10 MH:20

Quant:
1

FL2-165W-K10 MH:25

Quant: 1

AL2-125W-K30 MH:30

Quant:
13

FL3-70W-M MH:12

Quant:
2

FL3-70W-M MH:12

Quant:
12

FL3-70W-M MH:12

Quant:
16

FL3-70W-M MH:12

Quant:
3

FL3-70W-M MH:12

Quant:
7

FL3-70W-M MH:12

Quant:
7

FL3-70W-M MH:12

Quant: 2

WPS-12W- MH:15

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

B-3

This audit of lighting fixtures is based
upon observations and best practices
from the ground. Due to variable
installation and field conditions outside
of our control exact lighting results may
vary. No representation about electric,
physical, or structural condition are
being made.

Note: Consult photometric maps for
aiming of fixtures.

Quant: 1

AL1 - Area Light Retro

Quant: 1

AL2 - Area Light

Quant: 1

CLR6 - Can Light Recessed 6"

Quant:
1

CLR8 - Can Light Recessed 8"

Quant:

1

CSR - Canopy Soffit Recessed

Quant: 1

CSS - Canopy Soffit Surface

Quant: 1

CSS1 - Canopy Surface - Gas

Quant: 1

FL1 - Flood Light Small

Quant:
1

FL2 - Flood Light Normal

Quant:
1

FL3 - Flood Light (Fence)

Quant: 1

HM - Hiigh Mast Lighting

Quant: 1

LAMP - Lamp Replacement

Quant: 1

LAN - Lantern

Quant: 1

NC - No Change

Quant:

PL - LED PL Lamp

Quant: 1

PT - Post Top 

Quant: 1

SPI - Spider Light

Quant: 1

WPC - Wall Pack Cutoff

Quant: 1

WPF - Wall Pack Flood

Quant: 1

WPS - Wall Pack Small

Quant: 1

CH - Cobra Head

Outdoor Lighting Upgrade

at Pastore Center in

Cranston, RI

Attachment 2 - Pastore

Fixture Locations



Bldg 153

Bldg 164

Bldg 109

Bldg 34

Bldg 34

Bldg 35

Bldg 29

Bldg 31

Quant:
2

FL2-165W-K10 MH:22

Quant:
2

FL2-165W-K10 MH:22

Quant: 1

AL2-125W-K30 MH:22

Quant: 1

AL2-125W-K30 MH:22

Quant:
1

FL2-165W-K10 MH:22

Quant:
1

FL2-165W-K10 MH:22

Quant:
1

FL2-165W-K10 MH:22

Quant: 6

CSS1-80W- MH:15

Quant:
1

FL2-165W-K10 MH:25

Quant:
2

FL2-250W-K10 MH:20

Quant:
1

FL2-165W-K10 MH:25

Quant: 8

HM-480W-D90 MH:80

Quant:
2

FL2-165W-K10 MH:20

Quant: 8

CSS1-80W- MH:18

Quant:
1

FL2-250W-K10 MH:20

B-4

This audit of lighting fixtures is based
upon observations and best practices
from the ground. Due to variable
installation and field conditions outside
of our control exact lighting results may
vary. No representation about electric,
physical, or structural condition are
being made.

Note: Consult photometric maps for
aiming of fixtures.

Quant: 1

AL1 - Area Light Retro

Quant: 1

AL2 - Area Light

Quant: 1

CLR6 - Can Light Recessed 6"

Quant:
1

CLR8 - Can Light Recessed 8"

Quant:

1

CSR - Canopy Soffit Recessed

Quant: 1

CSS - Canopy Soffit Surface

Quant: 1

CSS1 - Canopy Surface - Gas

Quant: 1

FL1 - Flood Light Small

Quant:
1

FL2 - Flood Light Normal

Quant:
1

FL3 - Flood Light (Fence)

Quant: 1

HM - Hiigh Mast Lighting

Quant: 1

LAMP - Lamp Replacement

Quant: 1

LAN - Lantern

Quant: 1

NC - No Change

Quant:

PL - LED PL Lamp

Quant: 1

PT - Post Top 

Quant: 1

SPI - Spider Light

Quant: 1

WPC - Wall Pack Cutoff

Quant: 1

WPF - Wall Pack Flood

Quant: 1

WPS - Wall Pack Small

Quant: 1

CH - Cobra Head

Outdoor Lighting Upgrade

at Pastore Center in

Cranston, RI

Attachment 2 - Pastore

Fixture Locations



Bldg 50

Quant:
1

FL2-165W-K10 MH:20

Quant:

WPF-120W- MH:40

Quant: 1

WPF-120W- MH:40

Quant:
1

FL2-165W-K10 MH:20

Quant: 1

WPF-120W- MH:40

Quant: 1

WPF-120W- MH:40

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

C-1

This audit of lighting fixtures is based
upon observations and best practices
from the ground. Due to variable
installation and field conditions outside
of our control exact lighting results may
vary. No representation about electric,
physical, or structural condition are
being made.

Note: Consult photometric maps for
aiming of fixtures.

Quant: 1

AL1 - Area Light Retro

Quant: 1

AL2 - Area Light

Quant: 1

CLR6 - Can Light Recessed 6"

Quant:
1

CLR8 - Can Light Recessed 8"

Quant:

1

CSR - Canopy Soffit Recessed

Quant: 1

CSS - Canopy Soffit Surface

Quant: 1

CSS1 - Canopy Surface - Gas

Quant: 1

FL1 - Flood Light Small

Quant:
1

FL2 - Flood Light Normal

Quant:
1

FL3 - Flood Light (Fence)

Quant: 1

HM - Hiigh Mast Lighting

Quant: 1

LAMP - Lamp Replacement

Quant: 1

LAN - Lantern

Quant: 1

NC - No Change

Quant:

PL - LED PL Lamp

Quant: 1

PT - Post Top 

Quant: 1

SPI - Spider Light

Quant: 1

WPC - Wall Pack Cutoff

Quant: 1

WPF - Wall Pack Flood

Quant: 1

WPS - Wall Pack Small

Quant: 1

CH - Cobra Head

Outdoor Lighting Upgrade

at Pastore Center in

Cranston, RI

Attachment 2 - Pastore

Fixture Locations



Bldg 58

Bldg 53

Bldg 54

Bldg 52

Bldg 50

Bldg 57

Bldg 56

Bldg 55

Bldg 60

Bldg 51

Demo.

Quant:
1

FL2-165W-K10 MH:20

Quant:
1

FL2-165W-K10 MH:20

Quant: 1

WPC-60W- MH:9

Quant: 1

WPC-80W- MH:15

Quant: 1

WPC-60W- MH:12

Quant:
1

FL2-100W-K10 MH:20

Quant: 1

WPC-60W- MH:12

Quant: 1

WPC-60W- MH:12

Quant:
1

FL2-165W-K10 MH:20

Quant:
1

FL2-165W-K10 MH:20

Quant:
1

FL2-165W-K10 MH:20

Quant:
1

FL2-165W-K10 MH:20

Quant:
1

FL2-165W-K10 MH:20

Quant:
1

FL2-165W-K10 MH:20

Quant: 1

WPC-25W- MH:12

Quant: 1

WPC-60W- MH:12

Quant:
2

FL2-410W-K10 MH:45

Quant: 1

WPC-60W- MH:12

Quant: 1

WPC-25W- MH:12

Quant:
1

FL2-165W-K10 MH:20

Quant:
1

FL2-165W-K10 MH:20

Quant:
1

FL2-165W-K10 MH:20

Quant:
1

FL2-165W-K10 MH:20

Quant:
1

FL2-165W-K10 MH:20

Quant:
1

FL2-165W-K10 MH:20

Quant:
1

FL2-165W-K10 MH:20

Quant:
1

FL2-165W-K10 MH:20

Quant: 2

WPC-40W- MH:8

Quant:
1

FL2-165W-K10 MH:20

Quant: 1

WPC-40W- MH:8

Quant:
1

FL2-165W-K10 MH:20

Quant: 1

WPC-40W- MH:8

Quant:
1

FL2-165W-K10 MH:20

Quant:
1

FL2-165W-K10 MH:20

Quant: 1

CSS-24W- MH:8

Quant: 1

PT-40W- MH:10

Quant: 2

WPC-40W- MH:8

Quant: 2

CSS-24W- MH:7

Quant:
1

FL2-85W-K10 MH:16

Quant:
1

FL2-85W-K10 MH:16

Quant:
1

FL2-85W-K10 MH:16

Quant:
1

FL2-85W-K10 MH:16

Quant:
1

FL2-85W-K10 MH:16

Quant:
1

FL2-85W-K10 MH:16

Quant:
1

FL2-85W-K10 MH:16

Quant: 4

NC-0W- MH:10

Quant: 1

WPC-80W- MH:15

Quant: 1

NC-0W- MH:15

Quant: 1

WPC-40W- MH:16

Quant: 1

WPC-80W- MH:12

Quant: 1

WPC-80W- MH:12

Quant: 2

LAMP-18W- MH:7

Quant: 2

LAMP-18W- MH:7

Quant: 2

LAMP-18W- MH:7

Quant: 1

WPF-120W- MH:20

Quant: 1

WPF-120W- MH:20

Quant: 1

WPF-120W- MH:20

Quant: 1

WPF-120W- MH:20

Quant: 1

WPC-60W- MH:8

Quant:
1

FL2-85W-K10 MH:16

Quant:
1

FL2-85W-K10 MH:16

Quant: 1

WPC-60W- MH:15

Quant: 1

WPC-60W- MH:15

Quant: 1

WPC-60W- MH:15

Quant: 1

AL2-125W-K30 MH:18

Quant: 1

AL2-125W-K30 MH:18

Quant: 1

AL2-125W-K30 MH:18

Quant: 1

AL2-125W-K30 MH:18

Quant: 1

AL2-125W-K30 MH:18

Quant: 1

AL2-125W-K30 MH:18

Quant: 1

AL2-125W-K30 MH:18

Quant:

AL2-125W-K30 MH:18

Quant:
1

FL2-85W-K10 MH:14

Quant: 1

WPC-80W- MH:12

Quant: 1

WPC-80W- MH:12

Quant: 1

WPC-80W- MH:12

Quant: 1

WPS-12W- MH:10

Quant: 1

WPS-12W- MH:10

Quant: 1

WPS-12W- MH:10

Quant: 1

WPC-80W- MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant: 2

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:18

Quant: 1

AL2-125W-K30 MH:18

Quant: 2

AL2-125W-K30 MH:20

Quant: 2

AL2-125W-K30 MH:20

Quant: 2

AL2-125W-K30 MH:20

Quant: 2

AL2-125W-K30 MH:20

Quant: 2

AL2-125W-K30 MH:20

Quant: 2

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant: 2

LAMP-18W- MH:8

Quant: 1

AL2-125W-K30 MH:16

Quant:
1

FL2-410W-K10 MH:22

Quant:
1

FL2-410W-K10 MH:40

Quant:
1

FL2-165W-K10 MH:40

Quant:
1

FL2-165W-K10 MH:40

Quant: 2

WPS-12W- MH:8

Quant: 2

WPS-12W- MH:8

Quant: 2

WPS-12W- MH:8

Quant:
1

FL2-410W-K10 MH:40

Quant:
1

FL2-165W-K10 MH:40

Quant:
1

FL2-165W-K10 MH:20

Quant: 1

WPS-12W- MH:8

Quant: 1

WPS-12W- MH:8

Quant: 1

WPS-12W- MH:8

Quant: 1

WPC-60W- MH:8

Quant: 1

WPF-120W- MH:40

Quant: 1

WPF-120W- MH:40

Quant: 2

Quant: 2

WPS-12W- MH:8

Quant:
1

FL2-165W-K10 MH:20

Quant: 1

WPF-120W- MH:40

Quant: 1

WPF-120W- MH:40

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-410W-K10 MH:45

Quant:
1

FL2-100W-K10 MH:12

Quant:
1

FL2-85W-K10 MH:40

Quant:
1

FL2-85W-K10 MH:20

Quant:
1

FL2-85W-K10 MH:30

Quant:
1

FL2-85W-K10 MH:30

Quant: 3

CH-125W-K30 MH:30

C-2

This audit of lighting fixtures is based
upon observations and best practices
from the ground. Due to variable
installation and field conditions outside
of our control exact lighting results may
vary. No representation about electric,
physical, or structural condition are
being made.

Note: Consult photometric maps for
aiming of fixtures.

Quant: 1

AL1 - Area Light Retro

Quant: 1

AL2 - Area Light

Quant: 1

CLR6 - Can Light Recessed 6"

Quant:
1

CLR8 - Can Light Recessed 8"

Quant:

1

CSR - Canopy Soffit Recessed

Quant: 1

CSS - Canopy Soffit Surface

Quant: 1

CSS1 - Canopy Surface - Gas

Quant: 1

FL1 - Flood Light Small

Quant:
1

FL2 - Flood Light Normal

Quant:
1

FL3 - Flood Light (Fence)

Quant: 1

HM - Hiigh Mast Lighting

Quant: 1

LAMP - Lamp Replacement

Quant: 1

LAN - Lantern

Quant: 1

NC - No Change

Quant:

PL - LED PL Lamp

Quant: 1

PT - Post Top 

Quant: 1

SPI - Spider Light

Quant: 1

WPC - Wall Pack Cutoff

Quant: 1

WPF - Wall Pack Flood

Quant: 1

WPS - Wall Pack Small

Quant: 1

CH - Cobra Head

Outdoor Lighting Upgrade

at Pastore Center in

Cranston, RI

Attachment 2 - Pastore

Fixture Locations



Bldg 48

Bldg 49

Bldg 154

Bldg 62

Bldg 63

Bldg 111

Bldg 64

Bldg 180

Bldg 59

Bldg 68

Bldg 61

Bldg 78

Bldg 56

Quant: 1

SPI-50W- MH:10

Quant: 1

SPI-50W- MH:10

Quant: 1

SPI-50W- MH:10

Quant: 1

SPI-50W- MH:10

Quant: 1

SPI-50W- MH:10

SPI-50W- MH:10

Quant: 1

LAMP-18W- MH:8

Quant: 1

CLR6-13W- MH:8

Quant: 1

LAMP-18W- MH:7

Quant: 1

NC-0W- MH:1

Quant: 1

LAMP-18W- MH:7

Quant: 1

FL1-70W-M MH:1

FL2-165W-K10 MH:25

PT-40W- MH:10

PT-40W- MH:10

WPF-120W- MH:20

Quant: 1

WPF-120W- MH:20

Quant: 1

WPC-60W- MH:8

1

WPC-60W- MH:15

AL2-125W-K30 MH:18

Quant: 1

AL2-125W-K30 MH:18

Quant: 1

AL2-125W-K30 MH:18

Quant: 1

AL2-125W-K30 MH:18

Quant: 1

AL2-125W-K30 MH:18

Quant: 1

AL2-125W-K30 MH:18

Quant: 1

AL2-125W-K30 MH:18

Quant: 1

AL2-125W-K30 MH:18

Quant: 1

AL2-125W-K30 MH:18

Quant:
1

FL2-85W-K10 MH:14

Quant: 1

WPC-80W- MH:12

Quant: 1

WPC-80W- MH:12

Quant: 1

WPC-80W- MH:12

WPS-12W- MH:10

Quant: 1

WPS-12W- MH:10

Quant: 1

WPS-12W- MH:10

Quant: 1

WPC-80W- MH:20

Quant: 1

WPC-80W- MH:20

Quant: 1

WPS-12W- MH:10

Quant: 1

WPS-12W- MH:10

Quant: 1

WPC-80W- MH:10

Quant: 1

WPC-80W- MH:10

Quant: 1

WPS-12W- MH:10

Quant: 1

WPC-80W- MH:10

Quant: 1

CSS-24W- MH:10

Quant: 1

CSS-24W- MH:10

Quant: 1

PT-40W- MH:10

Quant: 1

AL2-125W-K30 MH:25

Quant: 1

AL2-125W-K30 MH:25

Quant: 2

AL2-125W-K30 MH:25

Quant: 2

AL2-125W-K30 MH:25

Quant: 2

AL2-125W-K30 MH:25

Quant: 2

AL2-125W-K30 MH:25

Quant: 2

AL2-125W-K30 MH:25

Quant: 2

AL2-125W-K30 MH:25

Quant: 2

AL2-125W-K30 MH:25

Quant: 1

AL2-125W-K30 MH:25

Quant: 1

AL2-125W-K30 MH:25

Quant: 1

AL2-125W-K30 MH:25

Quant: 1

AL2-125W-K30 MH:25

Quant: 2

AL2-125W-K30 MH:25

Quant:
1

FL2-165W-K10 MH:15

Quant:
1

FL2-165W-K10 MH:15

Quant:
1

FL2-165W-K10 MH:15

Quant:
1

FL2-165W-K10 MH:15

Quant: 1

WPF-120W- MH:15

Quant:

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:

FL2-85W-K10 MH:12

Quant:
1

FL2-85W-K10 MH:12

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:

CLR8-19W- MH:8

Quant: 1

WPF-60W- MH:12

Quant: 1

WPS-12W- MH:12

Quant: 1

WPS-12W- MH:12

Quant:
1

FL2-85W-K10 MH:12

Quant: 1

WPC-60W- MH:12

Quant:
2

FL2-85W-K10 MH:20

Quant:
2

FL2-85W-K10 MH:20

Quant:
2

FL2-85W-K10 MH:20

Quant:
2

FL2-85W-K10 MH:20

Quant:
2

FL2-85W-K10 MH:20

Quant:
1

FL2-85W-K10 MH:20

Quant:
1

FL2-85W-K10 MH:20

Quant: 1

WPF-90W- MH:10

Quant: 1

WPF-90W- MH:10

Quant: 1

WPF-90W- MH:10

Quant: 1

WPF-90W- MH:10

Quant: 1

WPF-90W- MH:10

Quant: 1

WPF-90W- MH:10

Quant: 1

WPF-90W- MH:10

Quant: 1

WPF-90W- MH:10

Quant: 1

WPF-90W- MH:10

Quant: 1

WPF-90W- MH:10

Quant: 1

WPF-90W- MH:10

Quant: 1

WPF-90W- MH:10

Quant: 1

WPF-90W- MH:10

Quant: 1

WPF-90W- MH:10

Quant: 1

WPF-90W- MH:10

Quant: 1

WPF-90W- MH:10

Quant: 1

WPF-90W- MH:20

Quant: 1

WPF-90W- MH:20

Quant:
1

FL2-85W-K10 MH:20

Quant:
1

FL2-85W-K10 MH:20

Quant: 1

WPF-90W- MH:20

Quant: 1

CSS-24W- MH:8

Quant:
1

FL2-85W-K10 MH:18

Quant:
1

FL2-85W-K10 MH:18

Quant:
1

FL2-85W-K10 MH:18

Quant: 16

CSS-24W- MH:10

Quant:
1

FL2-85W-K10 MH:18

Quant: 1

WPC-25W- MH:7

Quant: 1

WPC-25W- MH:7

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 3

CLR6-13W- MH:10

Quant: 3

WPF-120W- MH:20

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

WPF-120W- MH:20

Quant: 1

WPF-120W- MH:20

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

WPC-60W- MH:10

Quant:
1

FL2-410W-K10 MH:25

Quant:
1

FL2-410W-K10 MH:25

Quant: 2

WPC-60W- MH:15

Quant:
1

FL2-410W-K10 MH:25

Quant:
1

FL2-410W-K10 MH:40

Quant:
1

FL2-410W-K10 MH:30

Quant: 1

WPC-80W- MH:15

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

WPC-80W- MH:15

Quant: 4

HM-600W-D90 MH:80

Quant: 1

AL2-125W-K30 MH:30

Quant:
13

FL3-70W-M MH:12

Quant:
3

FL3-70W-M MH:12

Quant:
7

FL3-70W-M MH:12

Quant: 1

WPC-60W- MH:10

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

Quant: 2

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

Quant:
2

FL2-165W-K10 MH:30

Quant:
1

FL2-410W-K10 MH:40

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

Quant: 1

CH-40W-K24 MH:30

C-3

This audit of lighting fixtures is based
upon observations and best practices
from the ground. Due to variable
installation and field conditions outside
of our control exact lighting results may
vary. No representation about electric,
physical, or structural condition are
being made.

Note: Consult photometric maps for
aiming of fixtures.

Quant: 1

AL1 - Area Light Retro

Quant: 1

AL2 - Area Light

Quant: 1

CLR6 - Can Light Recessed 6"

Quant:
1

CLR8 - Can Light Recessed 8"

Quant:

1

CSR - Canopy Soffit Recessed

Quant: 1

CSS - Canopy Soffit Surface

Quant: 1

CSS1 - Canopy Surface - Gas

Quant: 1

FL1 - Flood Light Small

Quant:
1

FL2 - Flood Light Normal

Quant:
1

FL3 - Flood Light (Fence)

Quant: 1

HM - Hiigh Mast Lighting

Quant: 1

LAMP - Lamp Replacement

Quant: 1

LAN - Lantern

Quant: 1

NC - No Change

Quant:

PL - LED PL Lamp

Quant: 1

PT - Post Top 

Quant: 1

SPI - Spider Light

Quant: 1

WPC - Wall Pack Cutoff

Quant: 1

WPF - Wall Pack Flood

Quant: 1

WPS - Wall Pack Small

Quant: 1

CH - Cobra Head

Outdoor Lighting Upgrade

at Pastore Center in

Cranston, RI

Attachment 2 - Pastore

Fixture Locations



Bldg 154

Bldg 109

Bldg 59

Bldg 194

Quant:
1

CLR8-19W- MH:8

Quant:
4

CLR8-19W- MH:8

Quant:
4

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

FL2-85W-K10 MH:12

Quant:
1

FL2-85W-K10 MH:12

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
1

CLR8-19W- MH:8

Quant:
2

FL2-85W-K10 MH:1

Quant:
1

FL2-250W-K10 MH:35

Quant:
1

FL2-250W-K10 MH:35

Quant:
1

FL2-250W-K10 MH:35

Quant:
1

FL2-250W-K10 MH:35

Quant: 1

AL2-125W-K30 MH:35

Quant: 1

WPC-60W- MH:7

Quant: 1

WPC-120W- MH:7

Quant: 1

WPC-60W- MH:7

Quant: 1

WPC-60W- MH:7

Quant: 1

WPC-120W- MH:7

Quant:
1

FL2-165W-K10 MH:30

Quant: 4

HM-600W-D90 MH:80

Quant: 4

HM-600W-D90 MH:80

C-4

This audit of lighting fixtures is based
upon observations and best practices
from the ground. Due to variable
installation and field conditions outside
of our control exact lighting results may
vary. No representation about electric,
physical, or structural condition are
being made.

Note: Consult photometric maps for
aiming of fixtures.

Quant: 1

AL1 - Area Light Retro

Quant: 1

AL2 - Area Light

Quant: 1

CLR6 - Can Light Recessed 6"

Quant:
1

CLR8 - Can Light Recessed 8"

Quant:

1

CSR - Canopy Soffit Recessed

Quant: 1

CSS - Canopy Soffit Surface

Quant: 1

CSS1 - Canopy Surface - Gas

Quant: 1

FL1 - Flood Light Small

Quant:
1

FL2 - Flood Light Normal

Quant:
1

FL3 - Flood Light (Fence)

Quant: 1

HM - Hiigh Mast Lighting

Quant: 1

LAMP - Lamp Replacement

Quant: 1

LAN - Lantern

Quant: 1

NC - No Change

Quant:

PL - LED PL Lamp

Quant: 1

PT - Post Top 

Quant: 1

SPI - Spider Light

Quant: 1

WPC - Wall Pack Cutoff

Quant: 1

WPF - Wall Pack Flood

Quant: 1

WPS - Wall Pack Small

Quant: 1

CH - Cobra Head

Outdoor Lighting Upgrade

at Pastore Center in

Cranston, RI

Attachment 2 - Pastore

Fixture Locations



Bldg 145

Quant: 1

AL2-125W-K30 MH:26

Quant: 1

AL2-125W-K30 MH:26

Quant: 1

AL2-125W-K30 MH:26

Quant: 1

AL2-125W-K30 MH:26

Quant: 1

AL2-125W-K30 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:

FL2-165W-K10 MH:26

Quant:

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

D-1

This audit of lighting fixtures is based
upon observations and best practices
from the ground. Due to variable
installation and field conditions outside
of our control exact lighting results may
vary. No representation about electric,
physical, or structural condition are
being made.

Note: Consult photometric maps for
aiming of fixtures.

Quant: 1

AL1 - Area Light Retro

Quant: 1

AL2 - Area Light

Quant: 1

CLR6 - Can Light Recessed 6"

Quant:
1

CLR8 - Can Light Recessed 8"

Quant:

1

CSR - Canopy Soffit Recessed

Quant: 1

CSS - Canopy Soffit Surface

Quant: 1

CSS1 - Canopy Surface - Gas

Quant: 1

FL1 - Flood Light Small

Quant:
1

FL2 - Flood Light Normal

Quant:
1

FL3 - Flood Light (Fence)

Quant: 1

HM - Hiigh Mast Lighting

Quant: 1

LAMP - Lamp Replacement

Quant: 1

LAN - Lantern

Quant: 1

NC - No Change

Quant:

PL - LED PL Lamp

Quant: 1

PT - Post Top 

Quant: 1

SPI - Spider Light

Quant: 1

WPC - Wall Pack Cutoff

Quant: 1

WPF - Wall Pack Flood

Quant: 1

WPS - Wall Pack Small

Quant: 1

CH - Cobra Head

Outdoor Lighting Upgrade

at Pastore Center in

Cranston, RI

Attachment 2 -Pastore

Fixture Locations



Bldg 74

Bldg 84

Bldg 75

Bldg 152

Bldg 76

Bldg 205

Bldg 87

Bldg 86

Bldg 89

Bldg 138

Demo.

Quant: 1

WPC-60W- MH:8

Quant: 1

WPC-60W- MH:18

Quant: 2

WPC-25W- MH:18

Quant: 1

WPC-60W- MH:19

Quant: 2

AL2-125W-K30 MH:25

Quant:
2

FL2-410W-K10 MH:30

Quant:
2

FL2-410W-K10 MH:30

Quant: 1

WPC-40W- MH:12

Quant:
1

FL2-165W-K10 MH:35

Quant: 1

WPC-60W- MH:12

Quant: 1

WPC-40W- MH:10

Quant:
1

FL2-165W-K10 MH:25

Quant:
1

FL2-165W-K10 MH:25

Quant: 1

NC-0W- MH:25

Quant: 1

WPC-40W- MH:8

Quant:
1

FL2-165W-K10 MH:25

Quant: 1

CSS-12W- MH:12

Quant:
1

FL2-85W-K10 MH:15

Quant: 1

WPC-25W- MH:10

Quant: 1

WPC-25W- MH:10

Quant: 1

WPC-60W- MH:10

Quant: 1

WPC-40W- MH:10

Quant: 1

WPF-120W- MH:20

Quant: 1

WPF-120W- MH:12

Quant: 1

WPC-40W- MH:20

Quant: 1

WPC-60W- MH:8

Quant: 1

WPC-40W- MH:15

Quant: 1

WPC-40W- MH:15

Quant: 1

WPF-90W- MH:20

Quant: 1

WPF-90W- MH:20

Quant: 1

WPF-90W- MH:20

Quant: 1

NC-0W- MH:25

Quant: 1

WPC-40W- MH:8

Quant:
1

FL2-410W-K10 MH:25

Quant:
1

FL2-165W-K10 MH:25

Quant:
1

FL2-165W-K10 MH:25

Quant: 1

PT-40W- MH:10

Quant:
1

FL2-165W-K10 MH:25

Quant:
1

FL2-165W-K10 MH:25

Quant:
2

FL2-165W-K10 MH:25

Quant:
1

FL2-165W-K10 MH:8

Quant: 1

PT-40W- MH:10

Quant: 1

PT-40W- MH:10

Quant: 1

PT-40W- MH:10

Quant:
1

FL2-165W-K10 MH:25

Quant:
1

FL2-165W-K10 MH:25

Quant:
1

FL2-165W-K10 MH:25

Quant:
1

FL2-165W-K10 MH:25

Quant: 1

PT-40W- MH:10

Quant: 1

PT-40W- MH:10

Quant: 1

PT-40W- MH:10

Quant:
1

FL2-165W-K10 MH:25

Quant: 1

WPS-12W- MH:12

Quant: 1

WPF-90W- MH:12

Quant: 1

WPF-90W- MH:12

Quant: 1

WPC-40W- MH:12

Quant: 1

WPC-40W- MH:12

Quant: 1

WPF-90W- MH:12

Quant: 1

AL2-125W-K30 MH:26

AL2-125W-K30 MH:26

Quant: 1

AL2-125W-K30 MH:26

Quant: 1

AL2-125W-K30 MH:26

Quant: 1

AL2-125W-K30 MH:26

Quant: 1

AL2-125W-K30 MH:26

Quant: 1

AL2-125W-K30 MH:26

Quant: 1

AL2-125W-K30 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant: 2

WPC-60W- MH:7

Quant: 2

WPC-60W- MH:7

Quant: 2

WPC-60W- MH:7

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:26

Quant:
2

FL2-165W-K10 MH:25

Quant:
2

FL2-165W-K10 MH:25

Quant:
1

FL2-165W-K10 MH:25

Quant:
2

FL2-165W-K10 MH:20

Quant:
2

FL2-165W-K10 MH:20

Quant: 1

AL2-125W-K30 MH:26

Quant: 1

AL2-125W-K30 MH:26

Quant:
1

FL2-165W-K10 MH:30

Quant:
1

FL2-165W-K10 MH:30

Quant:
1

FL2-85W-K10 MH:12

Quant:
1

FL2-165W-K10 MH:25

Quant:
1

FL2-165W-K29 MH:25

Quant:
1

FL2-165W-K29 MH:25

Quant:
1

FL2-165W-K29 MH:25

Quant:
1

FL2-85W-K10 MH:25

Quant:
1

FL2-85W-K10 MH:15

Quant:
1

FL2-85W-K10 MH:15

Quant:
1

FL2-85W-K10 MH:15

Quant:
1

FL2-85W-K10 MH:15

Quant:
1

FL2-85W-K10 MH:15

Quant:
1

FL2-85W-K10 MH:15

D-2

This audit of lighting fixtures is based
upon observations and best practices
from the ground. Due to variable
installation and field conditions outside
of our control exact lighting results may
vary. No representation about electric,
physical, or structural condition are
being made.

Note: Consult photometric maps for
aiming of fixtures.

Quant: 1

AL1 - Area Light Retro

Quant: 1

AL2 - Area Light

Quant: 1

CLR6 - Can Light Recessed 6"

Quant:
1

CLR8 - Can Light Recessed 8"

Quant:

1

CSR - Canopy Soffit Recessed

Quant: 1

CSS - Canopy Soffit Surface

Quant: 1

CSS1 - Canopy Surface - Gas

Quant: 1

FL1 - Flood Light Small

Quant:
1

FL2 - Flood Light Normal

Quant:
1

FL3 - Flood Light (Fence)

Quant: 1

HM - Hiigh Mast Lighting

Quant: 1

LAMP - Lamp Replacement

Quant: 1

LAN - Lantern

Quant: 1

NC - No Change

Quant:

PL - LED PL Lamp

Quant: 1

PT - Post Top 

Quant: 1

SPI - Spider Light

Quant: 1

WPC - Wall Pack Cutoff

Quant: 1

WPF - Wall Pack Flood

Quant: 1

WPS - Wall Pack Small

Quant: 1

CH - Cobra Head

Outdoor Lighting Upgrade

at Pastore Center in

Cranston, RI

Attachment 2 -Pastore

Fixture Locations



Bldg 73

Bldg 72

Bldg 69

Bldg 68

Bldg 75

Bldg 152

Bldg 76

Bldg 81

Bldg 70

Demo.

Quant: 1

LAMP-18W- MH:8

Quant: 1

LAMP-18W- MH:8

Quant: 1

SPI-50W- MH:10

Quant: 1

SPI-50W- MH:10

Quant: 1

SPI-50W- MH:10

Quant: 1

SPI-50W- MH:10

Quant: 1

CLR6-13W- MH:8

Quant: 1

LAMP-18W- MH:8

Quant: 1

SPI-50W- MH:10

Quant: 1

NC-52W- MH:10

Quant: 1

SPI-50W- MH:10

Quant: 1

LAMP-18W- MH:7

Quant: 1

LAMP-18W- MH:8

Quant: 1

LAMP-18W- MH:8

Quant: 1

LAMP-18W- MH:8

Quant: 1

SPI-50W- MH:10

Quant: 1

SPI-50W- MH:10

Quant: 1

NC-52W- MH:12

Quant: 1

NC-52W- MH:12

Quant: 1

SPI-50W- MH:10

Quant: 1

SPI-50W- MH:10

Quant: 1

SPI-50W- MH:10

Quant: 1

SPI-50W- MH:10

Quant: 1

SPI-50W- MH:10

Quant: 1

SPI-50W- MH:10

Quant: 1

SPI-50W- MH:10

Quant: 1

LAMP-18W- MH:8

Quant: 1

LAMP-18W- MH:8

Quant: 1

CLR6-13W- MH:8

Quant: 1

NC-0W- MH:1

Quant: 1

LAMP-18W- MH:7

Quant: 1

FL1-70W-M MH:1

Quant: 1

FL1-70W-M MH:1

Quant: 1

FL1-70W-M MH:1

Quant: 1

LAMP-18W- MH:9

Quant: 1

FL1-70W-M MH:1

Quant: 4

FL1-70W-M MH:1

Quant: 1

FL1-70W-M MH:1

Quant: 1

FL1-70W-M MH:1

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

LAMP-18W- MH:7

Quant: 1

LAMP-18W- MH:7

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant:
1

FL2-410W-K10 MH:25

Quant:
1

FL2-165W-K10 MH:25

Quant:
1

FL2-165W-K10 MH:25

Quant: 1

PT-40W- MH:10

Quant:
1

FL2-165W-K10 MH:25

Quant:
1

FL2-165W-K10 MH:25

Quant:
2

FL2-165W-K10 MH:25

Quant:
1

FL2-165W-K10 MH:8

Quant: 1

PT-40W- MH:10

Quant: 1

PT-40W- MH:10

Quant: 1

PT-40W- MH:10

Quant:
1

FL2-165W-K10 MH:25

Quant:
1

FL2-165W-K10 MH:25

Quant:
1

FL2-165W-K10 MH:25

Quant:
1

FL2-165W-K10 MH:25

Quant: 1

PT-40W- MH:10

Quant: 1

PT-40W- MH:10

Quant: 1

PT-40W- MH:10

Quant:
1

FL2-165W-K10 MH:25

Quant: 2

AL2-125W-K30 MH:25

Quant: 2

AL2-125W-K30 MH:25

Quant: 1

AL2-125W-K30 MH:25

Quant: 1

AL2-125W-K30 MH:25

Quant: 1

AL2-125W-K30 MH:25

Quant: 3

CH-125W-K30 MH:30

FL2-165W-K29 MH:25

Quant:
1

FL2-165W-K29 MH:25

Quant:
1

FL2-165W-K29 MH:25

D-3

This audit of lighting fixtures is based
upon observations and best practices
from the ground. Due to variable
installation and field conditions outside
of our control exact lighting results may
vary. No representation about electric,
physical, or structural condition are
being made.

Note: Consult photometric maps for
aiming of fixtures.

Quant: 1

AL1 - Area Light Retro

Quant: 1

AL2 - Area Light

Quant: 1

CLR6 - Can Light Recessed 6"

Quant:
1

CLR8 - Can Light Recessed 8"

Quant:

1

CSR - Canopy Soffit Recessed

Quant: 1

CSS - Canopy Soffit Surface

Quant: 1

CSS1 - Canopy Surface - Gas

Quant: 1

FL1 - Flood Light Small

Quant:
1

FL2 - Flood Light Normal

Quant:
1

FL3 - Flood Light (Fence)

Quant: 1

HM - Hiigh Mast Lighting

Quant: 1

LAMP - Lamp Replacement

Quant: 1

LAN - Lantern

Quant: 1

NC - No Change

Quant:

PL - LED PL Lamp

Quant: 1

PT - Post Top 

Quant: 1

SPI - Spider Light

Quant: 1

WPC - Wall Pack Cutoff

Quant: 1

WPF - Wall Pack Flood

Quant: 1

WPS - Wall Pack Small

Quant: 1

CH - Cobra Head

Outdoor Lighting Upgrade

at Pastore Center in

Cranston, RI

Attachment 2 - Pastore

Fixture Locations



Bldg 205

Bldg 87

Bldg 94

Bldg 95

Bldg 96

Bldg 97

Bldg 166

Bldg 167

Quant: 1

WPF-120W- MH:12

Quant:
1

FL2-165W-K10 MH:30

Quant: 2

WPC-60W- MH:8

Quant:
1

FL2-165W-K10 MH:30

Quant:
1

FL2-165W-K10 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant: 1

AL2-125W-K30 MH:30

Quant:
1

FL2-410W-K10 MH:30

Quant: 2

WPS-12W- MH:8

Quant: 2

WPS-12W- MH:8

Quant: 2

WPS-12W- MH:8

Quant: 2

WPS-12W- MH:8

Quant:
2

FL2-85W-K10 MH:8

Quant: 1

AL2-125W-K30 MH:20

Quant: 2

WPS-12W- MH:8

Quant: 1

NC-0W- MH:25

Quant: 1

NC-0W- MH:25

Quant: 1

WPC-60W- MH:8

Quant: 1

WPF-90W- MH:20

Quant: 1

WPF-90W- MH:20

Quant: 1

WPF-90W- MH:20

Quant:
1

FL2-410W-K10 MH:25

Quant:
1

FL2-410W-K10 MH:25

Quant: 1

WPC-60W- MH:10

Quant: 1

WPC-60W- MH:10

Quant:
1

FL2-410W-K10 MH:25

Quant:
1

FL2-410W-K10 MH:25

Quant: 1

NC-0W- MH:10

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

WPC-60W- MH:15

Quant: 1

WPC-60W- MH:15

Quant: 1

WPC-60W- MH:15

Quant: 1

WPC-60W- MH:15

Quant: 1

WPC-60W- MH:15

Quant: 1

WPC-60W- MH:15

Quant: 1

WPC-60W- MH:15

Quant: 1

WPC-60W- MH:15

Quant: 1

WPC-60W- MH:15

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

AL2-125W-K30 MH:20

Quant: 1

Quant: 1

WPF-90W- MH:12

Quant:
1

FL2-165W-K10 MH:28

Quant:
1

FL2-165W-K10 MH:28

Quant:
1

FL2-165W-K10 MH:28

Quant:
1

FL2-165W-K10 MH:28

Quant:
1

FL2-165W-K10 MH:28

Quant: 1

WPS-12W- MH:10

Quant: 1

WPC-60W- MH:10

Quant:
1

FL2-165W-K10 MH:28

Quant:
1

FL2-85W-K10 MH:28

Quant:
1

FL2-85W-K10 MH:28

Quant: 2

WPS-12W- MH:8

Quant:
1

FL2-165W-K10 MH:28

Quant:
1

FL2-165W-K10 MH:28

Quant:
1

FL2-165W-K10 MH:28

Quant:
1

FL2-165W-K10 MH:28

Quant:
1

FL2-165W-K10 MH:28

Quant: 1

WPC-60W- MH:10

Quant: 1

WPC-60W- MH:10

Quant: 1

WPC-60W- MH:10

Quant: 1

NC-0W- MH:20

Quant: 1

NC-0W- MH:20

Quant: 1

NC-0W- MH:20

Quant: 1

NC-0W- MH:20

Quant: 1

NC-0W- MH:20

Quant: 1

NC-0W- MH:20

Quant: 1

NC-0W- MH:20

Quant: 1

NC-0W- MH:20

Quant: 1

NC-0W- MH:12

Quant: 1

NC-0W- MH:12

Quant: 1

NC-0W- MH:20

Quant: 1

NC-0W- MH:20

Quant: 1

NC-0W- MH:20

Quant: 1

NC-0W- MH:20

Quant: 1

NC-0W- MH:20

Quant: 1

NC-0W- MH:20

Quant: 1

NC-0W- MH:20

Quant:
1

Fl2-410W-K10 MH:25

Quant:
1

FL2-165W-K10 MH:25

Quant:
1

FL2-410W-K10 MH:40

E-1

This audit of lighting fixtures is based
upon observations and best practices
from the ground. Due to variable
installation and field conditions outside
of our control exact lighting results may
vary. No representation about electric,
physical, or structural condition are
being made.

Note: Consult photometric maps for
aiming of fixtures.

Quant: 1

AL1 - Area Light Retro

Quant: 1

AL2 - Area Light

Quant: 1

CLR6 - Can Light Recessed 6"

Quant:
1

CLR8 - Can Light Recessed 8"

Quant:

1

CSR - Canopy Soffit Recessed

Quant: 1

CSS - Canopy Soffit Surface

Quant: 1

CSS1 - Canopy Surface - Gas

Quant: 1

FL1 - Flood Light Small

Quant:
1

FL2 - Flood Light Normal

Quant:
1

FL3 - Flood Light (Fence)

Quant: 1

HM - Hiigh Mast Lighting

Quant: 1

LAMP - Lamp Replacement

Quant: 1

LAN - Lantern

Quant: 1

NC - No Change

Quant:

PL - LED PL Lamp

Quant: 1

PT - Post Top 

Quant: 1

SPI - Spider Light

Quant: 1

WPC - Wall Pack Cutoff

Quant: 1

WPF - Wall Pack Flood

Quant: 1

WPS - Wall Pack Small

Quant: 1

CH - Cobra Head

Outdoor Lighting Upgrade

at Pastore Center in

Cranston, RI

Attachment 2 - Pastore

Fixture Locations
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