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GENERAL NOTES

1. PROPERTY LINES, SITE SURVEY AND TOPOGRAPHICAL INFORMATION
BASED FROM, RECORD DRAWINGS AND ON THE GROUND SURVEYS
PERFORMED BY WESTON & SAMPSON ENGINEERS INC. IN MARCH 2019.

2. CONTOURS AND ELEVATIONS SHOWN ON NAVD88 VERTICAL DATUM BASED
ON GPS OBSERVATIONS.

3. NORTH ORIENTATION IS TRUE NORTH BASED ON GPS OBSERVATIONS
TAKEN AT THE TIME OF THE FIELD SURVEY. MAPPING PREPARED ON
NADV83 STATE PLANE COORDINATE SYSTEM-RHODE ISLAND ZONE.

4. REFER TO GENERAL SYMBOLS FOR SURVEY LEGEND. ALL BIDDERS ARE
REQUIRED TO INSPECT THE PROJECT SITE IN ITS ENTIRETY PRIOR TO
SUBMITTING THEIR BID, AND BECOME FAMILIAR WITH ALL CONDITIONS AS
THEY MAY AFFECT THEIR BID. CONTRACTOR AND SUB-CONTRACTOR
SHALL BE FAMILIAR WITH ALL DRAWINGS AND SPECIFICATIONS PRIOR TO
COMMENCING THE CONSTRUCTION.

5. LOCATIONS OF ANY UTILITIES SHOWN ON THESE PLANS ARE
APPROXIMATE ONLY. CONTRACTOR SHALL BE RESPONSIBLE FOR
VERIFYING THE LOCATION OF SUCH UTILITIES, PROTECTING ALL EXISTING
UTILITIES AND REPAIRING ANY DAMAGE DONE DURING CONSTRUCTION.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL ON-SITE
COORDINATION WITH UTILITY COMPANIES AND PUBLIC AGENCIES AND FOR
OBTAINING ALL REQUIRED PERMITS AND PAYING ALL REQUIRED FEES,
INCLUDING AMENDMENTS, CONTRACTORS SHALL NOTIFY ALL UTILITY
COMPANIES AND GOVERNMENT AGENCIES IN WRITING PRIOR TO
EXCAVATION. CONTRACTOR SHALL ALSO CALL "DIG SAFE" AT (888)
344-7233 NO LESS THAN 72 HOURS, (EXCLUSIVE OF WEEKENDS AND
HOLIDAYS), PRIOR TO SUCH EXCAVATION. DOCUMENTATION OF
REQUESTS SHALL BE PROVIDED TO OWNER'S REPRESENTATIVE PRIOR TO
EXCAVATION WORK.

6. WHERE AN EXISTING UTILITY IS FOUND TO CONFLICT WITH THE PROPOSED
WORK, THE LOCATION, ELEVATION AND SIZE OF THE UTILITY SHALL BE
ACCURATELY DETERMINED WITHOUT DELAY BY THE CONTRACTOR AND
THE INFORMATION FURNISHED TO THE OWNER'S REPRESENTATIVE FOR
RESOLUTION OF THE CONFLICT.

DEMOLITION & SITE PREPARATION
NOTES

1. THE CONTRACTOR SHALL INCLUDE IN THE BID THE COST OF REMOVING ANY

EXISTING SITE FEATURES AND APPURTENANCES NECESSARY TO
ACCOMPLISH THE CONSTRUCTION OF THE PROPOSED SITE
IMPROVEMENTS. THE CONTRACTOR SHALL ALSO INCLUDE IN THE BID THE
COST NECESSARY TO RESTORE SUCH ITEMS IF THEY ARE SCHEDULED TO
REMAIN AS PART OF THE FINAL SITE IMPROVEMENTS. REFER TO PLANS TO
DETERMINE EXCAVATION AND DEMOLITION REQUIREMENTS AND TO
DETERMINE THE LOCATION OF THE PROPOSED SITE IMPROVEMENTS.

2. THE OWNER RESERVES THE RIGHT TO REVIEW ALL MATERIALS

DESIGNATED FOR REMOVAL AND TO RETAIN OWNERSHIP OF SUCH
MATERIALS. IF THE OWNER RETAINS ANY MATERIAL THE CONTRACTOR
SHALL MAKE ARRANGEMENTS WITH THE OWNER TO HAVE THOSE
MATERIALS REMOVED OFF SITE TO A DESIGNATED MUNICIPAL PROPERTY
AT NO ADDITIONAL COST. ALL UNSUITABLE UNCONTAMINATED EXCESS SOIL
FROM CONSTRUCTION ACTIVITIES SHALL BE DISPOSED OF BY THE
CONTRACTOR AT NO ADDITIONAL COST TO THE CITY. REMOVAL ACTIVITIES
SHALL BE ACCORDANCE WITH STATE AND LOCAL REGULATIONS AT NO
ADDITIONAL COST TO THE CITY.

3. UNLESS SPECIFICALLY NOTED TO BE REMOVED AND STOCKPILED (R&S) OR

REMOVE AND RELOCATED (R&R), ALL SITE FEATURES CALLED TO BE
REMOVED AND DEMOLISHED (R&D) SHALL BE REMOVED WITH THEIR
FOOTINGS, ATTACHMENTS, BASE MATERIAL, ETC. TRANSPORTED FROM THE
SITE TO BE DISPOSED OF IN A LAWFUL MANNER AT AN ACCEPTABLE
DISPOSAL SITE AND AT NO ADDITIONAL COST TO THE OWNER.

4. ALL EXISTING SITE FEATURES TO REMAIN SHALL BE PROTECTED

THROUGHOUT THE CONSTRUCTION PERIOD. ANY FEATURES DAMAGED
DURING CONSTRUCTION OPERATIONS SHALL BE REPAIRED OR REPLACED
TO THE SATISFACTION OF THE OWNER AND/OR OWNER'S REPRESENTATIVE
AT NO ADDITIONAL COST.

5. DURING EARTHWORK OPERATIONS, CONTRACTOR SHALL TAKE CARE TO

NOT DISTURB EXISTING MATERIALS TO REMAIN, OUTSIDE THE LIMITS OF
EXCAVATION AND BACKFILL AND SHALL TAKE WHATEVER MEASURES
NECESSARY, AT THE CONTRACTOR'S EXPENSE, TO PREVENT ANY
EXCAVATED MATERIAL FROM COLLAPSING. ALL BACKFILL MATERIALS
SHALL BE PLACED AND COMPACTED AS SPECIFIED TO THE SUBGRADE
REQUIRED FOR THE INSTALLATION OF THE REMAINDER OF THE CONTRACT
WORK.

6. CLEAR AND GRUB VEGETATION SHALL INCLUDE REMOVAL OF ALL

GRASS/LAWN, SHRUBS, AND UNDERBRUSH, REMOVAL OF ROOTS, ROUGH
GRADING.

7. THE STORAGE OF MATERIALS AND EQUIPMENT WILL BE PERMITTED AT

LOCATIONS DESIGNATED BY OWNER OR OWNER'S REPRESENTATIVE.
PROTECTION OF STORED MATERIALS AND EQUIPMENT SHALL BE THE SOLE
RESPONSIBILITY OF THE CONTRACTOR.

8. PRIOR TO ANY WORK ON THIS SITE THE CONTRACTOR MUST CONTACT DIG

SAFE RHODE ISLAND AT (888)344-7233 TO HAVE ALL UTILITIES MARKED
WITHIN THE LIMIT OF WORK. ALL CITY UTILITY LOCATIONS MUST BE MARKED
AND COORDINATED WITH THE CITY OF PROVIDENCE.

10.

1.

12.

13.

14.

THE CONTRACTOR SHALL MAKE ALL ARRANGEMENTS FOR THE
ALTERATION AND ADJUSTMENT OF GAS, ELECTRIC, TELEPHONE AND ANY
OTHER PRIVATE UTILITIES BY THE UTILITY OWNER AT NO ADDITIONAL
COST TO THE OWNER.

CONTRACTOR SHALL BE RESPONSIBLE FOR REVIEWING ALL DRAWINGS
AND SPECIFICATIONS TO DETERMINE THE EXTENT OF EXCAVATION AND
DEMOLITION REQUIRED TO RECEIVE SITE IMPROVEMENTS.

ANY DISCREPANCIES OR CONFLICTS BETWEEN THE DRAWINGS AND
EXISTING CONDITIONS, EXISTING CONDITIONS TO REMAIN, TEMPORARY
CONSTRUCTION, PERMANENT CONSTRUCTION AND WORK OF ADJACENT
CONTRACTS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S
REPRESENTATIVE BEFORE PROCEEDING. ITEMS ENCOUNTERED IN AREAS
OF EXCAVATION THAT ARE NOT INDICATED ON THE DRAWINGS, BUT ARE
VISIBLE ON SURFACE, SHALL BE THE CONTRACTOR'S RESPONSIBILITY AND
SHALL BE REMOVED AT NO ADDITIONAL COST TO THE OWNER.

ANY ALTERATIONS TO THESE DRAWINGS MADE IN THE FIELD DURING
CONSTRUCTION SHALL BE RECORDED BY THE GENERAL CONTRACTOR ON
"AS BUILT" DRAWINGS.

ALL AREAS DISTURBED BY THE CONTRACTOR'S OPERATIONS OUTSIDE THE
PROJECT LIMITS, SHALL BE RESTORED TO THE ORIGINAL CONDITION BY
THE CONTRACTOR AT NO ADDITIONAL COST AND TO THE SATISFACTION
OF THE OWNER.

ALL WORK SHOWN ON THE PLANS AS BOLD SHALL REPRESENT PROPOSED
WORK. THE TERM "PROPOSED (PROP)" INDICATES WORK TO BE
CONSTRUCTED USING NEW MATERIALS OR, WHERE APPLICABLE, RE-USING
EXISTING MATERIALS IDENTIFIED AS "REMOVE AND RELOCATE (R&R)" OR
"REMOVE AND SALVAGE (R&S).

ALL KNOWN EXISTING STATE, COUNTY AND MUNICIPAL LOCATION LINES
AND PRIVATE PROPERTY LINES HAVE BEEN ESTABLISHED FROM
AVAILABLE INFORMATION AND ARE INDICATED ON THE PLANS.

THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS TO
PROTECT HIS EMPLOYEES, AS WELL AS PUBLIC USERS FROM INJURY
DURING THE ENTIRE CONSTRUCTION PERIOD USING ALL NECESSARY

EROSION AND SEDIMENT CONTROL

NOTES

1.

10.

ALL SEDIMENT AND EROSION CONTROL DEVICES SHALL BE PUT INTO
PLACE PRIOR TO BEGINNING ANY CONSTRUCTION OR DEMOLITION.
REFER TO PLANS FOR APPROXIMATE LOCATION OF EROSION AND
SEDIMENT CONTROL. REFER TO SPECS AND DETAILS FOR TYPE OF
EROSION AND SEDIMENT CONTROL.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE CONTINUAL
MAINTENANCE OF ALL SEDIMENT CONTROL DEVICES THROUGHOUT THE
DURATION OF THE PROJECT.

CONTRACTOR SHALL MEET ALL OF THE STATE OF RHODE ISLAND AND
THE CITY OF PROVIDENCE WETLAND ORDINANCE REGULATIONS FOR
SEDIMENT AND EROSION CONTROL.

EXCAVATED MATERIAL STOCKPILED ON THE SITE SHALL BE SURROUNDED
BY A RING OF UNBROKEN SEDIMENT AND EROSION CONTROL FENCE. THE
LIMITS OF ALL GRADING AND DISTURBANCE SHALL BE KEPT TO A MINIMUM
WITHIN THE APPROVED AREA OF CONSTRUCTION. ALL AREAS OUTSIDE
OF THE LIMIT OF CONTRACT SHALL REMAIN TOTALLY UNDISTURBED
UNLESS OTHERWISE APPROVED BY OWNER'S REPRESENTATIVE.

ALL CATCH BASINS AND DRAIN GRATES WITHIN THE LIMIT OF WORK SHALL
BE PROTECTED WITH SILT SACKS DURING THE ENTIRE DURATION OF
CONSTRUCTION.

EROSION CONTROL BARRIERS TO BE INSTALLED AT THE TOE OF SLOPES.
SEE GRADING & DRAINAGE PLANS, NOTES, DETAILS AND SPECIFICATIONS.

THE CONTRACTOR SHALL PROVIDE DUST CONTROL FOR CONSTRUCTION
OPERATIONS AS APPROVED BY THE OWNER'S REPRESENTATIVE AND
MASSACHUSETTS D.E.P. REQUIREMENTS.

ALL POINTS OF CONSTRUCTION EGRESS OR INGRESS SHALL BE
MAINTAINED TO PREVENT TRACKING OR FLOWING OF SEDIMENT ON TO
PUBLIC/PRIVATE ROADS.

ALL MATERIAL HAULING VEHICLES SHALL BE COMPLETELY COVERED
PRIOR TO LEAVING THE SITE.

CONTRACTOR SHALL BE RESPONSIBLE FOR WHEEL CLEANING OF ALL

CONSTRUCTION VEHICLES PRIOR TO EXITING THE SITE. CONTRACTOR
SHALL ENSURE THAT MATERIAL HAULING VEHICLES REMAIN ON PAVED
SURFACES AS MUCH AS POSSIBLE

15.

16.

17.

18.

19.

20.

21.

SAFEGUARDS, INCLUDING BUT NOT LIMITED TO, THE ERECTION OF
TEMPORARY WALKS, STRUCTURES, PROTECTIVE BARRIERS, COVERING,
OR FENCES AS NEEDED.

THE CONTRACTOR SHALL SUPPLY THE OWNER WITH THE NAME OF THE
OSHA "COMPETENT PERSON" PRIOR TO CONSTRUCTION.

FILLING OF EXCAVATED AREAS SHALL NOT TAKE PLACE WITHOUT THE
PRESENCE OR PERMISSION OF THE OWNER.

EXISTING TREES TO REMAIN SHALL BE PROTECTED FROM CONSTRUCTION
ACTIVITIES. NO STOCKPILING OF MATERIAL, EQUIPMENT OR VEHICULAR
TRAFFIC SHALL BE ALLOWED WITHIN THE DRIP LINE OF TREES TO REMAIN.
NO GUYS SHALL BE ATTACHED TO ANY TREE TO REMAIN. WHEN
NECESSARY OR AS DIRECTED BY THE OWNER'S REPRESENTATIVE, THE
CONTRACTOR SHALL ERECT TEMPORARY BARRIERS FOR THE
PROTECTION OF EXISTING TREES DURING CONSTRUCTION.

TREES AND SHRUBS WITHIN THE LIMITS OF WORK SHALL BE REMOVED
ONLY UPON THE APPROVAL OF THE OWNER'S REPRESENTATIVE OR AS
NOTED ON THE PLANS.

NO FILLING SHALL OCCUR AROUND EXISTING TREES TO REMAIN WITHOUT
THE APPROVAL OF THE OWNER OR OWNER REPRESENTATIVE.

THE CONTRACTOR SHALL REMOVE ALL SURFACE VEGETATION PRIOR TO
GRADING THE SITE. TREES AND STUMPS SHALL BE REMOVED AND
DISPOSED COMPLETE BY CONTRACTOR. TEMPORARY EROSION CONTROL
MEASURES SHOWN ON THE DRAWINGS (INCLUDING SILT FENCE, STRAW
WATTLES, OR SILT SOCKS) SHALL BE INSTALLED BY THE CONTRACTOR.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING THESE
TEMPORARY EROSION CONTROL MEASURES THROUGHOUT THE PROJECT
WHICH COST SHALL BE INCIDENTAL TO THE PROJECT.

ALL UNSUITABLE UNCONTAMINATED EXCESS SOIL FROM CONSTRUCTION
ACTIVITIES SHALL BE DISPOSED OF BY THE CONTRACTOR AT NO
ADDITIONAL COST TO THE CITY. REMOVAL ACTIVITIES SHALL BE
ACCORDANCE WITH STATE AND LOCAL REGULATIONS AT NO ADDITIONAL
COST TO THE OWNER. REFER TO CITY OF PROVIDENCE BY-LAW FOR
EARTH MOVEMENT. SUITABLE SOIL EXCAVATION AS PART OF THE
PROJECT MUST MEET ONE OR MORE OF THE MATERIAL REQUIREMENTS

LAYOUT NOTES

COORDINATE ALL LAYOUT ACTIVITIES WITH THE SCOPE OF WORK CALLED
FOR BY DEMOLITION, GRADING AND UTILITIES OPERATIONS
ENCOMPASSED BY THIS CONTRACT. SET, PROTECT AND REPLACE
REFERENCE STAKES AS NECESSARY OR AS REQUIRED BY THE OWNER'S
REPRESENTATIVE.

THE LAYOUT OF SITE AMENITIES AND FENCES MUST BE APPROVED BY THE
OWNER'S REPRESENTATIVE PRIOR TO INSTALLATION.

ALL PROPOSED SITE FEATURES SHALL BE LAID OUT AND STAKED FOR
REVIEW AND APPROVAL BY THE OWNER'S REPRESENTATIVE PRIOR TO
COMMENCEMENT OF INSTALLATION. ANY REQUIRED ADJUSTMENTS TO
THE LAYOUT SHALL BE UNDERTAKEN AS DIRECTED, AT NO ADDITIONAL
COST TO THE OWNER.

ALL PROPOSED PAVEMENTS SHALL MEET THE LINE AND GRADE OF
EXISTING ADJACENT PAVEMENT SURFACES AND SHALL BE TREATED WITH
AN RS-1 TACK COAT AT POINT OF CONNECTION. ALL PATHWAY WIDTHS
SHALL BE AS NOTED ON THE LAYOUT AND MATERIALS PLAN.

THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND GRADES ON THE
GROUND AND REPORT ANY DISCREPANCIES IMMEDIATELY TO THE OWNER.

22.

23.

24.

25.

26.

27.

28.

SPECIFIED IN 31 00 00-EARTHWORK. IF THE CONTRACTOR PROPOSES TO
USE THE EXISTING FILL ON SITE BELOW PAVEMENT AREAS, HE MUST
DEMONSTRATE THAT THE FILL MEETS THE REQUIREMENTS PER THE
SPECIFICATIONS. ALL EXCAVATED FILL MATERIAL WHICH DOES NOT MEET
THE REQUIREMENTS OF THE CONTRACT DOCUMENTS SHALL BE REMOVED
AND DISPOSED OF OFF-SITE AT NO ADDITIONAL COST.

CONTRACTOR IS RESPONSIBLE FOR STAKING CONSTRUCTION BASELINES
IN FIELD WITH A RI. REGISTERED PROFESSIONAL LAND SURVEYOR. NO
CONSTRUCTION WILL BE PERFORMED WITHOUT THE PROPOSED
BASELINES AND LAYOUTS APPROVED BY THE OWNER'S REPRESENTATIVE.

NO FILL SHALL CONTAIN HAZARDOUS MATERIALS.

CONTRACTOR SHALL PROVIDE TEMPORARY CONSTRUCTION FENCING
AROUND PERIMETER OF WORK AREA (LIMIT OF WORK). FENCE SHALL NOT
IMPEDE TRAVEL WAYS.

ANY QUANTITIES SHOWN ON PLANS ARE FOR COMPARATIVE BIDDING
PURPOSES ONLY. IT IS THE CONTRACTOR'S RESPONSIBILITY TO VISIT THE
PROJECT SITE TO VERIFY ALL QUANTITIES AND CONDITIONS PRIOR TO
SUBMITTING BID.

ALL EXISTING DRAINAGE FACILITIES TO REMAIN SHALL BE MAINTAINED
FREE OF DEBRIS, SOIL, SEDIMENT, AND FOREIGN MATERIAL AND
OPERATIONAL THROUGHOUT THE LIFE OF THE CONTRACT. REMOVE ALL
SOIL, SEDIMENT, DEBRIS AND FOREIGN MATERIAL FROM ALL DRAINAGE
STRUCTURES, INCLUDING BUT NOT LIMITED TO, DRAINAGE INLETS,

MANHOLES AND CATCH BASINS WITHIN THE LIMIT OF WORK AND DRAINAGE

STRUCTURES OUTSIDE THE LIMIT OF WORK THAT ARE IMPACTED BY THE
WORK FOR THE ENTIRE DURATION OF CONSTRUCTION.

CONTRACTOR'S STAGING AREA MUST BE WITHIN THE CONTRACT LIMIT
LINE AND IN AREAS APPROVED BY OWNER. ANY OTHER AREAS THAT THE
CONTRACTOR MAY WISH TO USE FOR STAGING MUST BE COORDINATED
WITH THE OWNER.

THE CONTRACTOR SHALL KEEP ALL STREETS, PARKING LOTS AND WALKS
THAT ARE NOT RESTRICTED FROM PUBLIC USE DURING CONSTRUCTION
BROOM CLEAN AT ALL TIMES. THE CONTRACTOR SHALL USE ACCEPTABLE
METHODS AND MATERIALS TO MAINTAIN ADEQUATE DUST CONTROL

GRADING & DRAINAGE NOTES

10.

11.

12.

ALL WORK RELATING TO INSTALLATION, RENOVATION OR MODIFICATION OF
DRAINAGE SERVICES SHALL BE PERFORMED IN ACCORDANCE WITH THE
STANDARDS OF THE CITY OF PROVIDENCE AND ITS DEPARTMENT OF
PUBLIC WORKS.

THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS, GRADES AND INVERT
ELEVATIONS IN THE FIELD AND REPORT ANY DISCREPANCIES IMMEDIATELY
TO THE OWNER AND OWNER'S REPRESENTATIVE.

ALL NEW WALKWAYS MUST CONFORM TO CURRENT AMERICANS WITH
DISABILITIES ACT (ADA) REGULATIONS: WALKWAYS SHALL MAINTAIN A
CROSS PITCH OF NOT MORE THAN ONE AND A HALF (1.5%) PERCENT
MAXIMUM AND THE RUNNING SLOPE (PARALLEL TO THE DIRECTION OF
TRAVEL) OF 4.5% MAXIMUM.

MINIMUM SLOPE ON ALL WALKWAYS WILL BE 1:100 OR 1% TO PROVIDE
POSITIVE DRAINAGE. ANY DISCREPANCIES NOT ALLOWING THIS TO OCCUR
SHALL BE REPORTED TO THE OWNER'S REPRESENTATIVE PRIOR TO
CONTINUING WORK.

ALL UTILITY GRATES, COVERS OR OTHER SURFACE ELEMENTS INTENDED
TO BE EXPOSED AT GRADE SHALL BE FLUSH WITH THE ADJACENT FINISHED
GRADE AND ADJUSTED TO PROVIDE A SMOOTH TRANSITION AT ALL EDGES.

THE CONTRACTOR SHALL SET SUBGRADE ELEVATIONS TO ALLOW FOR
POSITIVE DRAINAGE AND PROVIDE EROSION CONTROL DEVICES,
STRUCTURES, MATERIALS AND CONSTRUCTION METHODS TO DIRECT SILT
MIGRATION AWAY FROM DRAINAGE AND OTHER UTILITY SYSTEMS, PUBLIC/
PRIVATE STREETS AND WORK AREAS. CLEAN BASINS REGUAL;RLY AND AT
THE END OF THE PROJECT.

CONTRACTOR SHALL ENSURE ALL AREAS ARE PROPERLY PITCHED TO
DRAIN, WITH NO SURFACE WATER PONDING OR PUDDLING.

EXCAVATION REQUIRED WITHIN PROXIMITY OF KNOWN EXISTING UTILITY
LINES SHALL BE DONE BY HAND. CONTRACTOR SHALL REPAIR ANY DAMAGE
TO EXISTING UTILITY LINES OR STRUCTURES INCURRED DURING
CONSTRUCTION OPERATIONS AT NO COST TO THE OWNER.

WHERE NEW EARTHWORK MEETS EXISTING EARTHWORK, CONTRACTOR
SHALL BLEND NEW EARTHWORK SMOOTHLY INTO EXISTING, PROVIDING
VERTICAL CURVES OR POUNDS AT ALL TOP AND BOTTOM OF SLOPES.

WHERE A SPECIFIC LIMIT OF WORK LINE IS NOT OBVIOUS OR IMPLIED,
BLEND GRADES TO EXISTING CONDITIONS WITHIN 5 FEET OF PROPOSED
CONTOURS.

RESTORE ALL DISTURBED AREAS AND LIMITS OF ALL REMOVALS TO LOAM
AND CONSERVATION SEED MIX UNLESS OTHERWISE NOTED.

WHERE NEW IMPROVEMENTS MEET EXISTING CONDITIONS, MEET LINE AND
GRADE OF EXISTING ADJACENT PAVEMENTS, TYPICAL.

29.

30.

31.

32.

33.

34.

35.

36.

37.

THROUGHOUT CONSTRUCTION.
CONTRACTOR SHALL COORDINATE ALL WORK WITH THE OWNER.

THE LIMIT OF WORK SHALL BE DELINEATED IN THE FIELD PRIOR TO THE
START OF SITE CLEARING OR CONSTRUCTION AND AGREED UPON WITH
THE OWNER'S REPRESENTATIVE.

DEEP SUMP CATCH BASINS AND STORMWATER BASINS SHALL BE CLEANED
FOLLOWING CONSTRUCTION AND SHALL FOLLOW THE OPERATION AND
MAINTENANCE PLAN THEREAFTER.

HAULING OF EARTH MATERIALS TO AND FROM THE SITE SHALL BE
RESTRICTED TO THE HOURS OF 7 AM TO 5 PM.

ANY BOULDERS 3 CY OR SMALLER SHALL BE CONSIDERED
UNDOCUMENTED FILL AND SHALL BE DISPOSED OF AT NO ADDITIONAL
COST TO THE CITY.

WORK ON WEEKENDS SHALL ONLY BE CONDUCTED IF PRIOR WRITTEN
PERMISSION IS PROVIDED BY THE CITY.

NO TRUCKS LEFT IDLING ON CITY STREETS DURING CONSTRUCTION.
CONSTRUCTION TRAFFIC AT NO TIME SHALL IMPEDE FLOW OF RESIDENT
TRAFFIC.

ALL WORK WITHIN THE STATE'S ROW WILL CONFORM TO RIDOT'S
STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION,
AMENDED 2018, WITH ALL REVISIONS AND R.I. STANDARD DETAILS, 1998
EDITION, WITH ALL REVISIONS.

THE CONTRACTOR MUST TEST PIT THE PROJECT AREA PRIOR TO AND
FINAL INSTALLATION.
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CATCH BASIN

1°'—0" CLEARANCE
AROUND EVERGREEN TREES THE BEIRUT NINE

MEMORIAL

SNOW
FENCE

/ DOWNTOWN PROVIDENCE, RI
02903
(2) 1"x1"%3'~0"

STAKES PER BALE 6'—0" STANDARD STEEL POST

HORIZONTAL BALE
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EHNLING (TR BALED HAY OR STRAW SINGLE STRAND 4" (MAX.)
T " IRRI I I Il Il [2'-0" (MIN.)
01t | 45 OR 1/2" STRAPPING Z Rl
ow il WUNRL U I I I
s WOOD FRAMING el
B Rt SToTUT 2°%2" T0 2°X6" 1 EVERGREEN TREE 5" MIN.
E NOMINAL LUMBER ARl
l ol e
70" PREVENT PIPING AROUND DECIDUOUS TREE SNOW CRUSHED STONE
217 1 0
SUBGRADE "M ; FENCE TORRADO
UVR R
ARCHITECTS
R Rl :
% ; Z Zf HT GEOGRID 35 Greenwich Street
0 A | Providence, Rl 02907
' ¥ 6'—0" STANDARD STEEL POST 401.781.0633
NOTES: v REQUIRED
1. SHALL BE IN ACCORDANCE WITH SECTION 209 OF THE R.. STANDARD SPECIFICATIONS. {
2. THIS INLET PROTECTION CAN ALSO BE USED WHEN CONSTRUCTION SEQUENCING REQUIRES . .,
A CATCH BASIN TO BE EXPOSED TO SEDIMENT FROM THE SUBGRADE. THIS WILL BE HIL (il
ACHIEVED BY INSTALLING THE BALED HAY AS SHOWN ON THIS DETAIL INTO THE s - Vi |
SUBGRADE. |
3. THE PERIMETER CONFIGURATION OF THE BALED HAY WILL VARY DEPENDING ON THE 2-0" )| || I I I
PARTICULAR TYPE OF CATCH BASIN INLET BEING CONSTRUCTED. THE ENGINEER WILL . Wes’rono
PROVIDE SPECIFIC DIRECTION IN SUCH CASES. I I 1 I
SHALL BE IN ACCORDANCE WITH SECTION L.11 OF THE STANDARD SPECIFICATIONS. DECIDUOUS TREE SHALL BE IN ACCORDANCE WITH SECTION 211 OF THE R.l. STANDARD SPECIFICATIONS. 427 Main Street,
NOTE: Suite 400, Worcester, MA 01608
SHALL BE IN ACCORDANCE WITH SECTION L.11 OF THE R.. STANDARD SPECIFICATIONS. 978.977.0110 800.SAMPSON
www.westonandsampson.com
CATCH BASIN INLET PROTECTION (R.l. DOT STANDARD DETAIL 9.8.0) TREE PROTECTION (R.l. DOT STANDARD DETAIL 51.1.0 - 51.1.1) 3 CONSTRUCTION ACCESS (R.l. DOT STANDARD DETAIL 9.9.0)
SCALE: NTS 2 SCALE: NTS SCALE: NTS
Revisions:
No. Date Description
I/—umr OF CLEARING
CONTRACTOR SHALL MATCH
_ . PROTECTED AREA | AREA OF DISTURBANCE EXISTING CAP STONES. FINAL
APPROVAL BY OWNERS
METAL CONNECTOR
| /_ CABLE 1/8”’ (M'N.) REPRESENTATIVE.
(SHEE\(/)\? BLT‘IF‘:YTHNG - REUSE REMOVED WALL STONES IN
PLASTIC MESH) 5, THIS AREA TO MATCH EXISTING
HEAVY-DUTY CORD SEWN IN SILT FINISH. FINAL APPROVAL BY OWNERS
FENCE FABRIC (TOP AND BOTTOM) REMOVE GRANITE SEAT REPRESENTATIVE
= \ (SEE DETAIL "A* FOR TOP CORD TO SLAB AND RETURN TO '
" 2" 4'—6" (MAX.) = EVERY OTHER SILT FENCE POST OWNER.
(2)AXK2 ;:)srs a1 REMOVE GRANITE SEAT
DRIVE IN TRENCH '«I:- FILTER FABRIC SLAB AND RETURN TO
(SEE NOTE 2) Y STD. 9.1.0 OWNER.
it REMOVE AND RELOCATE PROTECT / MAINTAIN
EXISTING GRADE \‘”x“&‘ﬂmm‘“‘“ WALL STONES AS NEEDED TO EXISTING WEEP HOLE Issued For-
\ I l}’! Il l INSTALL STEPS AND CHEEK
NN N 5 5 ) [ I ressessy \ WALLS. TWO LOCATIONS -
A, Wl’.‘iﬁﬁl‘m TOE OF SLOPE SEE PLANS. : E CFiilia e i : e FOR CONSTRUCTION
x5 6" (MIN.) SR il :, . WALL INFILL
~ BURY FLAP OF FILTER FABRIC T PRy — _—e . SEE PLANS.
Scale: NA
NOTES : 1 N Date: 06-21-2019
1. SHALL BE IN ACCORDANCE WITH SECTION 206 OF THE R.l. .
STANDARD SPECIFICATIONS. SAWCUT Drawn By: DMP
2.STD. 9.1.0 IS INSTALLED "TIGHT" AGAINST SILT FENCE. .
THOROUGHLY COMPACT EXCAVATED SOILS BACK INTO REMOVE AND DISPOSE Reviewed By: BK
TRENCH AFTER INSTALLATION OF EROSION CONTROL EEP HOLE
DEWVICE. SILT FENCE FABRIC SHALL NOT BE SLIT. STD. EXISTING W © Approved By: MSM
9.1.0 POST SHALL BE DRIVEN THROUGH SILT FENCE
FABRIC. 2"x2"x4'—6"(MAX.) OAK POST FOR SILT FENCE . ,
SHALL BE LOCATED 8'—0"(MAX.) O.C. IN WETLAND AREAS W&S Project No: 2190309
AND 4'-0"(MAX.) O.C. IN WETLAND RAVINE, GULLY OR
DROP—OFF AREAS AS SHOWN ON PLANS. S creas W&S File No: 2190309
3. 18;:}'X4'—6'(MIN.) POSTS PERMITTED FOR PRE-FABRICATED e LIMITS OF WALL REMOVAL
FENCE. TA
4. SILT FENCE AND BALED HAY SHALL BE INSTALLED DETAIL A i}
BEFORE ANY GRUBBING OR EARTH EXCAVATION A
TAKES PLACE, Drawing Title:
SITE PREPARATION
BALED HAY EROSION CHECK AND SILT FENCE COMBINED (R.l. DOT STANDARD DETAIL 9.3.0) 5 EXISTING STONE WALL DEMOLITION AND REPAIR DETAILS
SCALE: NTS SCALE: NTS
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CRUSHED, ASTM NO. 8
o CHAMFERED FACE TO MONUMENT:
al = / / - HAVE POLISHED FINISH 5 MARINE CORPS EAGLE,
STEEL EDGING REFER —| @ L L - GLOBE AND ANCHOR
- BEDDING MATERIAL, OPEN-GRADED, 3 3
TO DETAIL 2/L7.01 \k [ |§ 1} u w ;; H 77 /H/_ CRUSHED. ASTM NO. 8 T ﬂ N CHANNEL FOR 48" S SKATE STOP 2. TYP ETCHED INTO CHAMFERED
A I | I I | i i | | J ’ ' s .
’ 2 ] ) o S L SHTING ] SEE SPECIFICATIONS BOOKEND THE BEIRUT NINE
BASE MATERIAL, OPEN-GRADED, N < MEMORIAL
PERVIOUS PRECAST 5 CRUSHED. ASTM NO. 57 - LENGTH OF WALL - RIGHT SIDE LOOKING AT
CONCRETE PAVER ’ ' $ FROM CHAMFER TO iy - MONUMENT:
- - FRONT / SIDES TO BE
EDGING. SOLDER COURSE L , CHAMFER. INSTALL : PITCH) SPLIT EAGE HMM 162 UNIT PATCH DOWNTOWN PROVIDENCE, RI
PATTERN. SEE SUBBASE MATERIAL, OPEN-GRADED, MQ STRIP LIGHTING MZ ETCHED INTO CHAMFERED 02903
SPECIFICATIONS = CRUSHED, ASTM NO. 2 PER BOOKEND
STRIP LIGHT PLACEMENT MANUFACTURERS ENDS OF MONUMENT
PERVIOUS PRECAST Ll RECOMMENDATIONS ENGRAVED
CONGRETE PAVERS MARINE FACE ETCHED NAMES 3" HT.
: CHAMFERED BOOK IN GLASS (9)
HERRINGBONE PATTERN. END, TYP. SKATE STOP TYPE 2, TYP.
SEE SPECIFICATIONS SUBSOIL MATERIAL & AT EACH JOINT, SEE
7 1‘ SPECIFICATIONS.
PLAN VIEW
_— CHAMFERED
NOTES: ) EDGE TO HAVE
: _ — N } SERGEANT TIMOTHY GIBLIN CORPORAL RICK R. CRUDALE CORPORAL EDWARD S. IACOVINO, JR. ‘CORPORAL DAVID C. MASSA ‘CORPORAL THOMAS A. SHIPP CORPORAL JAMES F. SILVIA CORPORAL EDWARD SOARES JR. CORPORAL STEPHEN E. SPENCER LANCE CORPORAL THOMAS A? JULIAN POLISHED FINISH
1. ALL AGGREGATE MATERIAL SHALL BE CRUSH ED, ANGULAR STONE AND FREE OF FINES. v - \\?) Iml Iml / BIOGRAPHY i BIOGRAPHY i BIOGRAPHY i BIOGRAPHY i BIOGRAPHY | BIOGRAPHY | BIOGRAPHY |
2. SURFACE SLOPE SHALL BE A MINIMUM OF 1% AND MAXIMUM OF 5%. o K f . . . | | | .
Njp@ \ ~——— FRONT FACE TO
TN BE PITCH/ SPLIT
BIOGRAPHY PLAQUES FACE
FRONT / INSIDE OF MONUMENT FACING SEATING 102" X 2 INSET IN TORRADO
4
SLANT FACE ARCHITECTS
4" i
CHAMFERED FACE 35 Greenwich Street
7" EECAEAFERED ~ FILL VOID SPACE Providence, Rl 02907
1 PERVIOUS CONCRETE PAVER L TYP SKATE STO BETWEEN GRANITE 401.781.0633
0 KATE STOP TYPE 2 BLOCKS WITH
SCALE: NTS 4 1
- YP.  TYP. FOR WALL ONLY. NON-SHRINKING
- T - FLEXIBLE GROUT.
: FINAL COLOR
) ue HH (I / DECISION TO BE
= QFn n
o>"THE RHODE ISLAND NINE N — MADE IN FIELD
P l FRONT i AGAINST ACTUAL Weston O
FACE GRANITE COLOR.
o FRONT FACE 427 Main Street,
= FRONT Suite 400, Worcester, MA 01608
3" W x 5"D BLACK = SIDE SKATE STOP TYPE 2 — 978.977.0110 800.SAMPSON
] ] FINISHSTEEL
% W x 5"D BLACK gy EDGER WITH 1/8" MARINE FACE ETCHED www.westonandsampson.com
FINISH STEEL < 3/ Q IN GLASS (9) 9 GLASS SECTIONS
o o REVEAL AND % © EQUAL - GRANITE
EDGER WITH %4 = STEEL SPIKES. 18" by AT 4-5" EACH CHAMFERED
STEEL SPIKES, 18" o LENGTH. SPAGED 2" 950 - , SPACING ® BOOK END, TYP
LENGTH, SPACED 2 % ’ 1> ] 7 7 ] » TYP.
o.C. > | " i i oA BACK SIDE OF
PERVIOUS e MULCH PLANTING BED, LOAM AND SEED, SEE a - GRANITE
- -
CONCRETE \ SEE SPECIFICAITIONS. SPECIFICATIONS. . - — MSyEU,_'YIg,'\,\E Jo
PAVEREDGING | N "THE RHODE ISLAND NINE" - FINISH
/ AN Revisions:
o ~ FOOTING, SEE
o ‘ v DETAIL BELOW No. Date Description
20 MM LAMINATED
ETCHED GLASS
STAINLESS STEEL
FLAT HEAD SCREW
BACK / OUTSIDE OF MONUMENT FACING
PATHWAY 1
— I TALL SETTING BLOCK
BRACKET WITH BASE
] y FLANG
f‘\42|_2|l
PAVER EDGE DETAIL MULCH BED DETAIL CHANNEL FOR L.E.D. STRIP
GRANITE BLOCK: GLASS WITH ETCHED LIGHTS, SEE ELECTRICAL
SIDES: PITCH/ SPLIT FACE MARINE PORTRAITS: PLANS FOR REFERENCE.
FRONT: PITCH/ SPLIT FACE '
_ 20 MM THICK TEMPERED ~—  GRANITE
e e o R93-6" LAMINATED GLASS. 4" MIN - 5' MAX.
STEEL EDGING & AVE: 40'-1" LINEAR FEET LONG. i’ 7
? BACK: POLISHED FINISH 1-6" HIGH. GLASS MOUNTING BRACKET
SCALE: NTS — i
- -
. I
—
— — GLASS WITH ETCHED ssued For:
PIN GRANITE SECTIONS TO PIN GRANITE SECTIONS MARINE PORTRAITS:
FOOTING USING 2 - 1"-6" TOGETHER USING 1 - 16" 20 MM THICK TEMPERED
P vEw o NATED GLASS FOR CONSTRUCTION
- FILL VOID SPACE AROUND WITH 14" AGGREGATE e '
FILL VOID SPACE AROUND PIN WITH EPOXY RESIN 2 1-6" HIGH.
PIN WITH EPOXY RESIN. ' 565 CEMENT 45 REBAR INO.C. TYP FINISHED
— #5 @ 12-INO.C., TYP. GRADE
JOINT FILL MATERIAL, OPEN-GRADED, /
CRUSHED, ASTM NO. 8 g FLUSH TRANSITION / O GRANITE Scale: NA
SAWCUT EXISTING CONCRETE GRANITE SLAB j MEMORIAL cale:
PAVEMENT AS NECESSARY FOR FINISH GRADE —_ - —1EQ EQ EQ— L — —_ _ _ —_ -+ -+
A UNIFORM SMOOTH TRANSITION / / REFER TO PERVIOUS Oy R © . 3'CLEAR Date: 06-21-2019
CONGRETE PAVER L= g T o T Y Y VA - . e —— By
PAVEMENT \ < [ ‘ DETAIL ' ' I ; ; ; ; ' ' ' ' ; ) : : ' < . L rawn By: DMP
\ ] | 7 Sl | || . [T——— #5REBAR@ 12INO.C,, TYP, Reviewed By: BK
o )y 7 % -] © o . 16"
SO MORTAR THRESHOLD @ o« e 2 Approved By: MSM
N TO CONCRETE SLAB DR P 6 - #5 REBAR
< & T . EQUALLY : .
© 4000 PSI CONCRETE LI\ 5 L SPACED. TYP W&S Project No: 2190309
SLAB ENTIRE LENGTH OF GRANITE WALL A s TYF. _
W&S File No: 2190309
T SUBGRADE FOOTINGS
Drawing Title:
NOTES:
1. CONTRACTOR SHALL PROVIDE DETAIL SHOP DRAWING FOR APPROVAL.
2. TEXT SHALL NOT FALL WITHIN 4" OF ANY GRANITE JOINT. SITE IMPROVEMENT
3. SEE SPECIFICATIONS/ APPENDICES FOR IMAGES TO BE ETCHED. DETAILS
3 GRANITE THRESHOLD 4 MONUMENT
SCALE: NTS SCALE: NTS

Sheet Number:
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—12"

7 MIN. —

7~
H———MIN. 1T+ 12"———
. THE BEIRUT NINE
3 14" ROUND STAINLESS STEEL 12" MIN. —# MEMORIAL
3 POST WITH 1 ' ROUND .
STEEL HANDRAIL \ 346", (SIX EQUAL SIZED GRANITE BLOCKS) DOWNTOWN PROVIDENCE, RI
5.gr . 02903
4", CHEEK WALL 3) & 1\7 R77' —
PERVIOUS PAVERS SEE 12" ‘
DETAIL
ALIGN 13" %
\ ‘ N ! n
| | " J%# \ GRANITE BLOCK
-1 %" WASH 7‘% OVERLAP 1-IN T I SIDES: PITCH/SPLIT FACE
2, | STAINLESS STEEL HAND RAIL, TYP. TOP FACE: FLAMED FINISH
S.S. DOWEL, DIA 1/2"-IN X EQUAL SKATE STOP 1, TYP.
6-IN LONG, 3-IN = % ’ DISTANCE CONC. CHEEK WALL WITH 3"
EMBEDMENT, 36-IN O.C., Y > Va gSC@EjAZ’:H N CHAMFER EDGE CAULK GAPS TO MATCH GRANITE
TP /\ " s ; 5 WAY 12" MIN. ——* WATER PROOF/ SHRINK FREE GROUT
‘ ° ® e G .
L|J e EXISTING CONCRETE WALK TORRADO
( ) . / SKATE STOP TYPE 1, ARCHITECTS
2 ) SEE DETAIL
T — PLANTING BED, e " 35 Greenwich Street
=< SEE DETAIL —‘—i 1" CHAMFER EDGE Providence, RI 02907
1" MORTAR, TYP. _//@ . RS y _ \/ GRANITE BLOCK 401.781.0633
#5 REBAR @ 12-IN, TYP. o8 < JOINT FILLER % M SIDES: PITCH/SPLIT FACE
#4 REBAR @ 12-IN, TYP. \ Tor Pk HOTE
COMPACTED T~ KEYWAY, TYP. ] PIN GRANITE BENCH TO FOOTING WITH 2 - 1.5" DIA.
DENSE GRADED T+ g STAINLESS STEEL PINS EQUALLY SPACED PER SECTION
° ° CRUSHED STONE . d CAST IN PLACE CONCRETE T
e FOUNDATION AND Weston O
o0
28 CONTINUOUS SUBSLAB __—— PERVIOUS PAVERS,
, ) ' e SEE DETAIL 427 Main Street,
5 2" CLEAR TYP. = p | Suite 400, Worcester, MA 01608
— = 1T CONCRETE TO BE 4.000 978.977.0110 800.SAMPSON
3" CLEAR, TYP. — | (e . #3TIE@ 12" O.C. Y. ,
\\A\*/ l a PSI WITH 1 %u AGGREGATE WWW.WeStonandsampson.C0m
© = 565 CEMENT
ol ¢ ——TT1 —— 4-#4 REBAR EQUALLY SPACED
1'_0" 4. / Q
TYp. . 1 —— COMPACTED SUBGRADE
COMPACTED DENSE
COMPACTED SUBGRADE, TYP. GRADED CRUSHED 2 /— DENSE GRADED CRUSHED
STONE 14" STONE
N Revisions:
2I
No. Date Description
1 GRANITE STEPS & FOOTING SIDE VIEW 3 GRANITE BENCH
SCALE: NTS SCALE: NTS
3" CHAMFER EDGE, TYP.
FILL GAP WITH NON
SHRINK GROUT EXISTING EXISTING STONE WALL
STEPS
#5 REBAR @ 12" O.C. HORIZONTAL, TYP.
GRANITE STEPS
SEE DETAIL "
#6 REBAR @ 12" O.C. VERTICAL, TYP. : )
\\ R '
) d Issued For:
4000 PS| CONCRETE CHEEK WALL
FINISH GRADE d FINISHED GRADE FOR CONSTRUCTION

N [ G P Ly il il Ll

S COMPACTED SUBGRADE
/ Scale: NA
PIN STEP FOOTING TO CHEEK WALL USING 12" #6 REBAR

. — Date: 06-21-2019
< 2" x 4" KEYWAY Drawn By: DMP
. #6 REBAR @ 12" O.C. VERTICAL, TYP. Reviewed By: BK

r 6" //
_
g //// / #5 REBAR @ 12" 0.C. 5 TOP ROW 5 BOTTOM ROW TYP. Approved By: MSM

W&S Project No: 2190309

/ s W&S File No: 2190309

) STEP CONCRETE FOOTINGS AND CHEEK WALLS SHALL Drawing Title:
— / BE PLACED ON THE SAME GRAVEL BASE COMPACTED TO

95% PROCTOR TO MINIMIZE DIFFERENTIAL SETTLEMENT.
SITE IMPROVEMENT

7L 6"

DETAILS

2!

2 CONCRETE CHEEK WALL

SCALE: NTS
Sheet Number:

L7.02
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SCORE JOINTS, }&" WIDE x /4"

PLANT GROUND COVER SLAB DEPTH. PATTERN AS

AT DEPTH EQUAL TO SHOWN ON PLANS

THAT WHICH IT WAS

GROWN IN THE NURSERY EXPANSION JOINT, TYP. SEE DETAIL

MEDIUM BROOM FINISH

BACKFILL WITH LOAM GROUND COVER

SERPAD ST, GVEE PER PLAN e CEMENT CONCRETE PAVEMENT,
NOTES: UNDISTURBED SUBGRADE |k 4,000 PSI @ 28 DAYS
— 71/2" " 2"PINEBARK MULCH Wy g
5 é /4.. / MOUND_WITH (UNLESS OTHERWISE iy 4"x 4" WWM ON CHAIRS
1. THIS SKATE STOP SHALL BE '| STAINLESS STEEL SURFACE EXCAVATED SOIL NOTED ON PLANS)
INSTALLED ON THE MOUNT. SKATE STOP TYPE 1, TO 3" ABOVE %
GRANITE BENCH ONLY. DO = SEE SPECIFICATIONS. FINISHED GRADE @ COMPACTED GRAVEL BORROW, TYP. THE BEIRUT NINE
\ 50 )\ & “ 4 7 Tt 4 N
I'\II\IOVT/ ANLETALL SKATE STOP = SR %M %0 0% M% 25 o COMPACTED SUBGRADE MEMORIAL
. \ 2}3\;‘\1\@?\:/’/;\// i : l’IHE “lllllllvllllf[n '”E“"“"ﬁ""'”,‘;”"? /%)/\%i\?«\\//}; CEMENT CONCRETE PAVEMENT, TY
DRILL AND EPOXY MOUNTING PGS g/j;}\\/;\\//\\/&\%\y;{\/;\\;\\';;\\;\;%;;\,;\\2\\}\;//\\%\2\\\;%&@% | DOWNTOWN PROVIDENCE, RI
PINS INTO PREDRILLED HOLES GENTLY HAND OGS A A A CEMENT CONCRETE 02903
< AN X X
: G PIN ANCHOR ROGTBAL WIMOUT. > PN ARSI NRRRGRED PAVEMERT, SEE DETAL ..
\ SEVERING MAIN ROATS #6 SMOOTH DOWEL, 172 SPECIFIED SEALANT TO MIN. }' DEPTH
w e MR L | SEE PLAN 1-0"LONG, 18"0.C. 1, %" WIDE FULL DEPTH EXPANSION JOINT
’ ! FOR PLANTING BED LAYOUT l % L. s\ B = =] WITH WATERPROOF SEALANT, SEE SPECS.
SECTION ., g
6" EXPANSION SLEEVE, WAXED
TO PREVENT BONDING
4II 4II 4II 4II
EXPANSION JOINT, TYPICAL
SHALL BE IN ACCORDANCE WITH SECTION L.O6 OF THE R.l. STANDARD SPECIFICATIONS. EXPANSION JOINT INSTALLATION NOTES:
1. DOWEL IS TYPICAL AT ALL EXPANSION JOINTS (18" 0.C.) WITHIN CONCRETE PAVING AND BETWEEN NEW CONCRETE TORRADO
SKATE STOP TYPE 1 PAVING AND EXISTING CONCRETE PAVING TO REMAIN.
1 ) 1. DELETE EXPANSION SLEEVE AND DOWEL WHERE JOINT ABUTS WALL, CURBS, OR OTHER VERTICAL SURFACES, ARCHITECTS
SCALE:NTS GROUNDCOVER PLANTING (R.l. DOT STANDARD DETAIL 50.6.0) UNLESS OTHERWISE NOTED.
4 SCALE- NTS 2. EXPANSION JOINTS MAX. 250" O.C. UNLESS SHOWN OTHERWISE. 35 Greenwich Street
3. EXPANSIONS JOINTS SHALL BE PLACED WHERE NEW CEMENT CONCRETE PAVEMENT MEETS EXISTING PAVEMENT Providence, RI 02907
OR WALLS TO REMAIN. 401.781.0633
N —
V2 1 S
Y+ warain ° I STEEL FRAME - ")_CONCRETE PAVING
ll _— 3" SHEET METAL INFORMATION PANEL WITH SCALE: NTS
THE FIRST DUTY IS TO REMEMBER VERBIAGE
IN 1983 THE 24TH/ MARINE AMPHIBIOUS UNIT (24TH/ MAU) WAS ASSIGNED TO THE MULTINATIONAL PEACEKEEPING FORCE (MNPF) IN BEIRUT, LEBANON. THE 24TH/ MAU CONSISTED OF FOUR ELEMENTS:
e oo e e O A A TS O 1 T YA AR A A1 181 COMENCEOTORED TS| 3" THICK STEEL INFO PANEL s, |lw—"" i FROSTED PLEXI-GLASS Weston O
IMMEDIATELY, AND, ésv NOON, ASSUMED THEIR NEW POSITIONS. THE BLT 118 Ah’lDTHvE ATTACHED UNITS ESTABLISHED THEIR HEADQUARTERS IN THE FORMER GOVERNMENT OF LEBANON'S AVIATION WITH CNC VERBIAGE AND 8V I 1
e e e | BRAILE —— 7 VOIDSPACE 427 Main Street,
=§ REGI:Z\:ICE):;;[;S:::F/:E'I'T;EcsxirNR:g;l;’;IA‘II-\JH\TIISLENCE HAD TORN APART THE MEDITERRANEAN NATION. AT 6:22 ON SUNDAY MORNING, OCTOBER 23, 1983, A SUICIDE BOMBER DROVE A 18-TON TRUCK " [ /_ LIGHT PAN EL SYSTEM SEE SPECIFICATION Su'te 400, WorceSter’ MA 01608
THROUGH THE SOUTHERN PERIMETER OF THE MARINE COMPOUND AT BEIRUT INTERNATIONAL AIRPORT, SPEEDING PAST A SENTRY POST AND ENTERING THE LOBBY OF THE BLT 1/8 HEADQUARTERS. » 978.977.0110 SOO.SAM PSON
::oE?:EB::Z:’;IZ:ZTII;ZLSJ:\IZiﬁz::E::L:z?;f;:::;i;fzsT:i:::ZEEE;v\j’;y(:\'::::::t’i:SSUTNI:)O?::2?::::;?:;5:32HEcOHDATTHETlME, LEA’VING24| U.S. SERVICE /_ %" RUBBER SPACES EVERY: /_ %HSRUBBER SPACES EVERY: Ww_westonandsampson_com
e st v o o A S SO ST OO B TH T SO HATCS T T ST 08 i o W30 | | 52" 0.C. VERTICALLY o Il 53" 0.C. VERTICALLY
TERROR. ON THAT TRAGIC DAY, THE STATE OF RHODE ISLAND LOST NINE OF ITS OWN. IN 2016, A COMMISSION WAS ESTABLISHED BYTHE RHODE ISLAND HOUSE OF REPRESENTATIVES TO BUILD A 5 %" O_C_ HORIZONTALLY 5 §ll OC- HORIZONTALLY
M({\IUMENT IN MEMORY OF THE RHODE ISLAND NINE. ON THIS DAY, OCTOBER 23, 2019, THE STATE OF RHODE ISLAND PAYS TRIBUTE TO OUR NINE FALLEN AND BRAVE MARINES.
N L X
T \ SEED, SEE PLANS AND
CHRONOLOGY OF EVENTS, SEE SPECIFICATIONS FOR EXACT VERBIAGE. SPECIFICATIONS
TEXT HEIGHT: 1/2" WITH BRAILLE BETWEEN VERBIAGE INFORMATION PANEL SIDE VIEW
TEXT FONT:  SANS SERIFF OR OTHER ADA ACCEPTABLE FONT
6' A
# 56" a [ RO
NOTE: INFORMATION PANEL FRONT VIEW = o © §<?/\\///\\///\\///\\///\\///\\///\<//\\///\\///\<//<7/\/\/\/\/ LOAM TOP SOIL. SEE SPECIFICATIONS Revisions:
—~ A 5 3" x 3" SQUARE METAL . A N N N N N N N NN AN NN .
1.  CONTRACTOR MUST O N~ N =T \ = No. Date Description
N TUBING SUPPORT POSTS N || \7\ ‘ ]
SUPPLY SAMPLES OF N g & ‘ SEE SPECIFICATION T 1=
ALL MATERIALS USED e E ' R N
AND SHOP DRAWINGS AN VIEW ™___ SURFACE MOUNT COMPACTED SUBGRADE
TO OWNERS PLAN VIEW SEE DETAIL
REPRESENTATIVE FOR INFORMATION PANEL SEE
FINAL APPROVAL. INFORMATION PANEL SEE DETAIL DETAIL
. 6 . INFORMATION PANEL SEE
A0 ’ i DETAIL
A7 |
3" x 3" SQUARE METAL & 30° 5 LOAM AND SEED
TUBING SUPPORT POSTS °’ 3" x 3" SQUARE METAL SCALE: NTS
SEE SPECIFICATION. Y \ TUBING SUPPORT POSTS
kg 0§ 1 i _T G =|‘ Il 56" / SEE SPECIFICATION.
%" X 4" S.S. ANCHOR BOLT, ¢ 1-8"2 oS N %" X 4" S.S. ANCHOR BOLT,
VANDAL RESISTANT WITH - 227 | J J J VANDAL RESISTANT WITH
LEVELING WASHERS . ¥ ¥ LEVELING WASHERS
Lt LA FINISHED GRADE
CEMENT CONCRETE YRR
PAVEMENT SEE DETAIL SIDE VIEW FRONT VIEW 4 S.S. ANGHOR BOLT
8 9. y
INFORMATION PANEL VANDAL RESISTANT WITH
2 SCALE- NTS LEVELING WASHERS

(DO NOT REMOVE
/ ANY OTHER VEGETATION) |
i
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PAVEMENT, TYP., SEE DETAIL FOR CONSTRUCT|ON
REMOVE ALL DEADWOOD
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> % Scale: NA
SOHOOOTSOHOO) Date: 06-21-2019
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WITH LOAM T0 3" ABOVE DOQOQOQO
FINISHED GRADE COMPACTED OR % C% C% C% C% Approved By: MSM
Y R UN[S)ISQEEEEE JH\\M H\Hm:\ WE&S Project No: 2190309
A TN 825 ] | ] | [— — roject No.
& EN sk N N R
NI B//\\>/\\/ NN < 7/\\//%//\\//%//\7/\5/
SRR W e NI W&S File No: 2190309
? /\E\\//'/\h\/ﬁ\'\\\ AR A NOTES
/ /\\\//‘ R 1. ALL SITE FURNISHINGS SHALL
: 2 BE SURFACE MOUNTED PER —
(A //1}1‘«‘ // ¢ iR T MANUFACTURER'S Drawing Title:
AN D N N N 27 LESS THAN THE
I NI P 0y DISTANCE FROM RECOMMENDATIONS.
R SRS BOTIOM OF SITE IMPROVEMENT
ROOTBALL ON ROOT COLLAR
UNDISTURBED DETAILS
SUBGRADE CUT AND REMOVE SURFACE MOUNT TO CONCRETE
BURLAP FROM TOP
M — 1/3 OF ROOTBALL
: DIAMETER (MIN.) !
6 CONCRETE SURFACE MOUNT
LA SCALE: NTS

SHALL BE IN ACCORDANCE WITH SECTION L.06 OF THE R.l. STANDARD SPECIFICATIONS.
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N S - | . 7 - N
—%
" MORTARED WATER-JET CUT GRANITE
3 PAVER, COLOR 1 TORRADO
A P el N\ /) v AN ARCHITECTS
Y 35 Greenwich Street
IJ L‘ Providence, Rl 02907
A GRANITE 8TH MARINES UNIT PATCH 401.781.0633
- % \ - - 4 N rava JOINT FILL MATERIAL, OPEN-GRADED,
CRUSHED, ASTM NO. 8
g PERVIOUS CONCRETE PAVERS
o) a / AN - REFER TO DETAIL WesTonQ
- | —— MORTAR BED
N .
| ‘ s | REINFORCED CONCRETE PAD, SEE Suite 403,2@?223?;?3}4 01608
% S SPECIFICATIONS 978.977.0110 800.SAMPSON
— — LA E A A  ae XN e ) AL L L ¢ BASE MATERIAL, OPEN-GRADED, www.westonandsampson.com
% CRUSHED, ASTM NO. 57
| L SUBBASE MATERIAL, OPEN-GRADED,
< CRUSHED, ASTM NO. 2
] - 7 DN a
SUBSOIL MATERIAL,
‘ N MIN. INFILTRATION- 0.5 IN/HR MIN. CBR-5% Revisions:
(COMPACT IF LESS THAN 5%) \o.  Date Description
/QN -
> N > oD D B N D4
NIB g
D -
AP s WK NP o s S NP PP P
| K _ _ _ _ _ _ | L Issued For:
|
= FOR CONSTRUCTION
: \
8TH MARINES UNIT PATCH Scale: NA
Date: 06-21-2019
NOTES: .
1. GRANITE INLAID PATCH SHALL BE WATER JET FABRICATED, SEE SPECIFICATIONS. CONTRACTOR Drawn By: DMP
SHALL BE SUPPLIED DIGITAL FILE FOR FABRICATION. Reviewed By: BK
1. PRIOR TO FINAL INSTALLATION THE CONTRACTOR SHALL SUBMIT SHOP DRAWINGS AND DRY LAY Approved By: MSM
DESIGN IN FIELD FOR REVIEW AND ACCEPTANCE BY THE OWNERS REPRESENTATIVE.
W&S Project No: 2190309
W&S File No: 2190309
1 GRANITE INLAID UNIT PATCH
SCALE: 1"=1'-0"
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ELECTRICAL LEGEND

UNDERGROUND RACEWAY

GENERAL NOTES

DRAWINGS ARE DIAGRAMMATIC ONLY. THE EXACT LOCATION, MOUNTING HEIGHTS, SIZE OF
EQUIPMENT AND ROUTING OF RACEWAYS SHALL BE COORDINATED AND DETERMINED IN THE
FIELD.

Project:

STATE OF RHODE ISLAND

P:\RN\RI' Memorials\Beirut Bombing Memorial_Providence_RI\CAD\CAD_ART\O—Current Working\Electrical\E1.00.dwg

®) POLE MOUNTED SITE LIGHT
2. WORK SHALL CONFORM TO THE NATIONAL ELECTRICAL CODE AND RHODE ISLAND BUILDING
CODE AND REQUIREMENTS OF LOCAL AUTHORITIES HAVING JURISDICTION.
3. THE WORD "CONTRACTOR" AS USED IN THE "ELECTRICAL WORK" SHALL MEAN THE ELECTRICAL
CONTRACTOR.
4. CONTRACTOR SHALL PAY FOR ALL PERMITS, INSURANCE AND TESTS, AND SHALL PROVIDE THE BEIRUT NINE
LABOR AND MATERIAL TO COMPLETE THE ELECTRICAL WORK SHOWN. MEMORIAL
EXISTING UNDERGROUND 5. EXCEPT AS OTHERWISE NOTED, THE ELECTRICAL WORK SHALL INCLUDE LIGHTING, FEEDERS,
LIGHTING POWER - WIRING, RACEWAYS, AND CONNECTIONS NECESSARY TO OPERATE ALL EQUIPMENT. DOWNTOWN PROVIDENCE, RI
02903
6. DURING CONSTRUCTION, THE ELECTRICAL CONTRACTOR SHALL KEEP HIS PORTION OF THE
\ NEW CITY OF PROVIDENCE LIGHT FIXTURE. 2'-0" /) L 2-6"8 WORK NEAT, CLEAN AND ORDERLY.
: REFER TO DETAILS THIS DRAWING FOR B 1/8" ; 8 1/8"  |/—ANCHOR BOLTS
U =9 (SEE NOTE 3) 7. ALL SYSTEMS SHALL BE TESTED FOR SHORT CIRCUIT AND GROUNDS PRIOR TO ENERGIZING
s ADDITIONAL REQUIREMENTS (TYP.) 8—#5 VERTICAL
K I RT3 AND ANY DEFECTS SHALL BE CORRECTED.
S #4 TIES @ 1'-0"
7 @7&\» EXISTING LIGHT (LP-D0257) > 8. gll_:LTCI:-ILIJST-IS-IIIE\ICGT'IA\C')\II\? PATCHING REQUIRED FOR ELECTRICAL WORK SHALL BE INCLUDED AS PART
A ,ﬁgﬁ TO BE RELOCATED. REMOVE | ot :
" AN CONDUIT AND WIRE FROM i LR
N \?\ LIGHT TO HANDHOLE 1 .:f\ 8—#5 VERTICAL 9. COMPLETE SHOP DRAWINGS SHALL BE SUBMITTED FOR ELECTRICAL EQUIPMENT. WHERE
&7" \ P T TN ANGHOR BOLTS 6" MIN. SPECIFIED, ELECTRICAL EQUIPMENT IS SUBSTITUTED. THE ELECTRICAL CONTRACTOR SHALL
/ \ Vi / (SEE NOTE 3) LAP SUBMIT COMPLETE SPECIFICATIONS ON THE SUBSTITUTE AS WELL AS THE ITEM ORIGINALLY
N
P@% Eé'iguilnANDHOLE 1"C., 2#10 & 1#10GND FROM EXISTING - SPECIFIED.
SN LIGHTING CIRCUIT TO NEW INFORMATION . e e W I
RGN PANEL LIGHTING POWER CONNECTION 2" THREADED INSULATED B B 10. MATERIALS SHALL BE SPECIFICATION GRADE AND UL LISTED.
KN N X : GROUNDING BUSHING (SEE NOTE 7) DIMENSION | TOLERANCE TORRADO
SOIIN NN COORDINATE EXACT CONNECTION WITH ; \:1 ” 2
§ S\ A MANUFACTURER - L=y il 0"=12" 1/4 11.  WHERE MATERIAL IS CALLED OUT IN THE LEGEND BY MANUFACTURER, TYPE OR CATALOG ARCHITECTS
,,%‘o@\ 83 (SEE NOTE 2)— S R e }ﬁ NUMBER, SUCH DESIGNATIONS ARE TO ESTABLISH STANDARDS OR DESIRED QUALITY.
g?(?,;\ [‘E&NDg‘gg&“"ﬁ;&ﬁ‘%’#ﬁ;‘gg&ﬁg";BQ‘EL)'S\*;TT- Fggﬁﬁgﬁ : e = ; ACCEPTANCE OR REJECTIONS OF PROPOSED SUBSTITUTIONS SHALL BE SUBJECT TO THE 35 Greenwich Street
RN N\ AND SIZE. LIGHT PANEL TO BE AN EOS LIGHTPANEL SYSTEM R\ 1 B APPROVAL OF THE OWNER. Providence, RI 02907
SR\ LP-SP-12V-108X60-2700-NO-YES-4SL-BC-ST-UL-TL-DHW-20 - JE I =RECESSED HOLT ROUPLINGS 401.781.0633
%,%"0;} \ = ¢ PorH eV REROn-UBD-TRoaoLBL S I LU ] e R s @ 1o 12. WORK SHALL BE COORDINATED WITH THAT OF OTHER TRADES TO ELIMINATE INTERFERENCES.
ESUT NN \ I i @ 1'-0" o.C.
g%g%ge'§\ \ R / E— . 1 /; . 13. ELECTRICAL WORK SHALL BE GUARANTEED FOR A PERIOD OF ONE YEAR FROM DATE OF
1 VA 7] .
0;&07@0&@ i J— 1. SHALL BE IN ACCORDANCE WITH SECTION T.08 WHICH SYSTEM IS PUT INTO SERVICE.
0@5’\@&00\ \ \ OF THE R.I. STANDARD SPECIFICATIONS.
N4 E B e LD AL 14. WORK SHALL BE GROUNDED IN ACCORDANCE WITH CODE REQUIREMENTS. COMPLETE
J :&on',@j&%% . ok o o M LR ~ EQUIPMENT (INSULATED GREEN WIRE) GROUNDING SYSTEM SHALL BE INSTALLED. Wes‘ron@
Q?07§°700j$ N ; I 3.BOLTS — (4) 17 @ x 3~0" LONG WITH 4” HOOK.
¥ &@wﬁpﬁf’ . ISTING UNDERGROUND. © 4 STD. 18.3.5 T BE USED WITH THIS STANDARD. 15. WIRE SHALL BE TYPE "THHN/THWN" INSULATED FOR 600 VOLTS, MINIMUM SIZE #10 AWG 427 Main Street
. = . I ’
EXISTING LIGHT (LP-DO257) @{@%}gg\ AN LIGHTING POWER TO G, FOUNDATION DESIGN 1S BASED ON COMPETENT COPPER UNLESS SPECIFICALLY NOTED OTHERWISE. Suite 400, Worcester, MA 01608
. \\ s AN MIN. THIS. www.westonandsampson.com
DETAILS THIS DRAWING FOR o %@ﬁp\ NEW LED STRIP LIGHTING BY Q-TRAN CATALOG (MIN.) B, b e e e, AL BELOW GRADE CONDUIT SHALL BE SCHEDULE 80 PV
ADDITIONAL REQUIREMENTS 2 J,;&vcﬂ,@ : #KURV-SW-WSC-WET-24- SO-ENC/CL-P1-BW WITH DIMMING COUPLINGS (RI STD. 18.3.5). ALL GALVANIZED : OWG CONDUIT S SCHEDULE 80 PVC.
@\”&%’0 X BALLAST OR APPROVED EQUAL. STRIP LIGHTING TO BE BOLTS ON A 11 1/2" BOLT CIRCLE SHALL BE
/ 7 LOCATED IN RECESSED CHANNEL DIRECTLY BELOW ETCHED Z;lll_f/iElPZEvlngHESAINYJAFI\QZEgOIYYFAiHERS AND 17. CONTRACTOR SHALL CHECK EXISTING CONDITIONS TO DETERMINE EXACT EXTENT OF WORK
‘&é@&j i GLASS. REFER TO LANDSCAPE ARCHITECTURE PLANS FOR . 8 TR s, T e SN TO BE PERFORMED PRIOR TO BIDDING. DIMENSIONS RELEVANT TO EXISTING WORK SHALL BE
o LT & EXACTLOCATION AND SizE FFaii i i .l:] 8. FOUNDATIONS MAY BE PRECAST OR CAST VERIFIED IN THE FIELD.
2 VA EXISTING HANDHOLE . e
”«g%&ga O REMAN o ) SECTION 18. PROVIDE AS-BUILT "CADD" DRAWINGS AT THE COMPLETION OF THE PROJECT.
X \ st
G
/=0
@'@:&" RHODE ISLAND DEPARTMENT OF TRANSPORTATION .
° &%%@\ EXISTING LIGHT (LP-D0260) TO o Revisions:
EXISTING UNDERGROUND CTARGINA, BE RELOCATED. REMOVE
EXISTING U > g:%ﬁ;a B RELOGATED. REMOVE. Wl ] o] CONCRETE LIGHT STANDARD BASE No. Date Description
QIR LIGHT TO HANDHOLE
RN\GRg / ; s, N
\ \ / . s JUNE 15, 1998
\ g@’&%& ‘\\ / \\ CHI ENGlNEER/ CHIEF DESIGN ENGINEER 'Iﬂ ISSUE DATE 1
( ¢%§ ‘@0 \ / \ \ [SPORTATION TRANSPORTATION
W, \\‘ / \ 1"C., 2#10 & 1#10GND FROM EXISTING
&%’0@ \ / \ \ LIGHTING CIRCUIT TO NEW LED STRIP
&&&& / \ AND INFORMATION PANEL LIGHTING
’\\ / \\ _ POWER CONNECTION. COORDINATE [ NEWOREXSTING RELoCATED
DG N\ :
EXISTING LIGHT (LP-D0260) S DU PROVIDENCE LUMINAIR
2 AT
NEW LOCATION. REFER TO TGP
DETAILS THIS DRAWING FOR 0@@&%@,,
ADDITIONAL REQUIREMENTS ™ \’0&,07!&02 NEW INFORMATION PANEL WITH BUILT #10 AWG
,%@g&&v%t | IN LIGHT. REFER TO LANDSCAPE
A\ ,,0@\ | ARCHITECTURE PLANS FOR EXACT
Syl ¢0§ q | FUSED DISC.
TR LOCATION AND SIZE
‘ I 5 DEVICE
IR | B} UNFUSED DISC.
""000,&05 LIGHT POLE UNFUS
e&ﬂ%&& _ " EXISTING UNDERGROUND
N/ LIGHTING POWER Y s Y
LRI, | POLE
0‘””&&‘ 5 GROUND LUG
”@%&n ——— 2" CONDUIT
IR
NZ=Q o #6 AWG Issued For:
\%\ CONDUCTORS GROUND ROD
7 I
0000 HANDHOLE
00@%\ ®/
T fi——s #2 AWG
UGN Ll N . CONDUCTORS
@ IR, TO ADDTIONAL
2 /f. \ @ LTG. STANDARDS
§€'0~ G . #6 AWG GROUND WIRE
K cale: AS NOTED
N / [YPICAL LIGHTING STANDARD
2 SR .
%}%& ] T LIGHTING STANDARD FOUNDATION |A, IB AND |IB Date:
X e\& Rl STANDARD 18.1.0 _
\ N q WIRING DIAGRAM
N } /< | | NOT TO SCALE Reviewed By:
D Nz X j .
\ / N EXISTING LIGHT / Approved By:
\l g (LP-D0261) TO REMAIN 49
® /‘/ W&S Project No:
R LIGHTING STANDARD TYPE WAS File No:
N IB_AND IBR DETAIL
NOT TO SCALE
° =
9\ JAMES P1 STHDKE Drawing Title:
q;H-_'n'.l';Z'.'j
. "'ﬁ";—.——
ELECTRICAL SITE PLAN —~u :.;}RE.!F:‘.’_{
S| |
n \J n .-"'.
SCALE: 1" = 10™0 ez
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