[bookmark: _GoBack]RIDOT Request for Quote (RFQ)
Scituate, Hope Valley, Belleville, and Midstate Facilities
Project Scope of Work

The Rhode Island Department of Transportation (RIDOT) is requesting price quotes to replace existing interior and exterior lighting fixtures with energy efficient Light Emitting Diode (LED) lighting at four of their facilities. The project aims to reduce energy consumption, improve light levels throughout the facilities, and provide a high-quality standardized product for ease of future inventory and maintenance. 

The four facilities are: 
· Scituate - 34 Springbrook Rd., Scituate
· Belleville - 439 Tower Hill Rd., North Kingston
· Hope Valley - 51 Bank St, Hope Valley
· Midstate - 2400 New London TPKE E. Greenwich. 

Existing lighting includes a mixture of T12, T8, and T5 fluorescents along with metal halide and high-pressure sodium high-bay fixtures. Table 1 - Fixture Inventory details the existing and proposed fixture types and counts. The replacement fixture criteria are based on input from RIDOT management personnel and are to be reconfirmed by the Contractor prior to placing any purchase order(s). 

References to specific products or brands, where provided are for reference only and should be interpreted to mean “or equivalent”. Contractors are expected to provide information about recommended products and rationale for selection in sufficient detail for the RIDOT Project Manager to make informed choices. At the end of the project, it is RIDOT’s objective to have occupancy controls on all interior lights, excluding the fixtures located in the open garage areas, and photocell controls on all exterior lights.


1. General Scope of Work
a. [bookmark: _Hlk16512660]The Contractor will remove and dispose properly of approximately (439) existing fixtures.
b. The Contractor will furnish and install approximately (438) new LED lighting fixtures in the designated areas of the buildings as detailed in Table 1. Please note that one-for-one replacement is not proposed in all cases. The RIDOT reserves the right to change the installed lighting fixture counts after award and prior to the purchase order being issued. 
c. The Contractor shall provide sample lighting upon request of the RIDOT after award and before any purchase orders are issued.
d. New fixture installations shall be included in the overall price which will require wiring to be installed in conduit as per National Electric Code requirements. 
e. Repositioning of selected fixtures will require wiring to be installed in conduit as per National Electric Code requirements. There are approximately (9) fixtures total in the open garage areas of the (4) facilities that will require 1-2 feet per fixture of additional wiring and conduit.
f. All interior fixtures (excluding the open garage area lighting circuits) will have on-board occupancy controls and/or be wired to dual-technology occupancy sensor wall mounted switches. The wall occupancy sensor switches shall be white in color. All wiring shall be color coded and grounded properly.
g. The Contractor certifies that all electricians who will perform work under the awarded contract will be duly certified and licensed by the state of RI.
h. The Contractor shall be responsible for securing all permits required by the State of Rhode Island.
i. The awarded bidder shall verify the operation of all work contained in this RFQ after installation and demonstrate operation of each portion of the work to the RIDOT project manager /or designee. A punch list of all deficiencies shall be developed and rectified by the awarded bidder within two weeks of final installation. Final payments will be coordinated with successful completion and demonstration of the system(s).

2. Specifications for LED Lighting 
The minimum performance standards and operational functionality of the LED lighting are as follows:
a. Fixture and lamp products must have DLC premium listing and eligible for National Grid incentives. Performance must be equal or superior to products listed in Table 1. 
b. Must have a minimum output of 125 lumen/watt or higher.
c. Color temperature and color consistency - Color temperature must fall within a 7-step Macadam ellipse of the 3000K or 5000K points to ensure less color variation and a more uniform visible color for each color temperature, per the ENERGY STAR standard. 
d. Color rendering- CRI ≥80 with an R9>50 to ensure better representation of colors. 
e. Dimmability- Must be flicker and noise-free from 10-100% of driver output, per the ENERGY STAR standard.
f. Rated life/warranty- All fixtures must comply with ENERGY STAR minimum lamp life requirements. Lamps and fixtures must carry a one-year parts and labor warranty, and a minimum five to seven-year free-replacement warranty.
g. Light distribution- Omnidirectional and spotlights must meet ENERGY STAR distribution requirements. 
h. Testing Process - The testing process and requirements of lighting products purchased for this project are to meet applicable ENERGY STAR and DLC requirements. 
i. All lighting fixtures shall be furnished complete with mounting accessories to suit the specific service intended.
j. Fixtures that are recessed shall be complete with any accessories required to fit the fixture to the ceiling/soffit construction.
k. LED Drivers shall be provided with poke-in wire trap connectors or integral leads color coded per ANSI C82.11.
l. Driver shall operate LEDs at a frequency of 60Hz.
m. Driver shall have a power factor greater than 0.90 for primary application.
n. Driver shall have a strike start of no more than 2 sec for full illumination of fixture.
o. Driver input current shall have Total Harmonic Distortion (THD) of less than 20%.
p. Driver shall have a Class A sound rating.
q. Driver shall have a minimum operating temperature of -40 deg C.
r. Driver shall tolerate sustained open circuit and short circuit output conditions without damage and without need for external fuses or trip devices.
s. Driver shall not contain any Polychlorinated Biphenyl (PCB).
t. Driver for outdoor lighting shall be Underwriters Laboratories (UL) listed, Class 2 outdoor, and shall comply with ANSI C62.41 Category A for Transient protection.
u. Driver for indoor lighting shall be Underwriters Laboratories (UL) listed, Class 2 indoor, and shall comply with ANSI C62.41 Category B for Transient protection.
v. Driver shall comply with the requirements of the Federal Communications Commission (FCC) rules and regulations, Title 47 CFR part 15, Non-Consumer (Class A) for EMI/RFI (conducted and radiated).
w. Driver shall be manufactured in a factory certified to ISO 9001 Quality System Standards.
x. Photocell shall be mounted on top of fixture facing north. For 208- or 277-volt circuits, use locking type control. All photocells shall fail in the ‘ON’ position.
y. All fixtures shall be cleaned and left free of any dirt, dust, grease, etc., at the completion of the job.
z. All exterior lighting fixtures including high bay salt shed installations shall be furnished complete with gaskets, die cast aluminum body, integral heat sink, weatherproof outlet boxes, labeled approved for damp locations and be solidly grounded. The exterior coating shall have oxidation surface treatment.
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Table 1 – Fixture Inventory


	[bookmark: RANGE!A3:H111]Scituate
	Existing Fixture Info
	Proposed Fixture Info

	Line #
	Location
ID #
	Location Room Name
	Existing Fixture QTY
	Existing Fixture Name
	Proposed System QTY
	Proposed Fixture/ or Equivalent
	Proposed Fixture Wattage [W]

	1
	1
	Entry Way
	1
	 2L 4' T12 Strip 80w 
	1
	 FS4-40LED04 (P) 40K 
	37

	2
	1
	Entry Way
	1
	 100W incand spot light 
	1
	 Par 38 
	15

	3
	2
	Super's Office
	1
	 60W incand floor lamp 
	1
	 A19 
	8

	4
	2
	Super's Office
	2
	 2L 8' T12 Strip 80w 
	2
	 FS8-54LED04 (P) 
	58

	5
	3
	Kitchenette
	1
	 2L 4' T12 Strip 80w 
	1
	 FS4-40LED04 (P) 40K 
	37

	6
	4
	Foreman's Office
	3
	 2L 4' T12 Strip 128w 
	3
	 FS4-40LED04 (P) 40K 
	37

	7
	5
	Break room
	4
	 2L 8' T12 Strip 80w 
	4
	 FS8-54LED04 (P) 
	58

	8
	6
	Garage Interior
	12
	 250W HPS High Bay 
	12
	 LHBL217M50G2DMSF-US 
	130

	9
	7
	Bathrooms
	3
	 2L 8' T12 Strip 80w 
	3
	 FS8-54LED04 (P) 
	58

	10
	8
	Mechanics workshop
	3
	 2L 8' T12 Strip 80w 
	3
	 FS8-54LED04 (P) 
	58

	11
	9
	Ext. Parking lots
	4
	 250W MH Flood LT Roof  
	4
	 LF10-50-G2-YK 
	100

	12
	10
	Salt Shed
	10
	 250W HPS Salt Cans 
	10
	 LHBCBLM1240N90-US 
	100

	13
	10
	Ext.
	1
	 100w knuckle 
	1
	 PL-50-50-KN 
	50

	14
	10
	Ext. Parking lots
	2
	 250w area Fuel Station 
	2
	 ALS-100/50K-D-ASA 
	80

	15
	10
	Door Mt Flood
	2
	 50w Incandescent 
	2
	 PL-30-50-KN 
	20

	16
	11
	Ext. Lighting
	3
	 250W MH Wall Pac FT PC 
	3
	 WHLF-75LED50K 
	69

	17
	12
	Storage Shed
	1
	 2L 4' T8 Strip 64w 
	1
	 ST-40LED02 (P) 40K 
	29

	18
	13
	Street Lights
	4
	 400W HPS Cobra Head S/L 
	4
	 C0830-MR-150W-0800 5000K-GR-PC 
	150

	 
	 
	 
	58
	  
	58
	  
	N/A

	Belleville
	Existing Fixture Info
	Proposed Fixture Info

	Line #
	Location ID #
	Location Room Name
	Existing Fixture QTY
	Existing Fixture Name
	Proposed System QTY
	Proposed Fixture/ or Equivalent
	Proposed Fixture Wattage [W]

	1
	1
	Entry Way
	2
	 2L 4' T8 Strip 64w 
	2
	 FS4-40LED02 (P) 40K 
	37

	2
	2
	Super's Office
	3
	 3L 4' T8 recess 96w 
	3
	 FS4-40LED02 (P) 40K 
	37

	3
	3
	Clerk's Office
	3
	 3L 2' T8 recess 84w 
	3
	 SLT-CD-22HE-26/840 G3 
	26

	4
	4
	Special Mech Bay
	6
	 250W HPS susp Can 
	6
	 LHBL217M50G2DMSF-US 
	130

	5
	5
	Garage Bay Interior
	12
	 250W HPS susp Can 
	12
	 LHBL217M50G2DMSF-US 
	130

	6
	5
	Garage Bay Interior
	0
	 New fixture install 
	5
	 WHLF-75LED50K 
	69

	7
	6
	Foreman's Office
	10
	 2L 2' T8 recess 64w 
	10
	 SLT-CD-22HE-26/840 G3 
	26

	8
	7
	Break room
	8
	 3L 4' T8 recess 96w 
	8
	 SLT-CD-24LE-34/840 G3 
	34

	9
	8
	Stock Room
	8
	 2L 8' T12 Strip 170w 
	8
	 FS8-80LED08 (P) 
	82

	10
	9
	Upper Stock Room
	3
	 2L 8' T12 Strip 170w 
	3
	 FS8-80LED08 (P) 
	82

	11
	10
	Stock room Bathrooms
	6
	 3L 4' T8 Troffer 
	6
	 SLT-CD-24LE-34/840 G3 
	34

	12
	11
	Inventory Office
	3
	 3L 2' T8 recess 84w 
	3
	 SLT-CD-22HE-26/840 G3 
	26

	13
	12
	Cold storage interior #1
	6
	 2L 8' T12 Strip 170w 
	6
	 FS8-80LED08 (P) 
	82

	14
	12
	Cold storage interior #2
	10
	 2L 8' T12 Strip 170w 
	10
	 FS8-80LED08 (P) 
	82

	15
	13
	Salt Dome
	8
	 400w HPS susp Cans 
	8
	 LHBCBLM2040N120-US 
	150

	16
	14
	Ext. Lights
	8
	 250W MH Flood SF 
	8
	 VT-SBN-150W-850-SF 
	150

	17
	15
	Ext. Lights
	8
	 150w MH FL KN PC 
	8
	 PL-50-50-KN 
	50

	18
	15
	Ext. Lights
	1
	 250w Cobra 
	1
	 C0830-LR-100W-0800 5000K-GR-PC 
	100

	19
	15
	Ext. Flood Lights
	2
	 400W MH Bldg Flood 
	2
	 LF15-50-G2-YK 
	150

	20
	16
	Salt Hut
	1
	 2L 4' T12 Strip 64w 
	1
	 FS4-40LED02 (P) 40K 
	37

	21
	17
	Boiler Room
	1
	 250W MH ceiling Cans 
	1
	 LHBL217M50G2DMSF-US 
	130

	 
	 
	Total
	109
	  
	114
	 -   
	N/A

	Hope Valley
	Existing Fixture Info
	Proposed Fixture Info

	Line #
	Location ID #
	Location Room Name
	Existing Fixture QTY
	Existing Fixture Name
	Proposed System QTY
	Proposed Fixture/ or Equivalent
	Proposed Fixture Wattage [W]

	1
	1
	Entry Way
	1
	 2L 4' T12 Strip 80w 
	1
	 FS4-40LED04 (P) 40K 
	37

	2
	2
	Super's Office
	2
	 2L 8' T12 Strip 80w 
	2
	 FS4-40LED04 (P) 40K 
	37

	3
	3
	Clerk's Office
	2
	 2L 4' T8 Strip 64w 
	2
	 FS4-40LED02 (P) 40K 
	37

	4
	4
	Garage Interior
	4
	 250W MH Wallpack 
	0
	 remove 
	 

	5
	4
	Garage Interior
	16
	 250W HPS susp Can 
	17
	 LHBL217M50G2DMSF-US 
	130

	6
	5
	Foreman's Office
	3
	 2L 8' T12 Strip 80w 
	3
	 FS4-40LED04 (P) 40K 
	37

	7
	6
	Break room
	15
	 2L 2x2' T8 U tube 64w 
	15
	 SLT-CD-22HE-26/840 G3 
	26

	8
	6
	Break room
	2
	 2L 4' T8 Strip 64w 
	2
	 FS8-54LED04 (P) 
	58

	9
	7
	Crawl space Attic
	2
	 2L 8' T12 Strip 170w 
	2
	 FS8-80LED08 (P) 
	82

	10
	7
	Crawl space Attic
	1
	 2L 4' T8 Strip 64w 
	1
	 FS4-40LED02 (P) 40K 
	29

	11
	8
	Boiler Rm
	1
	 250W HPS susp Can 
	1
	 LHBL217M50G2DMSF-US 
	130

	12
	8
	Men’s Room
	1
	 250W HPS susp Can 
	1
	 LHBL217M50G2DMSF-US 
	130

	13
	8
	Bathrooms
	2
	 2L 2' T8 Vanity 64w 
	2
	 FS4-40LED02 (P) 40K 
	29

	14
	9
	Special Bay Mech Rm
	4
	 250W MH Wallpack 
	4
	 WHLF-75LED50K 
	69

	15
	9
	Special Bay Mech Rm
	1
	 2L 8' T12 Strip 80w 
	1
	 FS4-40LED04 (P) 40K 
	37

	16
	10
	Door Flood
	2
	 50w Incandescent 
	2
	 PL-30-50-KN 
	30

	17
	10
	Ext. Lights
	21
	 150W MH Knuckle Flood 
	21
	 PLF-50-50-KN 
	50

	18
	10
	Ext. Lights
	2
	 90W Incand spot flood 
	2
	 Par 38 
	15

	19
	11
	Salt Shed
	2
	 150W MH Flood 
	2
	 PL-50-50-KN 
	50

	20
	12
	Outlying Garage
	8
	 250W MH Cans 
	9
	 LHBL217M50G2DMSF-US 
	130

	 
	 
	Total
	92
	  
	90
	  
	N/A

	Midstate
	Existing Fixture Info
	Proposed Fixture Info

	Line #
	Location ID #
	Location Room Name
	Existing Fixture QTY
	Existing Fixture Name
	Proposed System QTY
	Proposed Fixture/ or Equivalent
	Proposed Fixture Wattage [W]

	1
	1
	Entry Hall Way
	6
	 4L 4' T8 recess 128w 
	6
	 SLT-CD-24LE-34/840 G3 
	34

	2
	2
	Clerk's Office
	4
	 4L 4' T8 recess 128w 
	4
	 SLT-CD-24LE-34/840 G3 
	34

	3
	3
	Clerk's Storage
	1
	 2L 4' T12 Strip 128w 
	1
	 FS4-40LED04 (P) 40K 
	37

	4
	4
	Foreman's office
	8
	 4L 4' T8 recess 128w 
	8
	 SLT-CD-24LE-34/840 G3 
	34

	5
	5
	Super's office
	2
	 4L 4' T8 recess 128w 
	2
	 SLT-CD-24LE-34/840 G3 
	34

	6
	6
	Stock Room
	1
	 2L 4' T8 Strip 64w 
	1
	 FS4-40LED02 (P) 40K 
	29

	7
	6
	Stock Room
	1
	 2L 4' T12 Strip 128w 
	1
	 FS4-40LED04 (P) 40K 
	37

	8
	7
	Exec Bathrooms
	4
	 4L 4' T8 recess 128w 
	4
	 SLT-CD-24LE-34/840 G3 
	34

	9
	8
	Foyer to Garage
	2
	 4L 4' T8 recess 128w 
	2
	 SLT-CD-24LE-34/840 G3 
	34

	10
	9
	Main Garage
	42
	 6L4'T5 susp strip 168w 
	42
	 LHBL223M50G2DMSF-US 
	180

	11
	9
	Main  Garage north wall
	4
	 250W MH wall packs 
	0
	 remove 
	 

	12
	10
	Workshop Back Area
	6
	 2L 4' T8 Wrap 60w 
	6
	 ST-40LED02 (P) 40K 
	29

	13
	10
	Workshop Back Area
	1
	 2L 4' T12 Strip 128w 
	1
	 FS4-40LED04 (P) 40K 
	37

	14
	11
	Break room
	10
	 4L 4' T8 recess 128w 
	10
	 SLT-CD-24LE-34/840 G3 
	34

	15
	12
	Outside break room
	2
	 2L 4' T8 Strip 64w 
	2
	 FS4-40LED02 (P) 40K 
	29

	16
	13
	Frank's Room
	2
	 2L 4' T8 Strip 64w 
	2
	 FS4-40LED02 (P) 40K 
	29

	17
	14
	Manny's Room
	2
	 2L 4' T8 Strip 64w 
	2
	 FS4-40LED02 (P) 40K 
	29

	18
	15
	Mello's Room
	2
	 2L 4' T8 Strip 64w 
	2
	 FS4-40LED02 (P) 40K 
	29

	19
	16
	Labor Room
	4
	 2L 4' T8 Strip 64w 
	4
	 FS4-40LED02 (P) 40K 
	29

	20
	17
	Tool Room
	2
	 2L 4' T8 Strip 64w 
	2
	 FS4-40LED02 (P) 40K 
	29

	21
	17
	Tool Room
	2
	 2L 4' T12 Strip 128w 
	2
	 FS4-40LED04 (P) 40K 
	37

	22
	18
	Side entrance/Sand Pit
	4
	 2L 4' T8 Strip 64w 
	4
	 FS4-40LED02 (P) 40K 
	29

	23
	19
	Sign Storage
	2
	 60W incan Fld surf mt 
	2
	 A19 
	8

	24
	20
	Bathroom behind Sand Pit
	1
	 2L 4' T8 Strip 64w 
	1
	 FS4-40LED02 (P) 40K 
	29

	25
	21
	Metal Storage & Scrap
	4
	 2L 4' T8 Strip 64w 
	4
	 FS4-40LED02 (P) 40K 
	29

	26
	22
	Mechanic's Bathroom
	1
	 4L 4' T8 recess 128w 
	1
	 SLT-CD-24LE-34/840 G3 
	34

	27
	22
	Mechanic's Bathroom
	1
	 60W incand surf mt 
	1
	 A19 
	8

	28
	23
	Mechanic's Bay
	1
	 2L 8' T12 Strip 64w 
	1
	 FS8-54LED04 (P) 
	58

	29
	24
	Mechanic's Bay Workbench
	1
	 2L 4' T8 Strip 64w 
	1
	 FS4-40LED02 (P) 40K 
	29

	30
	25
	Mechanic's back office
	2
	 2L 4' T8 Strip 64w 
	2
	 FS4-40LED02 (P) 40K 
	29

	31
	25
	Mechanic's back office
	1
	 2L 8' T12 Strip 120w 
	1
	 FS8-54LED04 (P) 
	58

	32
	26
	DG back room
	10
	 2L4' T8 suspended 64W 
	10
	 FS4-40LED02 (P) 40K 
	29

	33
	27
	Ext. Building Lighting
	2
	 1000W MH Fld  wall mt 
	2
	 VT-SBN-300W-850-TR 
	300

	34
	27
	Ext. Building Lighting
	5
	 400W MH Fld  wall mt 
	5
	 VT-SBN-150W-850-TR 
	150

	35
	27
	Ext. Building Lighting
	3
	 250w MHS wallpacks 
	3
	 VT-WPC-80W-850 
	80

	36
	28
	Parking Lot/Roadway Lighting
	17
	 250W HPS Cobra Head 
	17
	 C0830-LR-100W-0800 5000K-GR-PC 
	100

	37
	29
	Salt Shed Lighting Interior
	15
	 400W HPS Cans Susp 
	15
	 LHBCBLM2040N90-US 
	150

	38
	30
	Salt Shed Lighting Ext.
	2
	 250w MHS wallpacks 
	2
	 VT-WPC-80W-850 
	80

	 
	 
	 
	180
	  
	176
	  
	N/A



