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1. EXISTING GRADES AND EXISTING SITE INFORMATION SHOWN ON THIS 
PLAN IS TAKEN FROM BASE INFORMATION SUPPLIED BY WATERMAN 
ENGINEERING Co. SURVEYORS. THE CONTRACTOR IS RESPONSIBLE FOR 
CONrlRMATION OF ACTUAL SITE GRADES AND LAYOUT CONDITIONS. GATES, 
LEIGHTON & ASSOCIATES. INC. ACCEPTS NO RESPONSIBILITY FOR 
EXISTING TOPOGRAPHIC AND EXISTING SITE INFORMATION. 

2. THE CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS PRIOR TO 
THE COMMENCEMENT or WORK. ANY DISCREPANCIES SHALL BE 
REPORTED TO THE OWNER'S REPRESENTATIVE IMMEDIATELY. 

3. THE CONTRACTOR SHALL PERFORM ALL WORK IN ACCORDANCE WITH ALL 
LOCAL, STATE AND FEDERAL REGULATIONS AND SHALL OBTAIN ALL 
NECESSARY PERMITS FOR THIS PROJECT. 

4. ALL NOTES AND DIMENSIONS ARE TYPICAL UNLESS OTHERWISE NOTED. 

5. ALL DIMENSIONS ARE SQUARE (PARALLEL OR PERPENDICULAR) UNLESS 
OTHERWISE NOTED. THE CONTRACTOR SHALL NOTIFY THE 
OWNER/OWNER'S REPRESENTATIVE IMMEDIATELY IN THE EVENT OF ANY 
DISCREPANCIES FOUND IN THE DOCUMENTS AND/OR FIELD, OR OF 
CONDITIONS UNCOVERED IN THE WORK WHICH ARE NOT REFLECTED IN 
THE PLANS. 

6. THE CONTRACTOR SHALL TAKE EVERY PRECAUTION TO PREVENT DAMAGE 
TO ALL UTILITIES (BOTH ABOVE ANO BELOW GROUND) WITHIN THE 
PROJECT AREA. DAMAGE TO ANY UTILITIES AS A RESULT OF ACTIONS BY 
THE CONTRACTOR SHALL BE RESTORED BY THE CONTRACTOR, AT HIS 
EXPENSE, TO CONDITIONS EQUAL TO OR BETTER THAN BEFORE THE 
DAMAGE WAS DONE. 

7. ANY AREAS DISTURBED BY EQUIPMENT, MATERIAL STORAGE, DEMOLITION 
AND/OR INSTALLATION PROCEDURES ARE TO BE RESTORED TO ORIGINAL 
(OR BETTER) CONDITION BY CONTRACTOR BEFORE COMPLETION OF 
PROJECT AND ARE SUBJECT TO APPROVAL BY OWNER'S REPRESENTATIVE. 
ALL EXISTING GRASSED AREAS NOT ADEQUATELY PROTECTED AND 
THEREFORE DAMAGED DURING CONSTRUCTION, SHALL BE REPLACED BY 
THE CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER. 
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8 . THE CONTRACTOR IS RESPONSIBLE FOR KEEPING THE SITE CLEAN OF 
MISCELLANEOUS DEBRIS THROUGHOUT THE CONSTRUCTION PERIOD. ALL 
WASTE MATERIAL IS TO BE DISPOSED OF IMMEDIATELY TO AN OFF-SITE 
LOCATION. UNLESS OTHERWISE INDICATED ON THE PLANS. 

9. CONTRACTOR IS RESPONSIBLE FOR GENERAL CLEAN-OUT OF ALL 
DRAINAGE BASINS (NEW AND EXISTING). MANHOLES AND/OR OTHER 
DRAINAGE FEATURES WHICH HAVE ACCUMULATED SEDIMENT AS A RESULT 
OF CONSTRUCTION ACTMTIES. 

10. PROVIDE ALL EQUIPMENT, LABOR, MATERIALS AND RELATED WORK 
NECESSARY FOR THE PREVENTION AND CONTROL OF DUST RESULTING 
FROM OPERATIONS IN THE PERFORMANCE or WORK OF THIS CONTRACT. 
ALL COST IN CONNECTION THERE WITH SHALL BE CONSIDERED TO BE 
INCLUDED IN THE VARIOUS UNIT AND/OR LUMP SUM PRICES BID FOR 
THE VARIOUS ITEM AS LISTED IN THE BIO. 

11. CONTRACTOR SHALL SUBMIT SHOP DRAWINGS AND/OR SAMPLES OF ALL 
MATERIALS TO LANDSCAPE ARCHITECT FDR APPROVAL ONE WEEK PRIOR 
TO INSTALLATION. 
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