
Functional Classification: Interstate
Design Year: 2045
AADT (Present): 10,300 V.P.D
DHV (Present): -
Terrain: Level
AADT (Design): 14,000 V.P.D.
DHV (Design): 590 V.P.H.
% Trucks: 4%

Controlling Criteria Pararmeter Value Reference Document Utilized Value
Design 

Exception 
Required?

Design Speed (V) 25 mph 2018 AASHTO Pg 10-105 25 mph No

Stopping Sight Distance (SSD) 155 ft 2018 AASHTO Pg 3-4 155 ft No

Percent Grade (Max.) 7% 2018 AASHTO Pg 10-110 5% No

Horizontal Geometry

Radius (Min.) 154 ft 2018 AASHTO Pg 3-34 (emax 4%) 250 ft No

Vertical Geometry

Vertical K Value (Min.)

Crest (SSD) 19 2018 AASHTO Pg 3-170 31 No

Sag (SSD) 37 2018 AASHTO Pg 3-176 37 No

Cross Slope (min.) 2% RIDOT HDM PG. 4-11 2% No

Maximum Superelevation 3.64% 2008 RIDOT HDM Pg 4-4 3.64% No

Lane Width (Min.) 12 ft
2018 AASHTO Pg 8-3;

2008 RIDOT HDM Pg. 4-10
22 ft - 12 ft No

Shoulder or Parking Width

Left - 2008 RIDOT HDM Pg 4-11 2 ft No

Right - 2008 RIDOT HDM Pg 4-11 2 ft No

Deceleration Lane N/A 2018 AASHTO Pg 10-138 N/A

Acceleration Lane 450 ft 2018 AASHTO Pg 10-132 553 ft

Structural Capacity HL-93 2018 AASHTO Pg 8-5 HL 93 No

Roadway Width of Structure 
(Min.)

22 ft 2018 AASHTO Pg 3-109 (Case II, C) 22 ft No

Vertical Clearance (Min.) 14'-6" 2018 AASHTO Pg 10-24 >16'-6" No

Horizontal Clearance to 
Obstructions (Min.)

3'-6'
2011 AASHTO Roadside Design Guide 

Pg 5-37
3'-6" No

Gano St On-Ramp



Functional Classification: Interstate
Design Year: 2045
AADT (Present): - (Does Not Exist)
DHV (Present): - (Does Not Exist)
Terrain: Level Level
AADT (Design): 3700 V.P.D.
DHV (Design): 155 V.P.H.
% Trucks: 4%

Controlling Criteria Pararmeter Value Reference Document Utilized Value
Design 

Exception 
Required?

Design Speed (V) 30 mph 2018 AASHTO Pg 10-105 30 mph No

Stopping Sight Distance (SSD) 215 ft 2018 AASHTO Pg 3-4 215 ft No

Percent Grade (Max.) 7% 2018 AASHTO Pg 10-110 6% No

Horizontal Geometry

Radius (Min.) 250 ft 2018 AASHTO Pg 3-34 (emax 4%) 371 ft No

Vertical Geometry

Vertical K Value (Min.)

Crest (SSD) 19 2018 AASHTO Pg 3-170 21 No

Sag (SSD) 37 2018 AASHTO Pg 3-176 38 No

Cross Slope (Min.) 2% RIDOT HDM PG. 4-11 2% No

Superelevation (Max.) 4% 2008 RIDOT HDM Pg 4-4 4% No

Lane Width (Min.) 12 ft
2018 AASHTO Pg 8-3;

2008 RIDOT HDM Pg. 4-10
18 ft No

Shoulder or Parking Width

Left - 2008 RIDOT HDM Pg 4-4 2 ft

Right - 2008 RIDOT HDM Pg 4-4 2 ft

Deceleration Lane 456 ft 2018 AASHTO Pg 10-138 472 ft No

Acceleration Lane N/A 2018 AASHTO Pg 10-132 N/A

Structural Capacity HL-93 2018 AASHTO Pg 8-5 HL 93 No

Minimum Roadway Width of 
Structure

22 ft 2018 AASHTO Pg 3-109 (Case II, C) 22 ft No

Vertical Clearance (Min.) 14'-6" 2018 AASHTO Pg 10-24 14'-10" No

Horizontal Clearance to 
Obstructions (Min.)

2.25'
2011 AASHTO Roadside Design Guide 

Pg 5-36
2.5' No

Waterfront Drive Off-Ramp


	Gano St On-Ramp
	Waterfront Dr Off-Ramp

