State of Rhode Island and Providence Plantations
7/20/11

ADDENDUM NUMBER FIVE

RFQ # 7448821

TITLE: ARRA-FIRE SPRINKLER UPGRADE-FLANAGAN
CAMPUS-CCRI

Closing Date and Time: 7/26/11 at 1:45 PM

Per the issuance of this ADDENDUM # §
(4 pages, including this cover sheet)
The following change(s) are noted:

SEE ATTACHED

X Specification Change /Addition / Clarification




Hughes Associates, Inc.

New England Office
117 Metro Center Boulevard, Suite 1002
Warwick, Rl 02886
Tel: 401-736-8992
Fax: 401-736-8929

Addendum #1

To: All Bidders

CC: David Snow — Community College of RI
John O’Hara — Purchasing Agent

From: Mark J. Blackburn, P.E., CFPS

Date: July 20, 2011

Subject: Bid #7448821

CCRI, Flanagan Campus, Lincoln, RI
Automatic Fire Sprinkler System
Addendum #1

ProjectNo. 1MJB00197.001

Bidders, } 5..

Please allow this memorandum to serve as Addendum g#for the fire sprinkler system installation at the CCRI Flanagan
Campus located in Lincoln, RI

The following are responses to various bidder questions:
Question #1:  Specifications note one ceiling tile and grid and the drawing (A-1 0) notes another type

HAI Response: The new ACT ceiling shall be Armstrong Dune ltem 1775 with 9/16” suspension system. See attached
product data sheet

All bidders must acknowledge receipt and compliance with this addendum in their bid.
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Ty oL lassifed
Acoustics Fire Light Sag Anti- VoG Durable  Recycle

Edgfe ltem  Dimensions MRG CAC Rating Reflect  Resist Microbial  Formal- fragram
Profile No g ﬁ dehyde g E
DUNE Tegqular '
816" 1775 2 x2 1 5/8 [J o050 35+ Class & 083 HumiGuard+ BioBlark+ Low Scratch Yag L ]
Beveled Tegular 1775M 600 x 600 X 15mm . . . . .

1775NF 2'x 2 '« 5/8° 050 35¢ Class A 983 No Added

1852 2 x2'x 5/8" [d o050 35 fie Guard 083 Low

* - - L] L

1777 2 x4 % 5/8° [Joso 35 ClassA Low

1774 600 % 1200 x 15mm . . . . .
15116° 1714 2 %2 %58 ¥ os0 35 Class A 0483 Law
Angled Tequiar 1774M 600 x 600 % 15mm . . . . .

1IT4NF 2" x 2 x 5/8° 650 15 Class A 083 No Added
!j_][ l . - . . .

1853 2 x 2'x 5/8" O o050 35 Fire Guard 083 Low

- - - L] -
1776 2 x4 x5/8" 1050 35  ClassA 083 Low
1776M 600 x 1200 x 15mm . . . . .
+ 1775-CAC 33 un 9/16" Interlude Sonata Suprafine

Suspension Systems
916" Standard: Interlude®, Silhouette® Bolt-Slot, Sanata™ Suprafine®, Trimlok™ Screw-Slol  Fire Guard™: Supraling XL Fire Guard  aff———esmas
15{18" Standard: Prelude” Fire Guard: Prefude X1. Fise Guard

Physical Data:

Material
Wet-formed mineral fibes

Surface Finish
Factory-applied jatex paint

Fire Performance

ASTM E84 and CAR/ULE 5102 surface burning
characteristics. Flame Spread Index 25 of l2ss.
Smoke Developed Index 5¢ or less. (UL fabeled)
Fire Guard: A fire resistive cefiing when used in
applicable UL assemblies

ASTM E1264 Classitication
Tyce lll, Form 2 Pattera CE
Fire Class A

Sag Resistance

HumiGuard™ Plus — superior resistance to sag_ging in

high humidity conditiens up te. but not incle

ing.
standing water and suldeor applicatiens

TechLine™ / 1 877 ARMSTRONG

1877 275 7876
armstrong.com/ceilings (search: dune)
€5.3556-709

MNo-Added/Low Formaldehiyde

No-added farmaldehyde - free of formaldehyde-based
resing. Qutperform CHPS Section D1350 requirements
[independent tesi 7eposts availabie upon request )

Low formaldehyde - contributing fess than 135 p]iah in
)l)'plcal condisions per ASHRAE Standard 62, "Ventilation
o

¢ Accepiable indoor Alr Quality.” Calffornia Gode Title 24

and other building 1ypes in CHPS Section 01350

Anti Mold/Mildew & Bacteria

BioBlack® Ptus contains an anti- microbial treatment and
provides guaranteed resistance against growth of
mold/mildewr and Gram-pasitive and Gram-negative
adorfstain-caustng bacteria for 30 years

Insutation Vajue
R Factor - 1.6 (BTU units}
R Factor - O 25 {Watts enits}

© AW Licansing Company, 2009 + Printed in the United States of America

Backloading Recommendation
Gontacet Techline for specific infermation

30-Year Performance Guarantee & Warfanty information
See warranty details at armstrong com/warranty

Weight; Square Feet/Carten

1774, 1775 - 0 75 Ibs/SF; 64 SF/cin
1778, 1777 - €.75 1bs/SF; B0 SFfctn
1852, 1853 - 1 20 {bs/5F; 48 SF/ctn

(Aymstrong



